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5.3.11.3
Detection of radio link failure

The UE shall:

1>
upon T310 expiry; or

1>
upon random access problem indication from MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from RLC that an RLC internal problem occurs:

2>
consider radio link failure to be detected;

2>
If AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7.

6.3.2
Radio resource control information elements

–
RLC-Configuration
The IE RLC-Configuration is used to specify the RLC configuration of SRBs and DRBs.
RLC-Configuration information element
-- ASN1START

RLC-Configuration ::=



CHOICE {


am








SEQUENCE {



ul-AM-RLC






UL-AM-RLC,



dl-AM-RLC






DL-AM-RLC


},


um-Bi-Directional




SEQUENCE {



ul-UM-RLC






UL-UM-RLC,



dl-UM-RLC






DL-UM-RLC


},


um-Uni-Directional-UL



SEQUENCE {



ul-UM-RLC






UL-UM-RLC


},


um-Uni-Directional-DL



SEQUENCE {



dl-UM-RLC






DL-UM-RLC


},


...

}

UL-AM-RLC ::=





SEQUENCE {


t-PollRetransmit




T-PollRetransmit,


pollPDU







PollPDU,


pollByte






PollByte


}

DL-AM-RLC ::=





SEQUENCE {


t-Reordering





T-Reordering,


t-StatusProhibit




T-StatusProhibit

}

UL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength

}

DL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength,


t-Reordering





T-Reordering

}

SN-FieldLength ::=




ENUMERATED {size5, size10}

T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare9, spare8,











spare7, spare6, spare5, spare4, spare3,











spare2, spare1}

PollPDU ::=






ENUMERATED {











p4, p8, p16, p32, p64, p128, p256, pInfinity}

PollByte ::=





ENUMERATED {











kB25, kB50, kB75, kB100, kB125, kB250, kB375,











kB500, kB750, kB1000, kB1250, kB1500, kB2000,











kB3000, kBinfinity, spare1}

T-Reordering ::=




ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms110,











ms120, ms130, ms140, ms150, ms160, ms170,











ms180, ms190, ms200, spare1}

T-StatusProhibit ::=



ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35, 











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare8, spare7,











spare6, spare5, spare4, spare3, spare2,











spare1}

-- ASN1STOP

	RLC-Configuration field descriptions

	sn-FieldLength
Indicates the UM RLC SN field size in bits.

	t-PollRetransmit
Indicates the value of timer T_poll_retransmit [7] in milliseconds, ms5 means 5ms, ms10 means 10ms and so on.

	pollPDU
Indicates the value of constant Poll_PDU [7]. p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. pInfinity corresponds to infinite PDUs.

	pollByte
Indicates the value of constant Poll_Byte [7]. kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. kBInfinity corresponds to infinite kBytes.

	


	t-Reordering
Indicates the value of timer T_reordering [7] in milliseconds, ms0 means 0ms, ms5 means 5ms and so on.

	t-StatusProhibit
Indicates the value of timer T_status_prohibit [7] in milliseconds, ms0 means 0ms, ms5 means 5ms and so on.
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