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10.3.6.XX
Downlink secondary cell info FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Configuration info
	MP
	
	
	
	REL_8

	>Continue
	
	
	
	(no data)
	REL_8

	>New configuration
	
	
	
	
	REL_8

	>>New H-RNTI
	MP
	
	H-RNTI 10.3.3.14a
	
	REL_8

	>>Downlink 64QAM configured
	OP
	
	Enumerated (TRUE)
	Absence of this IE means that the secondary cell HS-SCCH does not use the 64QAM format.
	REL-8

	>>HS-DSCH TB size table
	CV-Not64QAM
	
	Enumerated (octet aligned)
	If this IE is present, octet aligned table [15] is used, else bit aligned table [15] is used.
	REL-8

	>>Primary CPICH info
	MP
	
	Primary CPICH Info 10.3.6.60
	
	REL-8

	>>DL Scrambling Code
	MD
	
	Secondary scrambling code  10.3.6.74
	DL Scrambling code to be applied for HS-DSCH and  HS-SCCH. Default is same scrambling code as for the primary CPICH.
	REL-8

	>>HS-SCCH Channelisation Code Information
	MP
	1 to <maxHSSCCHs >
	
	Note 1
	REL-8

	>>>HS-SCCH Channelisation Code
	MP
	
	Integer

(0..127)
	
	REL-8

	>>Measurement Power Offset
	MP
	
	Real (-6 .. 13 by step of 0.5)
	The measurement power offset, (, in dB, as described in [29].
	REL-8

	>>UARFCN downlink (Nd)
	MP
	
	Integer(0 .. 16383)
	[21]
	REL-8

	Note 1:
The list of HS-SCCH(s) is assumed to be indexed starting from one.


	Condition
	Explanation

	Not64QAM
	This IE is optionally present if 64QAM is not configured and MAC-ehs is configured. Otherwise it is not needed.


11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************


/ .. /

DL-PDSCH-Information ::=


SEQUENCE {


-- dummy1 and dummy 2 are not used in this version of specification, it should


-- not be sent and if received it should be ignored.


dummy1







PDSCH-SHO-DCH-Info




OPTIONAL,


dummy2







PDSCH-CodeMapping




OPTIONAL

}

Dl-rate-matching-restriction ::=
SEQUENCE {


restrictedTrCH-InfoList



RestrictedTrCH-InfoList



OPTIONAL

}
DL-SecondaryCellInfoFDD ::=


CHOICE {


continue






NULL,


newConfiguration




SEQUENCE {



new-H-RNTI






H-RNTI,



dl-64QAM-Configured




DL-64QAM-Configured



OPTIONAL,



hs-DSCH-TBSizeTable




HS-DSCH-TBSizeTable



OPTIONAL,



primaryCPICH-Info




PrimaryCPICH-Info,



dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL,



hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF












HS-SCCH-Codes,



measurementPowerOffset



MeasurementPowerOffset,



uarfcn-DL






UARFCN


}
}

DL-TPC-PowerOffsetPerRL ::=

SEQUENCE {



powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL
}
-- NOTE: The radio links in the following list have a one-to-one mapping with the 

-- radio links in the message.

DL-TPC-PowerOffsetPerRL-List ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-TPC-PowerOffsetPerRL


/ .. /

