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	1) To make the procedure of reporting clearer, it is better to add the description of setting measResultServing in MeasuredResults align with the order in ASN.1.
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------------------------------------------------Start change-------------------------------------------------------
5.5.5
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServing to include the quantities of serving cell;
1>
set the neighbouringMeasResults to include the best neighbouring cells up to maxReportCells in accordance with the following, if needed:
NOTE: For report sent for ICIC purpose, when the last cell in cellsTriggeredList fulfills the leaving condition, set the measuredResults without neighbouringMeasResults.
2>
if the triggerType is set to ‘event’:
3>
include the cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId;

2>
else:

3>
set the neighbouringMeasResults to include the applicable cells for which the requested reportQuantity has been available since the last periodical reporting or since the measurement was initiated or reset;

2>
for each cell that is included in the neighbouringMeasResults, include the physicalCellIdentity;
2>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’, ordered as follows:

3>
for each included cell include the filtered measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measId as follows:

4>
if the measObject associated with this measId concerns E-UTRA:

5>
if the reportQuantity within the concerned reportConfig is set to ‘both’ (E-UTRA):

6>

set the measResult to include both quantities (i.e. rscpResult and rsrqResult) in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>

set the measResult to include the quantity as indicated by the triggerQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

4>
else:

5>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

2>
else if the purpose is set to ‘reportCGI’:
3>
include the globalCellIdentity of the requested neighbouring cell;

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
stop the periodical reporting timer, if running;

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
else if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is equal to the reportAmount as defined within the corresponding reportingConfiguration as defined in the VarMeasurementConfiguration:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasurementReports for this measId;
1>
if the measured results are for CDMA HRPD:

2>
set the hrpdPreRegistrationStatus to the UE’s CDMA upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA 1xRTT:

2>
set the hrpdPreRegistrationStatus to `0’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

------------------------------------------------End change--------------------------------------------------------
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