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MeasuredResults
The IE MeasuredResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

Editor's note:
It has been agreed to identify intra- and inter-frequency neighbours by their physical layer identity

MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},

neighbouringMeasResults



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




SEQUENCE {



globalCellID-EUTRA




GlobalCellId-EUTRA,



tac-ID







TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...


}


 











OPTIONAL,
}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-UTRA




GlobalCellId-UTRA,



lac-Id







BIT STRING (SIZE (16))


OPTIONAL,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (-5..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,





...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (-5..91),




...




}


}

}


 











OPTIONAL,
}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



SEQUENCE {



geran-CarrierFreq




GERAN-CarrierFreq,



geran-CellIdentity




GERAN-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-GERAN




GlobalCellId-GERAN,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}


 











OPTIONAL,
}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CDMA2000-CellIdentity,


globalCellIdentity




GlobalCellId-CDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}


 











OPTIONAL,
}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF SEQUENCE {


plmn-Identity





PLMN-Identity

}
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