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	<!-- Beginning of Change in 5.5.2.9 -->


5.5.2.9
Measurement gap configuration

The UE shall:

1>
if  the measGapConfig is set to ‘activate’: 

2>
if a measurement gap configuration is active, deactivate the measurement gap configuration;

2>
activate the measurement gap configuration indicated by the received gapPattern and in accordance with the received  gapOffset, i.e. each gap starts at an SFN and subframe meeting the following condition:

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T= TGRP/10 as defined in TS 36.133 [16];

1>
else:

2>
deactivate the measurement gap configuration.

	<!--Beginning of Changes in 6.3.5 -->


6.3.5
Measurement information elements

–
MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls activation/ deactivation of measurement gaps.

MeasGapConfig information element
-- ASN1START

MeasGapConfig ::=




CHOICE {



activate






SEQUENCE {



gapPattern






CHOICE {




gp0








SEQUENCE {





gapOffset







INTEGER (0..39)




},




gp1








SEQUENCE {





gapOffset







INTEGER (0..79)




},




...


}


},

deactivate






NULL


}
-- ASN1STOP
	MeasGapConfig field descriptions

	


	activate
Used to activate the measurement gap pattern.

	gapPattern
Reference to a measurement gap pattern defined in TS 36.133 [16]. Value gapOffset of gp0 corresponds to gap offset of Gap Pattern Id “0” with TGRP = 40ms, gapOffset of gp1 corresponds to gap offset of Gap Pattern Id “1” with TGRP = 80ms.

	deactivate
Used to deactivate the measurement gap pattern.
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