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	In subclause 10.2.2b.1.1 (Data forwarding for RLC-AM bearers during Inter-RAT handovers from E-UTRAN) it states:
Upon handover, the eNB may forward all downlink PDCP SDUs that have not been acknowledged by the UE to the target node. In addition, the eNB may forward fresh data arriving over S1 to the target node.

When the eNB forwards downlink PDCP SDUs to the target node during Inter-RAT handover, the above description seems to restrict the eNB behavior to forward all downlink PDCP SDUs that ‘have not been acknowledged’.

	
	

	Summary of change:
(

	Modify the description in subclase 10.2.2b.1.1 so that it also captures the option for the eNB to only forward downlink PDCP SDUS that ‘have not been transmitted’ to the target node during Inter-RAT handover.
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not approved:
	The specification seems to unnecessarily restrict eNB behavior to forward downlink PDCP SDUs that ‘have not been acknowledged’ to the target node during Inter-RAT handover. I.e., it seems that the eNB behavior to forward downlink PDCP SDUs that ‘have not been transmitted’ to the target node during Inter-RAT handover, which seems to be a viable option to avoid duplicate packet delivery to the application layers, is not allowed.
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10.2.2b
Inter-RAT handovers from E-UTRAN

10.2.2b.1
Data forwarding

10.2.2b.1.1
For RLC-AM bearers

Upon handover, the eNB may forward all downlink PDCP SDUs that have not been acknowledged by the UE, or all downlink PDCP SDUs that have not been transmitted to the UE, to the target node. In addition, the eNB may forward fresh data arriving over S1 to the target node.
NOTE:
Any assigned PDCP SNs are not forwarded because of PDCP reset.
NOTE:
Target node does not have to wait for the completion of forwarding from the eNB before it begins transmitting packets to the UE.

The eNB discards any remaining downlink RLC PDUs.
Upon handover, all successfully received PDCP SDUs are delivered to the upper layers in the UE.
NOTE:
eNB does not need to abort ongoing RLC transmissions with the UE as it starts data forwarding to the target node.

Upon handover, the eNB may forward uplink PDCP SDUs successfully received to the Serving Gateway and shall discard any remaining uplink RLC PDUs. 
Correspondingly, the eNB does not forward the downlink and uplink RLC context.

For the uplink, the UE transmits over the target RAT from the first PDCP SDU for which transmission has not been attempted in the source cell.
In-sequence delivery of upper layer PDUs during handover is not guaranteed.
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