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Proposal
E-mail discussion had been held over RAN2 reflector including the value “N” in the RRC processing delay requirement ([64_LTE_13]). Based on the comments provided in the e-mail report, the co-sourcing companies propose the following value set for of clause 11.2 in TS 36.331. Co-sourcing companies believe that the proposed requirements below provide a good balance between achieving competitiveness of LTE system and UE implementation cost incurred, which are both essential elements for success of release-8 LTE.

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment


	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection release
	RRCConnectionSetupRelease
	
	NA


	

	RRC connection re-configuration (radio resource configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-establishment


	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobilty

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA 2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	FFS

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
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