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5.1.1
UL Data Transfer Procedures

At reception of a PDCP SDU from upper layers, the UE shall:

-
start the discardTimer associated with this PDCP SDU (if configured);

For a PDCP SDU received from upper layers, the UE shall:
-
associate the PDCP SN corresponding to Next_PDCP_TX_SN to this PDCP SDU;

-
perform header compression of the PDCP SDU (if configured) as specified in the subclause 5.5.4;

-
perform integrity protection (if applicable), and ciphering (if applicable) using COUNT based on TX_HFN and the PDCP SN associated with this PDCP SDU as specified in the subclause 5.7 and 5.6, respectively;
-
increment Next_PDCP_TX_SN by one;

-
if Next_PDCP_TX_SN > Maximum_PDCP_SN:

-
set Next_PDCP_TX_SN to 0;

-
increment TX_HFN by one;

-
submit the resulting PDCP Data PDU to lower layer.
Next Modified Section

5.2.1.2
Procedures for DRBs mapped on RLC UM

When upper layers request a PDCP re-establishment, the UE shall:

-
reset the header compression protocol for uplink (if configured);

-
set Next_PDCP_TX_SN, and TX_HFN to 0;

-
apply the ciphering algorithm and key provided by upper layers during the re-establishment procedure;

-
for each PDCP SDU already associated with a PDCP SN but for which a corresponding PDU has not previously been submitted to lower layers:

-
consider the PDCP SDUs as received from upper layer;

-
perform transmission of the PDCP SDUs in ascending order of the COUNT value associated to the PDCP SDU prior to the PDCP re-establishment, as specified in the subclause 5.1.1 without restarting discardTimer.

Next Modified Section

5.3.1
Transmit operation

When upper layers request a PDCP re-establishment, for radio bearers that are mapped on RLC AM, the UE shall:

-
if the radio bearer is configured by upper layers to send a PDCP status report in the uplink (statusReportRequired  [3]), compile a status report as indicated below after processing the PDCP Data PDUs that are received from lower layers due to the re-establishment of the lower layers as specified in the subclause 5.2.2.1, and submit it to lower layers as the first PDCP PDU for the transmission, by:

-
setting the FMS field to the PDCP SN of the first missing PDCP SDU;

-
if there is at least one out-of-sequence PDCP SDU stored, allocating a Bitmap field of length in bits equal to the number of PDCP SNs from and not including the first missing PDCP SDU up to and including the last out-of-sequence PDCP SDUs, rounded up to the next multiple of 8;

-
setting as ‘0’ in the corresponding position in the bitmap field for all PDCP SDUs that have not been received as indicated by lower layers, and optionally PDCP SDUs for which decompression have failed;

-
indicating in the bitmap field as ‘1’ for all other PDCP SDUs.

Next Modified Section

5.5.3
Protocol parameters

RFC 4995 has configuration parameters that are mandatory and that must be configured by upper layers between compressor and decompressor peers [7]; these parameters define the ROHC channel. The ROHC channel is a unidirectional channel, i.e. there is one channel for the downlink, and one for the uplink. There is thus one set of parameters for each channel, and the same values shall be used for both channels belonging to the same PDCP.

These parameters are categorized in two different groups, as defined below:

-
M:
Mandatory and configured by upper layers.

-
N/A: Not used in this specification.

The usage and definition of the parameters shall be as specified below.

-
MAX_CID (M): This is the maximum CID value that can be used. One CID value shall always be reserved for uncompressed flows. The parameter MAX_CID is configured by upper layers (maxCID [3]).
-
LARGE_CIDS: This value is not configured by upper layers, but rather it is inferred from the configured value of MAX_CID according to the following rule:


If MAX_CID > 15 then LARGE_CIDS = TRUE else LARGE_CIDS = FALSE.

-
PROFILES (M): Profiles are used to define which profiles are allowed to be used by the UE in uplink. The list of supported profiles is described in section 5.5.1. The parameter PROFILES is configured by upper layers (profiles [3]).
-
FEEDBACK_FOR (N/A): This is a reference to the channel in the opposite direction between two compression endpoints and indicates to what channel any feedback sent refers to. Feedback received on one ROHC channel for this PDCP shall always refer to the ROHC channel in the opposite direction for this same PDCP. 
-
MRRU (N/A): ROHC segmentation is not used.

Next Modified Section

5.4
PDCP discard

When the discardTimer expires for a PDCP SDU, or the successful delivery of a PDCP SDU is confirmed by PDCP status report, the UE shall discard the PDCP SDU along with the corresponding PDCP PDU. If the corresponding PDCP PDU has already been submitted to lower layers the discard is indicated to lower layers.
Next Modified Section

6.3.2
PDCP SN

Length: 5, 7 or 12 bits as indicated in table 6.3.2.1.

Table 6.3.2.1: PDCP SN length

	Length
	Description

	5
	SRBs

	7
	DRBs, if configured by upper layers (pdcp-SN-Size [3])

	12
	DRBs, if configured by upper layers (pdcp-SN-Size [3])


Next Modified Section

7.2
Timers

The transmitting side of each PDCP entity for DRBs shall maintain the following timers:

a) discardTimer
The duration of the timer is configured by upper layers [3]. In the transmitter, a new timer is started upon reception of an SDU from upper layer.










































































































































































































































































































































































































































































































































