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6.3.2
Radio resource control information elements

–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration,


prach-Configuration




PRACH-ConfigurationSIB,


pdsch-Configuration




PDSCH-ConfigCommon,


pusch-Configuration




PUSCH-ConfigCommon,


pucch-Configuration




PUCCH-ConfigCommon,


soundingRsUl-Config




SoundingRsUl-ConfigCommon,

uplinkPowerControl




UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-Configuration




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Configuration




PRACH-Configuration,


pdsch-Configuration




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-Configuration




PUSCH-ConfigCommon,


phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need ON


pucch-Configuration




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRsUl-Config




SoundingRsUl-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControl




UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInformationCommon


AntennaInformationCommon


OPTIONAL,
-- Need ON


tdd-Configuration




TDD-Configuration




OPTIONAL,
-- need ON


ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

–
SoundingRsUl-Config

The IE SoundingRsUl-Config is used to specify the uplink Sounding RS configuration.
SoundingRsUl-Config information element
-- ASN1START

SoundingRsUl-ConfigCommon ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


srsBandwidthConfiguration


ENUMERATED {bw0, bw1, bw2, bw3, bw4, bw5, bw6, bw7},



srsSubframeConfiguration


ENUMERATED {













sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,













sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15},



ackNackSrsSimultaneousTransmission
BOOLEAN,



srsMaxUpPts






BOOLEAN


}

}

SoundingRsUl-ConfigDedicated ::=
CHOICE{


disable







NULL,


enable







SEQUENCE {



srsBandwidth





ENUMERATED {bw0, bw1, bw2, bw3},



srsHoppingBandwidth




ENUMERATED {hbw0, hbw1, hbw2, hbw3},



frequencyDomainPosition



INTEGER (0..23),


duration






BOOLEAN,



srs-ConfigurationIndex



INTEGER (0..1023),



transmissionComb




INTEGER (0..1),


cyclicShift






ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}


}

}

-- ASN1STOP
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