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6.2.2
Message definitions

-- Unmodified part is omitted --
–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


csFallbackIndicator




ENUMERATED {true}




OPTIONAL,
-- Need ON

purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},

nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP
}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utran, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,

nas-SecurityParamFromEUTRA


OCTET STRING (SIZE (1))
}

CellChangeOrder ::=




SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





bsic






GERAN-CellIdentity,





geran-CarrierFreq



GERAN-CarrierFreq,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





geran-SystemInformation


CHOICE {






si







GERAN-SystemInformation,






psi







GERAN-SystemInformation





} 














OPTIONAL
-- Need OP



},




...


}

}

GERAN-SystemInformation ::=


SEQUENCE (SIZE (1..maxGERAN-SI)) OF











OCTET STRING (SIZE (1..23))

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	csFallbackIndicator

Indicates that the CS Fallback procedure is triggered.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

Used to carry messages corresponding to specifications from the target RAT.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301.

	bsic

contains the network colour code and the base station colour code of the target GERAN cell.

	geran-CarrierFreq

contains the carrier frequency of the target GERAN cell

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	geran-SystemInformation

As specified in TS 44.060 [36]. The first octet contains octet 1 of the GERAN system information block, the second octet contains octet 2 of the GERAN system information block and so on. If the field is not present, the UE has to acquire this from the GERAN cell.


-- Unmodified part is omitted --
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, dedicated NAS information, radio resource configuration (including RBs, MAC main configuration and physical channel configuration), security configuration and UE related information.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measurementConfiguration


MeasurementConfiguration

OPTIONAL,
-- Need ON

mobilityControlInformation


MobilityControlInformation

OPTIONAL,
-- Need OP


nas-DedicatedInformationList

SEQUENCE (SIZE(1..maxDRB)) OF












NAS-DedicatedInformation
OPTIONAL,
-- Cond nonHO


radioResourceConfiguration


RadioResourceConfigDedicated
OPTIONAL,
-- Need ON

securityConfiguration



SecurityConfiguration


OPTIONAL,
-- Cond HO

nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))


OPTIONAL,
-- Cond I-RATHO


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP
}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	measurementConfiguration

This field specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

	mobilityControlInformation

This field includes parameters relevant for network controlled mobility to/within E‑UTRA.

	nas-DedicatedInformationList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	radioResourceConfiguration

This field is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels.

	securityConfiguration

This field is used to configure AS integrity protection (CP) and AS ciphering (CP and UP) and to provide the next hop Chaining Count.

	nas-securityParamToEUTRA

This field is used to activate NAS security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.


	Conditional presence
	Explanation

	HO
	The field is mandatory present if the IE MobilityControlInformation is present in the RRCConnectionReconfiguration message; otherwise the field is not applicable.

	I-RATHO
	The field is mandatory present in case of inter-RAT handover to E‑UTRA; otherwise it is not applicable.

	nonHO
	The field is not applicable in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, continue.


-- Unmodified part is omitted --
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