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	Start of the first modified section


5.2.4.4

Highest ranked cells with cell reservations, access restrictions or unsuitable for normal camping

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation is removed when the highest ranked cell changes.
If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE has to perform an any cell selection procedure any limitation shall be removed.
If the highest ranked cell is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell as a candidate for reselection for a maximum of 300s. In case of UTRA further requirements are defined in the [8]. If the UE has to perform an any cell selection procedure any limitation shall be removed.
If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to not belonging to the allowed CSG list, the UE may ignore the cell in cell ranking and reselection.
	Start of the next modified section


5.2.4.6

Intra-frequency and equal priority inter-frequency Cell Reselection criteria

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-frequency: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to zero.

For inter-frequency: Equals to Qoffsets,n plus Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfill the cell selection criterion S, which is defined in 5.2.3.2, but may exclude all CSG cells that are known by the UE to be not allowed.
The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If a cell is ranked as the best cell the UE shall perform cell re-selection to that cell. If this cell is found to be not-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-
the
new cell is better ranked than the serving cell during a time interval TreselectionRAT;
-
more than 1 second has elapsed since the UE camped on the current serving cell.
	Start of the next modified section


5.3.1
Cell status and cell reservations

Cell status and cell reservations are indicated in the SystemInformationBlockType1 [3] by means of two Information Elements:

-
cellBarred (IE type: "barred" or "not barred") 
In case of multiple PLMNs indicated in SIB1, this IE is common for all PLMNs

-
cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
In case of multiple PLMNs indicated in SIB1, this IE is specified per PLMN.
When cell status is indicated as "not barred" and "not reserved" for operator use,

-
All UEs shall treat this cell as candidate during the cell selection and cell re-selection procedures.

When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN,
-
UEs assigned to Access Class 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the IE cellReservedForOperatorUse for that PLMN set to “reserved”.

-
UEs assigned to an Access Class in the range of 0 to 9, 12 to 14 and UEs with AC 11 or 15 not operating in their HLPMN/EHPLMN shall behave as if the cell status is “barred” in case the cell is “reserved for operator use” for the PLMN the UE is currently registered with.
NOTE 1:
ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN; ACs 12, 13, 14 are only valid for use in the home country [4].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",

-
The UE is not permitted to select/re-select this cell, not even for emergency calls.

-
The UE shall select another cell according to the following rule:

-
If the IE intraFrequencyReselection in IE cellAccessRelatedInformation in SystemInformationBlockType1 is set to "allowed", the UE may select another cell on the same frequency if selection/re-selection criteria are fulfilled.

-
The UE shall exclude the barred cell as a candidate for cell selection/reselection until the expiry of the timer Tbarred.

-
If the IE intraFrequencyReselection in IE cellAccessRelatedInformation in SystemInformationBlockType1 is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell.

-
The UE shall exclude the barred cell as a candidate for cell selection/reselection until the expiry of the timer Tbarred.
-
If the IE intraFrequencyReselection has been read from a CSG cell it shall be ignored by the UE.
The cell selection of another cell may also include a change of RAT.
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Rs = Qmeas,s + QHyst 







Rn = Qmeas,n - Qoffset � 




















