Page 1



3GPP TSG-RAN WG2 Meeting #65 
( R2-091178
Athens, Greece, 09th – 13th February
	CR-Form-v9.4

	CHANGE REQUEST

	

	(
	36.331
	CR
	-
	(
rev
	-
	(
Current version:
	8.4.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(
	Correction to Mobility from E-UTRA procedure

	
	

	Source to WG:
(
	NEC

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	LTE-L23
	
	Date: (
	03/02/2009

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
	In RAN 2#64 nas-SecurityParamFromEUTRA IE which contains NAS Downlink COUNT was introduced in MobilityFromEUTRACommand message based on SA3 key freshness requirement in case of the eUTRAN to UTRAN/GERAN HO. However this IE is not needed in case the handover to CDMA 2000 systems.


	
	

	Summary of change:
(
	nas-SecurityParamFromEUTRA IE is made optional in the MobilityFromEUTRACommand message.

	
	

	Consequences if 
(
not approved:
	During inter RAT handover to CDMA 2000 system the MobilityFromEUTRACommand message will unecessarly contain the nas-SecurityParamFromEUTRA IE that is not needed.

	
	

	Clauses affected:
(
	6.2.2

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


Begin change:
–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


csFallbackIndicator




BOOLEAN,

purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},

nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,


nas-SecurityParamFromEUTRA


OCTET STRING 





OPTIONAL
-- Need OP
}

CellChangeOrder ::=




SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare1},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





physCellId





PhysCellIdGERAN,





carrierFreq





CarrierFreqGERAN,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





systemInformation



CHOICE {






si







SystemInformationGERAN,






psi







SystemInformationGERAN





} 














OPTIONAL
-- Need OP




},




...


}

}

SystemInformationGERAN ::=


SEQUENCE (SIZE (1..maxGERAN-SI)) OF











OCTET STRING (SIZE (1..23))
-- ASN1STOP

End change
