Page 1



3GPP TSG-RAN2 Meeting #65
( R2-091327
Athens, Greece
9 - 13 February 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(
	36.321
	CR
	NUM
	(
rev
	-
	(
Current version:
	8.4.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(
	Aligning the RNTI table for TDD and FDD modes

	
	

	Source to WG:
(
	Nokia Corporation, Nokia Siemens Networks, Ericsson

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	LTE-L23
	
	Date: (
	16/10/2008

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
	C-RNTI value ranges should be aligned in for FDD and TDD

	
	

	Summary of change:
(
	There has been a decision to align TDD and FDD parameters as much as possible. The RA-RNTI-values and remaining C-RNTI value space are now different. This contribtution proposes to have same value space for C-RNTI for FDD and TDD modes. This is to simplify the multi-mode terminals supporting both TDD and FDD.

	
	

	Consequences if 
(
not approved:
	Additional complexity in FDD/TDD multimode terminals of Rel-8.

	
	

	Clauses affected:
(
	5.4.2

	
	

	
	Y
	N
	
	

	Other specs
(
	
	x
	 Other core specifications
(
	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(
	


7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	

	
	

	
	


	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-003C
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI (Note 1)

	003D-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF4-FFFD
	Reserved for future use

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


Note 1: The values corresponding RA-RNTI values of cells PRACH configuration are not used in the cell for any other RNTI (C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI or TPC-PUSCH-RNTI).











































































































































































































































































































































































































































































































































