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5.1.1
Random Access Procedure initialization

The Random Access procedure described in this subclause is initiated by a PDCCH order or by the MAC sublayer itself. The PDCCH order or RRC optionally indicate a Random Access Preamble and PRACH resource.
Before the procedure can be initiated, the following information is assumed to be available:

-
the available set of PRACH resources for the transmission of the Random Access Preamble and their corresponding RA-RNTIs.

-
the groups of Random Access Preambles and the set of available Random Access Preambles in each group:

The preambles that are contained in Random Access Preambles group A and Random Access Preambles group B are calculated from the parameters numberOfRA-Preambles and sizeOfRA-PreamblesGroupA [8]:

If sizeOfRA-PreamblesGroupA is equal to numberOfRA-Preambles then there is no Random Access Preambles group B. The preambles in Random Access Preamble group A are the preambles 0 to sizeOfRA-PreamblesGroupA - 1 and, if it exists, the preambles in Random Access Preamble group B are the preambles sizeOfRA-PreamblesGroupA to numberOfRA-Preambles - 1 from the set of 64 preambles as defined in [7].

-
the thresholds, messagePowerOffsetGroupB and MESSAGE_SIZE_GROUP_A, that are required for selecting one of the two groups of Random Access Preambles.

-
the RA response window size ra-ResponseWindowSize [8].
-
the power-ramping factor POWER_RAMP_STEP.

-
the parameter PREAMBLE_TRANS_MAX [integer > 0].

-
the initial preamble power PREAMBLE_ INITIAL_RECEIVED_TARGET_POWER.
-
the preamble format based offset DELTA_PREAMBLE (see subclause 7.6).

-
the maximum allowed transmission power Pmax.

-
the offset between preamble and the Msg3, DELTA_PREAMBLE_MSG3.
-
the parameter Maximum number of Msg3 HARQ transmissions. 

[Note that the above parameters may be updated from upper layers before each Random Access procedure is initiated.]

The Random Access procedure shall be performed as follows: The UE shall
-
flush the Msg3 buffer;

-
set the PREAMBLE_TRANSMISSION_COUNTER to 1;

-
set the backoff parameter value in the UE to 0 ms;

-
proceed to the selection of the Random Access Resource (see subclause 5.1.2).

NOTE:
There is only one Random Access procedure ongoing at any point in time. If the UE receives a request for a new Random Access procedure while another is already ongoing, it is up to UE implementation whether to continue with the ongoing procedure or start with the new procedure. 

//Next changes//
5.1.3
Random Access Preamble transmission

The random-access procedure shall be performed as follows: The UE shall
-
set the parameter PREAMBLE_RECEIVED_TARGET_POWER to PREAMBLE_INITIAL_RECEIVED_TARGET_POWER + DELTA_PREAMBLE + (PREAMBLE_TRANSMISSION_COUNTER-1) * POWER_RAMP_STEP;

-
instruct the physical layer to transmit a preamble using the selected PRACH, corresponding RA-RNTI, preamble index and PREAMBLE_RECEIVED_TARGET_POWER.

//Next changes//
5.3.1
DL Assignment reception

Downlink assignments transmitted on the PDCCH indicate if there is a transmission on the DL-SCH for a particular UE and provide the relevant HARQ information.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH:

-
if a downlink assignment for this TTI has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:
-
if this is the first downlink assignment for this Temporary C-RNTI:

-
consider the NDI to have been toggled.
-
if either a downlink assignment has been received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured downlink assignment has occurred since the previous received downlink assignment for the UEs C-RNTI for the same HARQ process:

-
consider the NDI to have been toggled regardless of the value of the NDI.
-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if a downlink assignment for this TTI has been received on the PDCCH for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if the NDI in the received HARQ information is 0:
-
if PDCCH contents indicate SPS release:

-
clear the configured downlink assignment (if any);

-
instruct the physical layer to transmit a positive acknowledgement.

-
else:
-
store the downlink assignment and the associated HARQ information as configured downlink assignment;

-
initialise (if not active) or re-initialise (if already active) the configured downlink assignment to start in this TTI and to recur according to rules in subclause 5.10.1;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

-
else, if a downlink assignment for this TTI has been configured and there is no measurement gap in this TTI:

-
instruct the physical layer to receive, in this TTI, transport block(s) on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

-
set the HARQ Process ID to the HARQ Process ID associated with this TTI; 

-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

The HARQ Process ID associated with this TTI is derived from the following equation:
HARQ Process ID = [floor(CURRENT_TTI/(Downlink Semi-Persistent Scheduling Interval))] modulo Number of Configured SPS Processes
where CURRENT_TTI=[(SFN * 10) + subframe number], Downlink Semi-Persistent Scheduling Interval is the periodicity of semi-persistent scheduling signalled via RRC and Number of Configured SPS Processes is the number of HARQ processes allocated for semi-persistent scheduling signalled via RRC.
When the UE needs to read BCCH, the UE may, based on the scheduling information from RRC:

-
if a downlink assignment for this TTI has been received on the PDCCH for the SI-RNTI;
-
the redundancy version of the received downlink assignment for this TTI is determined by RVK = ceiling(3/2*k) modulo 4, where k depends on the type of system information message: for SystemInformationBlockType1 message, k = (SFN/2) modulo 4, where SFN is the system frame number; for SystemInformation messages, k=i modulo 4, i =0,1,…, nsw-1, where i denotes the subframe number within the SI window nsw;
-
indicate a downlink assignment and redundancy version for the dedicated broadcast HARQ process to the HARQ entity for this TTI.

NOTE:
Downlink assignments for both C-RNTI and SI-RNTI or both Semi persistent scheduling C-RNTI and SI-RNTI can be received in the same TTI.

//Next changes//
5.4.1
UL Grant reception

In order to transmit on the UL-SCH the UE must have a valid uplink grant (except for non-adaptive HARQ retransmissions) which it may receive dynamically on the PDCCH or in a Random Access Response or which may be configured semi-persistently. To perform requested transmissions, the MAC layer receives HARQ information from lower layers.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH:

-
if an uplink grant for this TTI has been received on the PDCCH for the UE’s C-RNTI or Temporary C-RNTI; or

-
if an uplink grant for this TTI has been received in a Random Access Response:
-
if either an uplink grant has been received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured uplink grant has occurred since the previous received uplink grant for the UEs C-RNTI for the same HARQ process:
-
consider the NDI to have been toggled regardless of the value of the NDI.
-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else, if an uplink grant for this TTI has been received on the PDCCH for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else if the NDI in the received HARQ information is 0:
-
if PDCCH contents indicate SPS release:

-
clear the configured uplink grant (if any).

-
else:
-
store the uplink grant and the associated HARQ information as configured uplink grant;

-
initialise (if not active) or re-initialise (if already active) the configured uplink grant to start in this TTI and to recur according to rules in subclause 5.10.2;

-
consider the NDI bit to have been toggled;

-
deliver the configured uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else, if an uplink grant for this TTI has been configured:

-
consider the NDI bit to have been toggled;

-
deliver the configured uplink grant, and the associated HARQ information to the HARQ entity for this TTI.

NOTE:
The period of configured uplink grants is expressed in TTIs.

NOTE:
If the UE receives both a grant for its RA-RNTI and a grant for its C-RNTI or Semi persistent scheduling C-RNTI, the UE may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI or Semi persistent scheduling C-RNTI.
NOTE:
When a configured uplink grant is indicated during a measurement gap and indicates an UL-SCH transmission during a measurement gap, the UE processes the grant but does not transmit on UL-SCH.
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