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7.1
UE variables

NOTE: 
To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available. 

–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CellIdentity,


ConnectedModeSpeedDependentScalingParameters,



C-RNTI,


MeasId,


MeasIdToAddModifyList,


MeasObjectToAddModifyList,


MobilityStateParameters,


NeighbourCellConfiguration,

PhysicalCellIdentity,


QuantityConfig,


ReportConfigToAddModifyList,


RSRP-Range,


maxCellMeas,

maxMeasId
FROM EUTRA-RRC-Definitions;
-- ASN1STOP

–
VarMeasurementConfiguration
The UE variable VarMeasurementConfiguration includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements as well as the measurement gap configuration.

VarMeasurementConfiguration UE variable
-- ASN1START

VarMeasurementConfiguration ::=

SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModifyList



OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModifyList


OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModifyList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






RSRP-Range






OPTIONAL,



neighbourCellConfiguration


NeighbourCellConfiguration


OPTIONAL,


speedDependentParameters


SEQUENCE {



mobilityStateParameters



MobilityStateParameters,



speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters


}

















OPTIONAL
}

-- ASN1STOP







