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8.6.7.3b
GSM priority info list
If the IE "GSM priority info list" is received in System Information Block Type 19, the UE shall:

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
for each occurrence of the IE "GSM Priority Info":

3>
store the IEs "QrxlevminGSM", "Threshx, high" and "Threshx, low" in every entry of PRIORITY_INFO_LIST with CHOICE "Radio Access Technology" set to "GSM", which contains an IE "BCCH ARFCN" matching a BCCH ARFCN indicated in the IE "GSM cell group".
1>
otherwise:
2>
for each occurrence of the IE "GSM Priority Info":

3>
create a new entry in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST, and in this new entry:

4>
store the value of IE "priority" from the IE "GSM Priority Info", and set the CHOICE "Radio Access Technology" to "GSM";

4>
for each of the BCCH ARFCNs indicated by the IE "GSM cell group":
5>
create a new entry in the IE "Frequency List" and store the IEs "Band Indicator", "QrxlevminGSM", "Threshx, high" and "Threshx, low" and store the indicated BCCH ARFCN in the IE "BCCH ARFCN".
8.6.7.3c
E-UTRA frequency and priority info list
If the IE "E-UTRA frequency and priority info list" is received in System Information Block Type 19, the UE shall:

1>
for each occurrence of the IE "E-UTRA frequency and priority":

2>
create a new entry in the IE "Frequency Info List" in the variable EUTRA_FREQUENCY_INFO_LIST, and in that new entry:

3>
store the IEs "EARFCN" and "Measurement bandwidth";

3>
if the IE "Blacklisted cells per freq list" is present in the IE "E-UTRA frequency and priority":

4>
store the blacklisted cells information.

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
for each occurrence of the IE "E-UTRA frequency and priority":

3>
if the value of IE "EARFCN" exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info List":

4>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "Measurement Bandwidth" from the IE "E-UTRA frequency and priority" occurrence.
1>
otherwise:
2>
for each occurrence of the IE "E-UTRA frequency and priority":

3>
if an entry already exists in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST with the same priority value as indicated in the IE "priority" and has the CHOICE "Radio Access Technology" set to "E-UTRA":

4>
create a new entry in the IE "Frequency List" in that occurrence of IE "Priority Info List", and store the value of "EARFCN" in the IE "EARFCN" in this occurrence of the IE "Frequency List" within the variable PRIORITY_INFO_LIST, and:
5>
store the IEs "Threshx, high", "Threshx, low" and "QrxlevminEUTRA" in that occurrence of the IE "Frequency List".
3>
otherwise:

4>
create a new entry in the IE "Priority Info List" and store the value of "priority" in the IE "priority" in this occurrence of the IE "Priority Info List" within the variable PRIORITY_INFO_LIST, and in that new entry:

5>
set the CHOICE "Radio Access Technology" to "E-UTRA" and store the value of "EARFCN" in the IE "EARFCN" in the first occurrence of the IE "Frequency List";
5>
store the IEs "Threshx, high", "Threshx, low" and "QrxlevminEUTRA" in that occurrence of the IE "Frequency List".

2>
store the IE "E-UTRA detection".
#Partially Omitted
8.6.7.23
Dedicated Priority Information
If the CHOICE "Action" has the value "Clear dedicated priorities", the UE shall:

1>
clear the variable PRIORITY_INFO_LIST;

1>
stop timer T322, if it is running;
1>
set the value of IE "Priority status" in the variable PRIORITY_INFO_LIST to "sys_info_priority".
1>
if the UE is not in CELL_DCH state:

2>
take the actions as described in subclause 8.1.1.6.19 using stored System information Block type 19.

If the CHOICE "Action" has the value "Configure dedicated priorities", the UE shall:
1>
clear the variable PRIORITY_INFO_LIST;

1>
stop timer T322, if it is running;
1>
set the value of IE "Priority status" in the variable PRIORITY_INFO_LIST to "dedicated_priority";

1>
for each occurrence of the IE "Priority Level List":

2>
create a new entry in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST, and in that new entry:

3>
set the CHOICE "Radio Access Technology" to the value received in the IE "Priority Level List";

3>
set the IE "priority" to the value received in the IE "Priority Level List";

3>
set the values in IE "Frequency List" or "BCCH ARFCN List" to the values received in the IE "Priority Level List".

1>
set the IE "E-UTRA detection" to the value received in the IE "Priority level list".
1>
if the IE "T322" is present:

2>
start timer T322 using the value signalled in this IE.

1>
if the UE is not in CELL_DCH state:

2>
take the actions as described in subclause 8.1.1.6.19 using stored System information Block type 19.
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