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First change:

10.2
Inter-node RRC messages 

10.2.1
General message structure
This section specifies RRC messages that are sent either across the X2- or the S1-interface, either to or from the eNB, i.e. a single ‘logical channel’ is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,

CellIdentity,


C-RNTI,


DL-DCCH-Message,
    EARFCN-Value,

MasterInformationBlock,


MeasConfig,


PhysCellId,


RadioResourceConfigDedicated,


SecurityConfig,


ShortMAC-I,


SystemInformationBlockType1,


SystemInformationBlockType2,


UECapabilityInformation

FROM EUTRA-RRC-Definitions;
-- ASN1STOP
Second change:

10.3
Inter-node RRC information element definitions
–
AS-Config
The AS-Config IE contains information about RRC configuration information in the source cell which can be utilized by target cell to determine the need to change the RRC configuration during the handover preparation phase. The information can also be used after the handover is successfully performed or during the RRC connection re-establishment.

AS-Config information element
-- ASN1START

AS-Config ::=



SEQUENCE {


sourceMeasConfig




MeasConfig,


sourceRadioResourceConfig


RadioResourceConfigDedicated,


sourceSecurityConfig



SecurityConfig,


sourceUE-Identity




C-RNTI,


sourceMasterInformationBlock

MasterInformationBlock,


sourceSystemInformationBlockType1
SystemInformationBlockType1,


sourceSystemInformationBlockType2
SystemInformationBlockType2,


antennaInfoCommon




AntennaInfoCommon,
    sourceDl-CarrierFreq                EARFCN-Value,

...

}

-- ASN1STOP

NOTE:

The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. Consequently, the information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

	AS-Config field descriptions

	sourceMeasConfig

Measurement configuration in the source cell. The measurement configuration for all measurements existing in the source cell when handover is triggered shall be included. See 10.5.

	sourceRadioResourceConfig

Radio configuration in the source cell. The radio resource configuration for all radio bearers existing in the source cell when handover is triggered shall be included. See 10.5.

	sourceSecurityConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) configuration and the next hop chaining count used in the source cell.

	sourceMasterInformationBlock

MasterInformationBlock transmitted in the source cell.

	sourceSystemInformationBlockType1

SystemInformationBlockType1 transmitted in the source cell.

	sourceSystemInformationBlockType2

SystemInformationBlockType2 transmitted in the source cell.

	antennaInfoCommon

This field provides information about the number of antenna ports in the source cell.

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source cell, see TS 36.101 [42].


