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8.6.3.11
RRC transaction identifier
The IE "RRC transaction identifier" may be used, together with the message type, for identification of an invocation of a downlink procedure (transaction). The UE behaviour for accepting or rejecting transactions based on the message type and the IE "RRC transaction identifier" is specified below.

If the IE "RRC transaction identifier" is included in a received message, the UE shall perform the actions below. The UE shall:

If the received message is any of the messages:

-
RADIO BEARER SETUP; or

-
RADIO BEARER RECONFIGURATION; or

-
RADIO BEARER RELEASE; or

-
TRANSPORT CHANNEL RECONFIGURATION; or

-
PHYSICAL CHANNEL RECONFIGURATION; or

-
a Target cell HS-SCCH order:

the UE shall:

1>
if the variable ORDERED_RECONFIGURATION is set to FALSE; and

1>
if the variable CELL_UPDATE_STARTED is set to FALSE; and

1>
if the received message does not contain a protocol error according to clause 9 and the variable PROTOCOL_ERROR_REJECT is set to FALSE; and

1>
if the table "Accepted transactions" in the variable TRANSACTIONS does not contain an entry with an IE "Message Type" set to ACTIVE SET UPDATE; and

1>
if the UE has received 
2> a Target cell HS-SCCH order; or 
2> an RRC message and the table "Processed transactions" in the variable TRANSACTIONS does not contain an entry with the same "Message Type" and "Transaction identifier" as the received message,

the UE shall:
2>
accept the transaction; and

2>
store the IE "Message type" and the IE "RRC transaction identifier" of the received message in the table "Accepted transactions" in the variable TRANSACTIONS. In case of the reception of a Target cell HS-SCCH order, the UE shall use the values received in the IEs “Serving Cell Change Message Type” and “Serving Cell Change Transaction Id” which were received in the Active Set Update; and
2>
if the received message is not a target cell HS-SCCH order:

3>
clear all entries in "Processed transactions" in the variable TRANSACTIONS.

1>
else:

2>
if the variable ORDERED_RECONFIGURATION is set to TRUE; or

2>
if the variable CELL_UPDATE_STARTED is set to TRUE; or

2>
if the table "Accepted transactions" in the variable TRANSACTIONS contains an entry with an IE "Message Type" set to ACTIVE SET UPDATE; or

2>
if the received message contains a protocol error according to clause 9 causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE; or

2>
if the table "Processed transactions" in the variable TRANSACTIONS contains an entry with the same "Message Type" and "Transaction identifier" as the received message:

3>
if the IE "RRC transaction identifier" of the received message is identical to the "RRC transaction identifier" stored for the same "Message Type" as the received message in the table "Accepted transactions" in the variable TRANSACTIONS:

4>
ignore the transaction; and

4>
continue with any ongoing processes and procedures as the message was not received; and
4>
end the procedure.

3>
if the table "Processed transactions" in the variable TRANSACTIONS contains an entry with the same "Message Type" and "Transaction identifier" as the received message:

4>
ignore the transaction; and

4>
continue with any ongoing processes and procedures as the message was not received; and
4>
clear one entry which is identified by IE "Message Type" and "RRC transaction identifier" of the received message in "Processed transactions" in the variable TRANSACTIONS.


3>
else:

4>
reject the transaction; and

4>
if the IE "Message Type" of the received message is not present in the table "Rejected transactions" in the variable TRANSACTIONS:

5>
store the IE "Message type" and the IE "RRC transaction identifier" of the received message in the table "Rejected transactions" in the variable TRANSACTIONS.
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