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	In the MeasObjectToAddModList below, it is possible for the network to change the measObject during a reconfiguration (e.g., after a handover).  From the current text, it is unclear whether the cells list are removed for this case and can lead to inter-operability problems.  It can be expected that the cell list will be removed.
MeasObjectToAddModList ::=

SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,
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}
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	It is clarified that if the measObject type changes, the UE shall delete all the entries in the existing fields cellsToAddModList, the blackCellsToAddModList, the cellsToRemoveList and the blackCellsToRemoveList.  
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5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjId value included in the measObjectToAddModifyList:

2>
if an entry is included in the parameter measObjectList within VarMeasurementConfiguration with the corresponding measObjId value:

3>If the value of the received measObject is different from the value of the measObject stored in VarMeasurementConfiguration:
4> remove all entries in the the existing fields cellsToAddModList, the blackCellsToAddModList, the cellsToRemoveList and the blackCellsToRemoveList
3>
for all IEs, other than the cellsToAddModifyList, the blacklistedCellsToAddModifyList, the cellsToRemoveList and the blackListedCellsToRemoveList of the corresponding measurement object within VarMeasurementConfiguration:

4>
set the entry with the corresponding measObjId value within VarMeasurementConfiguration to the corresponding entry of the received parameter measObjectToAddModifyList;

3>
if the concerned received measurement object includes the cellsToRemoveList:

4>
for each cellIndex value included in the cellsToRemoveList:

5>
remove, from the parameter cellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration, the entry with the matching cellIndex value;

3>
if the concerned received measurement object includes the cellsToAddModifyList:

4>
for each cellIndex value included in the cellsToAddModifyList:

5> if an entry is included in the parameter cellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration with the corresponding cellIndex value:

6>
set the entry with the corresponding cellIndex value within the corresponding cellsToAddModifyList within VarMeasurementConfiguration to the corresponding entry of the received parameter cellsToAddModifyList;

5> else:

6>
add the entry with the corresponding cellIndex value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter cellsToAddModifyList;

3>
if the concerned received measurement object includes the blacklistedCellsToRemoveList:

4>
for each cellIndex value included in the blacklistedCellsToRemoveList:

5>
remove, from the parameter blacklistedCellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration, the entry with the matching cellIndex value;

3>
if the concerned received measurement object includes the blacklistedCellsToAddModifyList:

4>
for each cellIndex value included in the blacklistedCellsToAddModifyList:

5> if an entry is included in the parameter blacklistedCellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration with the corresponding cellIndex value:

6>
set the entry with the corresponding cellIndex value within the corresponding blacklistedCellsToAddModifyList within VarMeasurementConfiguration to the corresponding entry of the received parameter blacklistedCellsToAddModifyList;

5> else:

6> add the entry with the corresponding cellIndex value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter blacklistedCellsToAddModifyList;

3>
for each measId included in the measIdList within VarMeasurementConfiguration with a matching measObjectId value, if any:

4>
remove the entry within in VarMeasurementReports with a corresponding measId value;

4>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for this measId;
2>
else:

3>
add the entry with the corresponding measObjId value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter measObjectToAddModifyList;

Annex:  Final view after merging with R2-090520 (in principle agreed CR)
5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjectId included in the received measObjectToAddModList:

2>
if an entry with the matching measObjectId exists in the measObjectList within the VarMeasurementConfiguration, for this entry:

3>If the value of the received measObject is different from the value of the measObject stored in VarMeasurementConfiguration:
4> remove all entries in the the existing fields cellsToAddModList, the blackCellsToAddModList, the cellsToRemoveList and the blackCellsToRemoveList
3> update the entry to the value received for this measObject, except for the fields cellsToAddModList, the blackCellsToAddModList, the cellsToRemoveList and the blackCellsToRemoveList:

3>
if the received measObject includes the cellsToRemoveList:

4>
for each cellIndex included in the cellsToRemoveList:

5>
remove the entry with the matching cellIndex from the cellsToAddModList;

3>
if the received measObject includes the cellsToAddModList:

4>
for each cellIndex included in the cellsToAddModList:

5> if an entry with the matching cellIndex exists in the cellsToAddModList:

6>
update the entry to the value received for this cellIndex;
5> else:

6>
add a new entry for the received cellIndex to the cellsToAddModList;

3>
if the received measObject includes the blackCellsToRemoveList:

4>
for each cellIndex included in the blackCellsToRemoveList:

5>
remove the entry with the matching cellIndex from the blackCellsToAddModList;

3>
if the received measObject includes the blackCellsToAddModList:

4>
for each cellIndex included in the blackCellsToAddModList:

5> if an entry with the matching cellIndex is included in the blackCellsToAddModList:

6>
update the entry to the value received for this cellIndex;

5> else:

6> add a new entry for the received cellIndex to the blackCellsToAddModList;

3>
for each measId associated to this measObjectId in the measIdList within the VarMeasurementConfiguration, if any:

4>
remove the measurement reporting entry associated to this measId from the VarMeasurementReports, if included;

4>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>
else:

3>
add a new entry for the received measObject to the measObjectList within the VarMeasurementConfiguration;
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