3GPP TSG-RAN2#65 meeting 
(
R2-091156
Athens, Greece, 9th – 13th, February, 2009

	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	36.331
	CR
	-
	(

rev
	-
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Missing Parameter for LTE SR-VCC

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia Corporation

	Source to TSG:
(

	RAN2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	09/02/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	1. In case of 3G HSPA to 3G/2G SR-VCC, IE RAB to be replace was added so that upper layer knows which PS RAB should be replaced with CS RAB after SR-VCC. However, the current 36.331 doesn’t have a similar parameter for LTE to 3G/2G SR-VCC. Thus this CR proposes to add EPS-BearerIdentity in the MobilityFromEUTRACommand message.
2. As EPS-BearerIdentity had be used twice in the ASN.1, EPS-BearerIdentity is defined as a new type and RadioResourceconfigDedicated refers EPS-BearerIdentity instead of INTEGER (0..15).

	
	

	Summary of change:
(

	1. MobilityFromEUTRACommand message includes eps-BearerIdentity.
2. EPS-BearerIdentity is defined as INTEGER (0..15)
3. RadioResourceConfigDedicated refers EPS-BearerIdentity type instead of INTEGER (0..15)
4. Procedure had been changed accordingly.

	
	

	Consequences if 
(

not approved:
	In case of SR-VCC from LTE to 3G/2G, upper layer will not know which PS RAB is supposed to be replaced with CS RAB.

	
	

	Clauses affected:
(

	5.4.3.3, 6.2.2, 6.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


5.4.3
Mobility from E-UTRA

5.4.3.1
General
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Figure 5.4.3.1-1: Mobility from E-UTRA, successful

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using another Radio Access Technology (RAT), e.g. GERAN, UTRA or CDMA2000 systems. The mobility from E-UTRA procedure covers both:

-
handover, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell; and

-
cell change order, i.e. the MobilityFromEUTRACommand message may include information facilitating access of and/ or connection establishment in the target cell, e.g. system information. Cell change order is applicable only to GERAN.

The mobility from E-UTRA procedure applies when SRBs are established, possibly in combination with DRBs.

5.4.3.2
Initiation

E-UTRAN initiates the mobility from E-UTRA procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message, by sending a MobilityFromEUTRACommand message. E-UTRA initiates the procedure only when AS security has been activated.

5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utran’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the eps-BearerIdToReplace is included:
4>
release the PDCP entity;
4>
release the RLC entity;
4>
release the DTCH logical channel;

4>
forward the eps-BearerIdToReplace to the upper layers;
NOTE:
If there are DRBs for which no radio bearers have been established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the target RAT part of the UE indicates the release of those DRBs to the upper layer.

2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:
3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
If the CellChangeOrder is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36].

NOTE:
The GERAN-SystemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

5.4.3.4
Successful completion of the mobility from E-UTRA

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions applicable upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;
1>
stop timer T304, if running.
5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
if T304 expires (mobility from E-UTRA failure); or

1>
if the UE does not succeed in establishing the connection to the target radio access technology; or
1>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message; or 

1>
if there is a protocol error in the inter RAT information included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to the specifications applicable for the target RAT: 

2>
stop T304, if running;

2>
if the MobilityFromEUTRACommand message included the csFallbackIndicator:

3>
 indicate to upper layers that the CS Fallback procedure has failed;

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Configuration;

2>
initiate the connection re-establishment procedure as specified in 5.3.7.

6.2.2
Message definitions

-- Unmodified part is omitted –

–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


csFallbackIndicator




ENUMERATED {true}




OPTIONAL,
-- Need ON

purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},

nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP
}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utran, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,

nas-SecurityParamFromEUTRA


OCTET STRING,


eps-BearerIdToReplace



EPS-BearerIdentity




OPTIONAL
-- Need OP
}

CellChangeOrder ::=




SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





bsic






GERAN-CellIdentity,





geran-CarrierFreq



GERAN-CarrierFreq,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





geran-SystemInformation


CHOICE {






si







GERAN-SystemInformation,






psi







GERAN-SystemInformation





} 














OPTIONAL
-- Need OP



},




...


}

}

GERAN-SystemInformation ::=


SEQUENCE (SIZE (1..maxGERAN-SI)) OF











OCTET STRING (SIZE (1..23))

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	csFallbackIndicator

Indicates that the CS Fallback procedure is triggered.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

Used to carry messages corresponding to specifications from the target RAT.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301.

	bsic

contains the network colour code and the base station colour code of the target GERAN cell.

	geran-CarrierFreq

contains the carrier frequency of the target GERAN cell

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	geran-SystemInformation

As specified in TS 44.060 [36]. The first octet contains octet 1 of the GERAN system information block, the second octet contains octet 2 of the GERAN system information block and so on. If the field is not present, the UE has to acquire this from the GERAN cell.


-- Unmodified part is omitted –

6.3.2
Radio resource control information elements

-- Unmodified part is omitted –

–
EPS-BearerIdentity
The IE EPS-BearerIdentity is used to identify the EPS bearers.

EPS-BearerIdentity information element
-- ASN1START

EPS-BearerIdentity ::=


INTEGER (0..15)
-- ASN1STOP

	EPS-BearerIdentity field descriptions

	%fieldIdentifier%




-- Unmodified part is omitted –

–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL, 

-- need ON

drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL, 

-- need ON

drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- need ON

mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfiguration,




defaultValue




NULL


}

OPTIONAL,















-- Need ON

sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need ON

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicitValue





RLC-Configuration,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




EPS-BearerIdentity

OPTIONAL,

-- Cond DRB-Setup

drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

-- Cond DRB-Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

-- Cond Setup

logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,
-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default MAC main configuration is specified in 9.2.2. 

	sps-Configuration

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig [in SRB-ToAddModifyList]
For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not applicable.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, continue.

	Misc
	The field is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the field is optionally present, continue.


-- Unmodified part is omitted –







�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1267949666.doc


UE







EUTRAN











































MobilityFromEUTRACommand




































