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SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



speedStateReselectionPars


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




q-HystSF





SEQUENCE {





sf-Medium





ENUMERATED {















dB-6, dB-4, dB-2, dB0,















dB2, dB4, dB6},





sf-High






ENUMERATED {















dB-6, dB-4, dB-2, dB0, dB2,















dB4, dB6}




}



}















OPTIONAL,

-- Need OP



},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




ReselectionThreshold

OPTIONAL,

-- Need OP



threshServingLow




ReselectionThreshold,



cellReselectionPriority



CellReselectionPriority


},


intraFreqCellReselectionInfo

SEQUENCE {



q-RxLevMin






Q-RxLevMin,



p-Max







P-Max





OPTIONAL,
    -- Need OP



s-IntraSearch





ReselectionThreshold

OPTIONAL,

-- Need OP



allowedMeasBandwidth



AllowedMeasBandwidth

OPTIONAL,

-- Need OP



neighCellConfig





NeighCellConfig,



t-ReselectionEUTRA




T-Reselection,



t-ReselectionEUTRA-SF



SpeedStateScaleFactors

OPTIONAL

-- Need OP

},


...

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells.

	q-Hyst

Parameter Qhyst in 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	speedStateReselectionPars

Speed dependent reselection parameters, see TS 36.304 [4]. If this field is absent, i.e, mobilityStateParameters is also not present, UE behaviour is specified in TS 36.304 [4].

	q-HystSF

Parameter “Speed dependent ScalingFactor for Qhyst” in TS 36.304 [4]. The sf-Medium and sf-High concern the additional hysteresis to be applied, in Medium and High Mobility state respectively, to Qhyst as defined in TS 36.304 [4]. In dB. Value dB-6 corresponds to -6dB, dB-4 corresponds to -4dB and so on.

	t-ReselectionEUTRA

Parameter “TreselectionEUTRAN” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	s-IntraSearch

Parameter Sintrasearch, see TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	



	cellReselectionServingFreqInfo

Information common for Cell re-selection to inter-frequency and inter-RAT cells.

	s-NonIntraSearch

Parameter Snonintrasearch, see TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	threshServingLow

Parameter Threshserving, low, see TS 36.304 [4].

	intraFreqcellReselectionInfo

Cell re-selection information common for intra-frequency cells.

	p-Max

Value applicable for the intra-frequency neighbouring E-UTRA cells.

	allowedMeasBandwidth

If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock applies.


