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–
CounterCheck
The CounterCheck message is used by the E-UTRAN to indicate the current COUNT MSB values associated to each DRB and to request the UE to compare these to its COUNT MSB values and to report the comparison results to E-UTRAN.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CounterCheck message
-- ASN1START

CounterCheck ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




counterCheck-r8





CounterCheck-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheck-r8-IEs ::=
SEQUENCE {


drb-CountMSB-InfoList



DRB-CountMSB-InfoList,


nonCriticalExtension



SEQUENCE {}






OPTIONAL
--Need OP

}

DRB-CountMSB-InfoList::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info
DRB-CountMSB-Info ::=
SEQUENCE {


drb-Identity




DRB-Identity,


countMSB-Uplink




INTEGER(0..33554431),

countMSB-Downlink



INTEGER(0..33554431)
}
-- ASN1STOP
	CounterCheck field descriptions

	drb-CountMSB-InfoList
Indicates the MSBs of the COUNT values of the DRBs.

	count-MSB-Uplink
Indicates the value of 25 MSBs from uplink COUNT associated to this DRB.  

	count-MSB-Downlink
Indicates the value of 25 MSBs from downlink COUNT associated to this DRB.


–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}
}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountInfoList ::=


SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo
DRB-CountInfo ::=
SEQUENCE {


drb-Identity




DRB-Identity,


count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)
}

-- ASN1STOP
	CounterCheckResponse field descriptions

	drb-CountInfoList
Indicates the COUNT values of the DRBs.

	count-Uplink
Indicates the value of uplink COUNT associated to this DRB.

	count-Downlink
Indicates the value of downlink COUNT associated to this DRB.


–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other,spare2, spare1 }

RedirectedCarrierInfo ::=


CHOICE {


eutra







EARFCN-Value,


geran







CarrierFreqGERAN,


utra-FDD






UARFCN-Value,


utra-TDD






UARFCN-Value,


cdma2000-HRPD





CarrierInfoCDMA2000,


cdma2000-1xRTT





CarrierInfoCDMA2000,


...

}

IdleModeMobilityControlInfo ::=

SEQUENCE {


interFreqPriorityList



InterFreqPriorityList


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...

}

InterFreqPriorityList ::=


SEQUENCE (SIZE (1..maxFreq)) OF InterFreqPriority

InterFreqPriority ::=



SEQUENCE {


carrierFreq






EARFCN-Value,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqPriorityGERAN

FreqPriorityGERAN ::=



SEQUENCE {


carrierFreqList





CarrierFreqListGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






UARFCN-Value,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






UARFCN-Value,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD 
BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT 
BandClassPriority1XRTT ::=

SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to another E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA).

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	carrierFreqList

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.


–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





BIT STRING (SIZE (27))
OPTIONAL


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




INTEGER (1..64),


schedulingInfo





SchedulingInfo,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {











ms1, ms2, ms5, ms10, ms15, ms20,












ms40, spare1},

systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityEntry

PLMN-IdentityEntry ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfo  ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfoEntry

SchedulingInfoEntry ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512,












spare1, ...},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo  ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,










sibType11, spare7, spare6, spare5,











spare4, spare3, spare2, spare1, ...}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4].

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the ‘white list’ that the UE has stored.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2   [dB]. If absent, apply the (default) value of 0 [dB] for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	p-Max

Value applicable for the cell.

	freqBandIndicator

Defined in TS 36.101 [42, table 5.2-1].

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on. If value spare1 is received, it is interpreted as rf512.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfo list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. If value spare1 is received, it is interpreted as ms40.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10 and SIB11.

	csg-Identity

Identity of the Closed Subscriber Group within the primary PLMN the cell belongs to. The IE is present in a CSG cell, otherwise the IE is absent.


	Conditional presence
	Explanation

	TDD
	This field is mandatory present for TDD; it is not present for FDD.


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE {

    ue-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

UE-CapabilityRAT-ContainerList ::=SEQUENCE (SIZE (0..maxRAT-Capabilities)) OF UE-CapabilityRAT-ContainerEntry
UE-CapabilityRAT-ContainerEntry ::= SEQUENCE {


rat-Type






RAT-Type,


ueCapabilityRAT-Container


OCTET STRING

}

-- ASN1STOP

	UECapabilityInformation field descriptions

	ueCapabilityRAT-Container

Container for the UE capabilities of the indicated RAT. The encoding is defined in the specification of each RAT:

For E‑UTRA: the encoding of UE capabilities is defined in IE UE-EUTRA-Capability.

For UTRA: the encoding of UE capabilities is defined in IE [FFS] TS 25.331 [19].

For GERAN: the encoding of UE capabilities is defined in IE [FFS] [24.008 and/ or 44.018; FFS].

For CDMA2000-1xRTT Bandclass: the encoding of UE capabilities is defined in IE [A.S.0008;  FFS].


Editor's note:
The structure of the CDMA2000-1xRTT Bandclass is specified in A.S.0008 but the information to be included will be captured in FFS PP2 spec.

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInfo


OPTIONAL,
-- Need OP



accessBarringForOriginatingCalls
AccessClassBarringInfo


OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





EARFCN-Value




OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare2,













spare1}





OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfig



MBSFN-SubframeConfig



OPTIONAL, 
-- Need OR

timeAlignmentTimerCommon


TimeAlignmentTimer,


...

}

AccessClassBarringInfo ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF AccessClassBarringEntry

AccessClassBarringEntry ::=
SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfig ::= 


SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-Allocations
MBSFN-Allocations ::=
SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling.

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls.

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95.

	accessBarringTime

Mean access barring time value in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.4.4-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: Uplink bandwidth TS 36.101 [42, table 5.4.2-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	mbsfn-SubframeConfig

Defines the subframes that are reserved for MBSFN in downlink.

	radioFrameAllocationPeriod, radioFrameAllocationOffset

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. Value n1 for radioframeAllocationPeriod denotes value 1, n2 denotes value 2, and so on. When fourFrames is used for subframeAllocation, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used.

	subframeAllocation

Defines the subframes that are allocated for MBSFN within the radio frame allocation period defined by the radioFrameAllocationPeriod and the radioFrameAllocationOffset.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies:

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames,  “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows:

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #1, #2, #3 , #6, #7, and #8 in the sequence  of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #3, #4, #7, #8, and #9 in the sequence  of the four radio-frames. The last four bits are not used. Uplink subframes are not allocated.


Editor’s note: The behaviour of Rel-8 UE when one of the two spare values is received for ul-Bandwidth is FFS.

–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighCellList



IntraFreqNeighCellList

OPTIONAL,
-- Need FFS

intraFreqBlackCellList



IntraFreqBlackCellList



OPTIONAL,
-- Need FFS

csg-PCI-Range





PhysCellIdAndRange




OPTIONAL,
-- Cond CSG


...

}

IntraFreqNeighCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF IntraFreqNeighCellInfo

IntraFreqNeighCellInfo ::=

SEQUENCE {


physCellId







PhysCellId,


q-OffsetCell






Q-OffsetRange,


...
}

IntraFreqBlackCellList ::=



SEQUENCE (SIZE (1..maxCellBlack)) OF IntraFreqBlackCellInfo 
IntraFreqBlackCellInfo ::=

SEQUENCE {


physCellIdAndRange





PhysCellIdAndRange

}

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	intraFreqBlackCellList

List of blacklisted intra-frequency neighbouring cells.

	csg-PCI-Range

Set of PCIs reserved for CSG cells.


	Conditional presence
	Explanation

	CSG
	This field is optional, need OP, for non-CSG cells, and mandatory for CSG cells.


–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqInfo ::=
SEQUENCE {


dl-CarrierFreq





EARFCN-Value,


q-RxLevMin






Q-RxLevMin,


p-Max







P-Max




OPTIONAL,
     -- Need OP


t-ReselectionEUTRA




T-Reselection,


t-ReselectionEUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


allowedMeasBandwidth



AllowedMeasBandwidth,


cellReselectionPriority



CellReselectionPriority


OPTIONAL,
-- Need OP


q-OffsetFreq





Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList



InterFreqNeighCellList
OPTIONAL, 
-- Need OR


interFreqBlackCellList



InterFreqBlackCellList


OPTIONAL, 
-- Need OR


...

}

InterFreqNeighCellList ::=


SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=


SEQUENCE {


physCellId






PhysCellId,


q-OffsetCell





Q-OffsetRange

}

InterFreqBlackCellList ::=


SEQUENCE (SIZE (1..maxCellBlack)) OF InterFreqBlackCellInfo 
InterFreqBlackCellInfo ::=


SEQUENCE {


physCellIdAndRange




PhysCellIdAndRange

}

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	p-Max

Value applicable for the neighbouring E-UTRA cells on this carrier frequency.

	threshX-High

Parameter "Threshx,high", see TS 36.304 [4].

	threshX-Low

Parameter "Threshx,low", see TS 36.304 [4].

	t-ReselectionEUTRA

Parameter “TreselectionEUTRAN” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	q-OffsetFreq

Parameter “Qoffsetfrequency” in TS 36.304 [4].

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


carrierFreqListUTRA-FDD



CarrierFreqListUTRA-FDD


OPTIONAL, 

-- Need OR


carrierFreqListUTRA-TDD



CarrierFreqListUTRA-TDD


OPTIONAL, 

-- Need OR


t-ReselectionUTRA




T-Reselection,


t-ReselectionUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP

...

}

CarrierFreqListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 
CarrierFreqUTRA-FDD ::=

SEQUENCE {


carrierFreq






UARFCN-Value,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...

}

CarrierFreqListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 
CarrierFreqUTRA-TDD ::=

SEQUENCE {


carrierFreq






UARFCN-Value,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Parameter “TreselectionUTRAN” in TS 36.304 [4].

	t-ReselectionUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	carrierFreqListUTRA-FDD

List of carrier frequencies of UTRA FDD.

	carrierFreqListUTRA-TDD
List of carrier frequencies of UTRA TDD.

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4].

	threshX-Low

 Parameter "Threshx,low" in TS 36.304 [4].

	q-RxLevMin

Parameter Qrxlevmin, see TS 25.304 [40]. Actual value = IE value * 2+1. Specifies the minimum required Rx level in the cell expressedin dBm.

	p-MaxUTRA

The maximum allowed transmission power on the (uplink) carrier frequency, see TS 25.304 [40]. In dBm

	q-QualMin

Parameter “Qqualmin” in TS 25.304 [40]. In dB.


–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

SEQUENCE {




bandClassListHRPD




BandClassListCDMA2000,




neighCellListHRPD




NeighCellListCDMA2000,




t-ReselectionHRPD        


T-Reselection,



t-ReselectionHRPD-SF




SpeedStateScaleFactors

OPTIONAL
-- Need OP



}
















OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationInfo1XRTT


CSFB-RegistrationInfo1XRTT

OPTIONAL,
-- Need OR



longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

SEQUENCE {




bandClassList1XRTT




BandClassListCDMA2000,




neighCellList1XRTT




NeighCellListCDMA2000,




t-Reselection1XRTT     



T-Reselection,




t-Reselection1XRTT-SF



SpeedStateScaleFactors

OPTIONAL
-- Need OP



}
















OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


...

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000
NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList





NeighCellsPerBandclassCDMA2000

}

NeighCellsPerBandclassCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsInfoPerBandclassCDMA2000
NeighCellsInfoPerBandclassCDMA2000 ::=
SEQUENCE {


carrierFreq






CarrierFreqCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassEntryCDMA2000
BandClassEntryCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA parameter to be used to assist in searching for the neighbouring pilots. For values see TS C.S0005-A [25, Table 2.6.6.2.1-1] and TS C.S0024-A [26, Table 8.7.6.2-4].

	parametersHRPD
The cell reselection parameters applicable only to HRPD systems.

	preRegistrationInfoHRPD
The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
cell reselection parameters applicable only to HRPD system

	bandClassListHRPD

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in TS C.S0057-B [24, Table 1.5].

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in TS C.S0005-A [25].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in TS C.S0005-A [25].

	t-ReselectionHRPD

Parameter “TreselectionCDMA_HRPD” in TS 36.304 [4].

	t-ReselectionHRPD-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellListHRPD

List of HRPD neighbouring cells. The total number of HRPD neighbour cells is limited to 32.

	parameters1XRTT

cell reselection parameters applicable only to 1XRTT system.

	csfb-RegistrationInfo1XRTT

The CSFB to 1xRTT Registration Information tells the mobile if it should register with the 1xRTT network and identifies the 1xRTT System ID to the UE.

	longCodeState1XRTT

The state of long code generation registers in 1XRTT system as defined in TS C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This information is required by the UE to perform SRVCC handover to 1xRTT. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to 1xRTT system.

	bandClassList1XRTT

List of CDMA2000 frequency bands.

	t-Reselection1XRTT

Parameter “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-Reselection1XRTT-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList1XRTT

List of 1xRTT neighbouring cells. The total number of 1xRTT neighbour cells is limited to 32.

	NeighCellListCDMA2000

List of CDMA2000 1xRTT or of CDMA2000 HRPD neighbouring cells.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see TS C.S0002-A [33].

	physCellIdList

Identifies the list of CDMA cells ids, see TS C.S0002-A [33].


–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Need ON


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Need ON


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Need ON


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddModEntry
SRB-ToAddModEntry ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModEntry
DRB-ToAddModEntry ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF 
DRB-Identity


-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	mac-MainConfig

A choice is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2.

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon re-establishment; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	Misc
	The field is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the field is optionally present, need ON.


–
CellIndexList

The IE CellIndexList concerns a list of cell indices, which may be used for different purposes.

CellIndexList information element
-- ASN1START

CellIndexList ::=





SEQUENCE (SIZE (1..maxCellMeas)) OF CellIndex
CellIndex ::=







INTEGER (1..maxCellMeas)


-- ASN1STOP

–
PreRegistrationInfoHRPD
-- ASN1START

PreRegistrationInfoHRPD ::=


SEQUENCE {


preRegistrationAllowed



BOOLEAN,


preRegistrationZoneId



INTEGER (0..255)

OPTIONAL, 
-- cond PreRegAllowed


secondaryPreRegistrationZoneIdList
SecondaryPreRegistrationZoneIdListHRPD
OPTIONAL
-- Need OR

}

SecondaryPreRegistrationZoneIdListHRPD ::=
SEQUENCE (SIZE (1..2)) OF SecondaryPreRegistrationZoneIdHRPD
SecondaryPreRegistrationZoneIdHRPD ::=



INTEGER (0..255)


-- ASN1STOP

	PreRegistrationInfoHRPD field descriptions

	preRegistrationAllowed

TRUE indicates that a UE shall perform an HRPD pre-registration if the UE does not have a valid / current pre-registration. FALSE indicates that the UE is not allowed to perform HRPD pre-registration in the current cell.

	preRegistrationZoneID

Used to control when the UE should re-register.

	 secondaryPreRegistrationZoneIdList

Used to control when the UE should re-register.


	Conditional presence
	Explanation

	PreRegAllowed
	The field is mandatory in case the preRegistrationAllowed is set to ‘true’. Otherwise the field is not present.


–
MeasIdToAddModList
The IE MeasIdToAddModList is concerns a list of measurement identities to add or modify, with for each entry the measId, the associated measObjectId and the associated reportConfigId.

MeasIdToAddModList information element
-- ASN1START

MeasIdToAddModList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddModEntry
MeasIdToAddModEntry ::=
SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

-- ASN1STOP

–
MeasObjectCDMA2000
The IE MeasObjectCDMA2000 specifies information applicable for inter-RAT CDMA2000 neighbouring cells.

MeasObjectCDMA2000 information element
-- ASN1START

MeasObjectCDMA2000 ::=



SEQUENCE {


cdma2000-Type





CDMA2000-Type,


carrierInfo






CarrierInfoCDMA2000,


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need ON


offsetFreq






INTEGER (-15..15)




DEFAULT 0,


cellsToRemoveList




CellIndexList





OPTIONAL,
-- Need ON


cellsToAddModList




CellsToAddModListCDMA2000


OPTIONAL,
-- Need ON


cellForWhichToReportCGI



PhysCellIdCDMA2000




OPTIONAL,
-- Need ON


...

}

CellsToAddModListCDMA2000 ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModCDMA2000
CellsToAddModCDMA2000 ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellIdCDMA2000

}

-- ASN1STOP

	MeasObjectCDMA2000 field descriptions

	cdma2000-Type

The type of CDMA2000 network: 1xRTT or HRPD.

	carrierInfo

Identifies CDMA2000 carrier frequency for which this configuration is valid.

	searchWindowSize

Provides the search window size to be used by the UE for the neighbouring pilot, see TS C.S0005-A [25].

	offsetFreq

Offset value applicable to the carrier frequency.

	cellsToRemoveList

List of cells to remove from the neighbouring cell list.

	cellsToAddModList

List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	physCellId

CDMA2000 Physical cell identity of a cell in neighbouring cell list expressed as PNOffset.


–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






EARFCN-Value,


allowedMeasBandwidth



AllowedMeasBandwidth,


offsetFreq






ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,












dB6, dB8, dB10, dB12, dB14, dB16, dB18,












dB20, dB22, dB24, spare1}
DEFAULT dB0,


-- Neighbour cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL, 

-- Need ON


...

}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModEntry
CellsToAddModEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,












dB6, dB8, dB10, dB12, dB14, dB16, dB18,












dB20, dB22, dB24, spare1}

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddModEntry
BlackCellsToAddModEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdAndRange




PhysCellIdAndRange

}

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList

List of cells to remove from the neighbouring cell list.

	cellsToAddModList

List of cells to add/ modify in the neighbouring cell list. If carrierFreq identifies the E‑UTRA carrier frequency of the serving cell and measurement event A3 is configured the list shall include the serving cell.

	cellIndex

Entry index in the neighbouring cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	physCellId

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset

Cell individual offset applicable to a specific neighbouring cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	blackCellsToAddMoList

List of cells to add/ modify in the black list of cells.

	physCellIdAndRange

Physical cell identity or a range of physical cell identities of cells in the black list.


–
MeasObjToAddModList
The IE MeasObjToAddModList is concerns a list of measurement objects to add or modify

MeasObjToAddModList information element
-- ASN1START

MeasObjectToAddModList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddModEntry
MeasObjectToAddModEntry ::=
SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

-- ASN1STOP

–
MeasObjectUTRA
The IE MeasObjectUTRA specifies information applicable for inter-RAT UTRA neighbouring cells.

MeasObjectUTRA information element
-- ASN1START

MeasObjectUTRA ::=




SEQUENCE {


carrierFreq






UARFCN-Value,


offsetFreq






INTEGER (-15..15)


DEFAULT 0,


cellsToRemoveList




CellIndexList



OPTIONAL,


-- Need ON


cellsToAddModList




CHOICE {



cellsToAddModListUTRA-FDD


CellsToAddModListUTRA-FDD,



cellsToAddModListUTRA-TDD


CellsToAddModListUTRA-TDD


}















OPTIONAL,


-- Need ON


cellForWhichToReportCGI



CHOICE {



utra-FDD






PhysCellIdUTRA-FDD,



utra-TDD






PhysCellIdUTRA-TDD


}















OPTIONAL, 
-- Need ON


...

}

CellsToAddModListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-FDD 
CellsToAddModUTRA-FDD ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellIdUTRA-FDD

}

CellsToAddModListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-TDD 
CellsToAddModUTRA-TDD ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellIdUTRA-TDD

}

-- ASN1STOP

	MeasObjectUTRA field descriptions

	carrierFreq

Identifies UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the UTRA carrier frequency. Value in dB.

	cellsToRemoveList

List of cells to remove from the neighbouring cell list.

	cellsToAddModListUTRA-FDD
List of UTRA FDD cells to add/ modify in the neighbouring cell list.

	cellsToAddModListUTRA-TDD

List of UTRA TDD cells to add/modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.


–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultServCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},

measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 
MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


globalCellIdentity




SEQUENCE {



globalCellID





GlobalCellIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 
MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



physCellIdFDD





PhysCellIdUTRA-FDD,



physCellIdTDD





PhysCellIdUTRA-TDD


},


globalCellIdentity




SEQUENCE {



globalcellId





GlobalCellIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






CHOICE {



fdd 







SEQUENCE {



cpich-RSCP






INTEGER (-5..91)


OPTIONAL,



cpich-EcN0






INTEGER (0..49)



OPTIONAL,




...



},



tdd 







SEQUENCE {



pccpch-RSCP






INTEGER (-5..91),



...



}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 
MeasResultGERAN ::=
SEQUENCE {


physCellId






SEQUENCE {



carrierFreq






CarrierFreqGERAN,



physCellId






PhysCellIdGERAN


},


globalCellIdentity




SEQUENCE {



globalcellId





GlobalCellIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000
MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


globalCellId





GlobalCellIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF 
PLMN-Identity


-- ASN1STOP

	MeasResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServCell

Measured result of the serving cell.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultsCDMA2000

Contains the HRPD pre-registration status and the list of CDMA2000 measurements.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell. pilotPnPhase indicates the arrival time of a cdma2000 pilot, measured relative to the UE’s time reference in units of PN chips, see TS C.S0024-A [26] and is used in SRVCC handover procedure to 1xRTT, pilotStrength is the CDMA Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA Forward or Reverse Channel. The UE CDMA Upper layers shall set this field to

FLOOR (-2 × 10 log10 PS)

where PS is the strength of the CDMA2000 pilot channel for the identified cell, see TS C.S0004-A [34].

	cpich-RSCP

According to CPICH_RSCP in TS 25.133 [29]. Thirty-six spare values.

	cpich-EcN0

According to CPICH_Ec/No in TS 25.133 [29]. Fourteen spare values.

	pccpch-RSCP

According to P-CCPCH_RSCP_LEV in TS 25.123 [30]. Thirty-six spare values.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.


–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element
-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL, 
-- Need OP


neighCellConfig





NeighCellConfig,


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...

}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF 
MeasId


MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF 
MeasObjectId


ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF 
ReportConfigId


-- ASN1STOP

	MeasConfig field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	measObjectId

Used to identify a measurement object configuration.

	measObject

Specifies measurement object configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	reportConfigId

Used to identify a measurement reporting configuration.

	reportConfig

Specifies measurement reporting configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	measIdToRemoveList

List of measurement identities to remove.

	


	measGapConfig

Used to configure measurement gap pattern and control activation/ deactivation of measurement gaps.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells.

	PreRegistrationInfoHRPD
The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE.

	timeToTrigger-SF
The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.


–
ReportConfigToAddModList
The IE ReportConfigToAddModList is concerns a list of reporting configurations to add or modify

ReportConfigToAddModList information element
-- ASN1START

ReportConfigToAddModList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddModEntry
ReportConfigToAddModEntry ::=
SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigEUTRA




ReportConfigEUTRA,



reportConfigInterRAT



ReportConfigInterRAT


}

}

-- ASN1STOP

–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], to the network.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=



SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..16),





-- value range FFS

pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


interRAT-Parameters




SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=




SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported


BOOLEAN

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 
SupportedBandEUTRA ::=
SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=


SEQUENCE {


bandListEUTRA





BandListEUTRA

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 
BandInfoEUTRA ::=
SEQUENCE {


interFreqBandList



InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=


SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=
SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=
SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 
SupportedBandUTRA-FDD ::=
SEQUENCE {


bandUTRA-FDD-Band





ENUMERATED {












bandI, bandII, bandIII, bandIV, bandV, bandVI,












bandVII, bandVIII, bandIX, bandX, bandXI,












bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...}

}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 
SupportedBandUTRA-TDD128 ::=
SEQUENCE {


bandUTRA-TDD128Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 
SupportedBandUTRA-TDD384 ::=
SEQUENCE {


bandUTRA-TDD384Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 
SupportedBandUTRA-TDD768 ::=
SEQUENCE {


bandUTRA-TDD768





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 
SupportedBandGERAN ::=
SEQUENCE {


bandGERAN






ENUMERATED {












gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,












gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,












spare5, spare4, spare3, spare2, spare1, ...}

}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD



ENUMERATED {single, dual},


rx-ConfigHRPD



ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF SupportedBandHRPD 
SupportedBandHRPD ::=
SEQUENCE {


bandHRPD






BandclassCDMA2000

}

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT



ENUMERATED {single, dual},


rx-Config1XRTT



ENUMERATED {single, dual}

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF SupportedBand1XRTT 
SupportedBand1XRTT ::=
SEQUENCE {


band1XRTT






BandclassCDMA2000

}

-- ASN1STOP

Editor's note:
The extension mechanisms for this IE need to be considered.

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel8 in this version of the specification.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE for a given PDCP entity. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 5 in this version of the specification.

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the E‑UTRA band given by the entry in interFreqEUTRA-BandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRATNeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the inter-RAT band given by the entry in the interRAT-Parameters.

	bandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	bandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	bandGERAN

GERAN band as defined in TS 45.005 [20].

	bandHRPD

CDMA2000 HRPD band class.

	band1XRTT

CDMA2000 1xRTT band class.


NOTE:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.
10.3
Inter-node RRC information element definitions
–
ReestablishmentInfo
The ReestablishmentInfo IE contains information needed for the RRC connection re-establishment.

ReestablishmentInfo information element
-- ASN1START

ReestablishmentInfo ::=



SEQUENCE {


sourcePhysCellId




PhysCellId,


targetCellShortMAC-I



ShortMAC-I,


additionalReestabInfoList


AdditionalReestabInfoList



OPTIONAL,


...

}

AdditionalReestabInfoList ::=

SEQUENCE ( SIZE (1..maxReestabInfo) ) OF AdditionalReestabInfo
AdditionalReestabInfo ::=
SEQUENCE{


cellIdentity





CellIdentity,


key-eNodeB-Star




Key-eNodeB-Star,


shortMAC-I






ShortMAC-I

}

Key-eNodeB-Star ::=




BIT STRING (SIZE (256))
-- ASN1STOP

	ReestablishmentInfo field descriptions

	sourcePhyCellId

The physical cell identity of the source cell, used to determine the UE context in the target eNB at re-establishment.

	targetCellShortMAC-I

The ShortMAC-I for the handover target cell, in order for potential re-establishment to succeed.

	additionalReestabInfoList

Contains a list of shortMAC-I and KeNB* for cells under control of the target eNB, required for potential re-establishment by the UE in these cells to succeed.

	Key-eNodeB-Star

Parameter KeNB*: See TS 33.401 [32, 7.2.8.4].


A.3.7 Guidelines on use of lists with elements of SEQUENCE type
Where an information element has the form of a list (the SEQUENCE OF construct in ASN.1) with the type of the list elements being a SEQUENCE data type, an information element shall be defined for the list elements even if it would not otherwise be needed.

For example, a list of PLMN identities with reservation flags is defined as in the following example:

-- /example/ ASN1START

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityListEntry

PLMN-IdentityListEntry ::=



SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
-- ASN1STOP
rather than as in the following (bad) example, which may cause generated code to contain types with unpredictable names:

-- /bad example/ ASN1START

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
-- ASN1STOP
Changes based on TS 36.331 V8.4.0

–
CounterCheck
The CounterCheck message is used by the E-UTRAN to indicate the current COUNT MSB values associated to each DRB and to request the UE to compare these to its COUNT MSB values and to report the comparison results to E-UTRAN.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CounterCheck message
-- ASN1START

CounterCheck ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




counterCheck-r8





CounterCheck-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheck-r8-IEs ::=
SEQUENCE {


drb-CountMSB-InfoList



DRB-CountMSB-InfoList,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountMSB-InfoList::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info
DRB-CountMSB-Info ::=
SEQUENCE {


drb-Identity




INTEGER(1..32),

countMSB-Uplink




INTEGER(0..33554431),

countMSB-Downlink



INTEGER(0..33554431)
}
-- ASN1STOP
	CounterCheck field descriptions

	drb-CountMSB-InfoList
Indicates the MSBs of the COUNT values of the DRBs.

	count-MSB-Uplink
Indicates the value of 25 MSBs from uplink COUNT associated to this DRB.  

	count-MSB-Downlink
Indicates the value of 25 MSBs from downlink COUNT associated to this DRB.


–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}
}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountInfoList ::=


SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo
DRB-CountInfo ::=
SEQUENCE {


drb-Identity




INTEGER(1..32),

count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)
}

-- ASN1STOP
	CounterCheckResponse field descriptions

	drb-CountInfoList
Indicates the COUNT values of the DRBs.

	count-Uplink
Indicates the value of uplink COUNT associated to this DRB. 

	count-Downlink
Indicates the value of downlink COUNT associated to this DRB.


–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectionInformation



RedirectionInformation



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired, 












other,spare2, spare1 }

RedirectionInformation ::=


CHOICE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


interRAT-target





CHOICE {



geran







GERAN-CarrierFreq,



utra-FDD






UTRA-DL-CarrierFreq,



utra-TDD






UTRA-DL-CarrierFreq,



cdma2000-HRPD





CDMA2000-CarrierInfo,



cdma2000-1xRTT





CDMA2000-CarrierInfo,



...


}

}

IdleModeMobilityControlInfo ::=

SEQUENCE {


interFreqPriorityList



InterFreqPriorityList


OPTIONAL,

-- Need ON


geran-FreqPriorityList



GERAN-FreqPriorityList


OPTIONAL,

-- Need ON


utra-FDD-FreqPriorityList


UTRA-FDD-FreqPriorityList

OPTIONAL,

-- Need ON


utra-TDD-FreqPriorityList


UTRA-TDD-FreqPriorityList

OPTIONAL,

-- Need ON

hrpd-BandClassPriorityList


HRPD-BandClassPriorityList


OPTIONAL,
-- Need ON


oneXRTT-BandClassPriorityList

OneXRTT-BandClassPriorityList

OPTIONAL,
-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare}






OPTIONAL,
-- Need OD


...

}

InterFreqPriorityList ::=


SEQUENCE (SIZE (1..maxFreq)) OF InterFreqPriority
InterFreqPriority ::=
SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


cellReselectionPriority



INTEGER (0..7)

}

GERAN-FreqPriorityList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-FreqPriority
GERAN-FreqPriority ::=
SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-CellReselectionPriority

INTEGER (0..7)

}

UTRA-FDD-FreqPriorityList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF UTRA-FDD-FreqPriority
UTRA-FDD-FreqPriority ::=
SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)

}

UTRA-TDD-FreqPriorityList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF UTRA-TDD-FreqPriority
UTRA-TDD-FreqPriority ::=
SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)

}
HRPD-BandClassPriorityList ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF HRPD-BandClassPriority
HRPD-BandClassPriority ::=
SEQUENCE {


hrpd-bandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7)

}

OneXRTT-BandClassPriorityList ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF OneXRTT-BandClassPriority
OneXRTT-BandClassPriority ::=
SEQUENCE {


oneXRTT-bandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7)

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectionInformation

The redirectionInformation is used to redirect the UE to another E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	GERAN-CarrierFreq 

Indicates frequency and band indicator of the cell. 

	UTRA-DL-CarrierFreq 

Indicates frequency of the cell. 

	CDMA2000-CarrierInfo

Indicates frequency and band class of the cell. 

	x-CarrierFreq or x-BandClass

The carrier frequency (UTRAN and E-UTRAN) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	cellReselectionPriority

Absolute priority of the associated carrier frequency (0 means: lowest priority).

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	geran-BCCH-FrequencyGroup

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.


–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

Editor's note
RAN1 has agreed (R2-080475) that DL RX Tx power should be indicated on BCCH mapped to DL-SCH. FFS in which SIB and SI this should be provided

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInformation

SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFrequencyReselection


ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





BIT STRING (SIZE (27))
OPTIONAL


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






INTEGER (-70..-22),



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},



















   -- need FFS

p-Max







P-Max





OPTIONAL,


-- need OP


frequencyBandIndicator



INTEGER (1..64),


schedulingInformation



SchedulingInformation,


tdd-Configuration




TDD-Configuration


OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {











ms1, ms2, ms5, ms10, ms15, ms20, 












ms40, spare1},

systemInformationValueTag


INTEGER (0..31),


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityEntry

PLMN-IdentityEntry ::=
SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInformation  ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInformationEntry

SchedulingInformationEntry ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512,












spare1, ...},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo  ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4]

	trackingAreaCode

Common TAC for all the PLMNs listed

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4]

	intraFrequencyReselection

Used to control cell reselection on intra-frequency cells when the highest ranked cell is barred, or is considered as barred by the UE, as specified in TS 36.304 [4].

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the ‘white list’ that the UE has stored.

	q-RxLevMin

Parameter Qrxlevmin in 36.304 [4]. Actual value Qrxlevmin = IE value * 2   [dBm]. Specifies the minimum required Rx RSRP level in the cell. 

	q-RxLevMinOffset

Parameter Qrxlevminoffset in 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2   [dB]. If absent, apply the (default) value of 0 [dB] for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	p-Max

Parameter: Pmax to be used in the cell. If absent the UE applies the maximum power according to the UE capability.

	frequencyBandIndicator

Defined in [36.101].

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on. If value spare1 is received, it is interpreted as rf512.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInformation list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. If value spare1 is received, it is interpreted as ms40.

	systemInformationValueTag

Common for all SIBs other than MIB, SIB1, SIB10 and SIB11.

	csg-Identity

Identity of the Closed Subscriber Group within the primary PLMN the cell belongs to. The IE is present in a CSG cell, otherwise the IE is absent


	Conditional presence
	Explanation

	TDD
	This field is mandatory present for TDD; it is not present for FDD.


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF UECapabilityInformationEntry

UECapabilityInformationEntry ::=
SEQUENCE {


rat-Type






RAT-Type,


ueCapabilitiesRAT-Container


OCTET STRING,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UECapabilityInformation field descriptions

	ueCapabilitesRAT-Container

Container for the UE capabilities of the indicated RAT. The encoding is defined in the specification of each RAT:

For E‑UTRA: the encoding of UE capabilities is defined in IE UE-EUTRA-Capability.

For UTRA: the encoding of UE capabilities is defined in IE [FFS] TS 25.331 [19].

For GERAN: the encoding of UE capabilities is defined in IE [FFS] [24.008 and/ or 44.018; FFS].

For CDMA2000-1xRTT Bandclass: the encoding of UE capabilities is defined in IE [A.S.0008;  FFS]


Editor's note:
The structure of the CDMA2000-1xRTT Bandclass is specified in A.S.0008 but the information to be included will be captured in FFS PP2 spec.

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OP



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OP


}

OPTIONAL,
















-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare2, 













spare1}





OPTIONAL,
-- Need OP



additionalSpectrumEmission


INTEGER (0..31)


},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL, 
-- Need OD

timeAlignmentTimerCommon


TimeAlignmentTimer,


...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF AccessClassBarringEntry

AccessClassBarringEntry ::=
SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-Allocations
MBSFN-Allocations ::=
SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

For FDD: Default value determined from default TX-RX frequency separation defined in [36.101]

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	additionalSpectrumEmission

Defined in [36.101]

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on. When fourFrames is used, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used. 

	subframeAllocation

Defines the subframes that are allocated for MBSFN within radioFrameAllocation.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies: 

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames,  “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows: 

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #1, #2, #3 , #6, #7, and #8 in the sequence  of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #3, #4, #7, #8, and #9 in the sequence  of the four radio-frames. The last four bits are not used. Uplink subframes are not allocated. 


Editor’s note: The behaviour of Rel-8 UE when one of the two spare values is received for ul-Bandwidth is FFS.

–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighbouringCellList

IntraFreqNeighbouringCellList

OPTIONAL,
-- Need FFS

intraFreqBlacklistedCellList

IntraFreqBlacklistedCellList

OPTIONAL,
-- Need FFS

csg-PCI-Range





PhysicalCellIdentityAndRange

OPTIONAL,
-- Cond CSG


...

}

IntraFreqNeighbouringCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF IntraFreqNeighbouringCellInfo

IntraFreqNeighbouringCellInfo ::=
SEQUENCE {


physicalCellIdentity




PhysicalCellIdentity,


q-OffsetCell






ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24},


...

}

IntraFreqBlacklistedCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF IntraFreqBlacklistedCellInfo

IntraFreqBlacklistedCellInfo ::=
SEQUENCE {


physicalCellIdentityAndRange


PhysicalCellIdentityAndRange

}

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbouringCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell 

Parameter “Qoffsets,n” in TS 36.304 [4]. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	intraFreqBlacklistedCellList 

List of blacklisted intra-frequency neighbouring cells

	csg-PCI-Range

Set of PCIs reserved for CSG cells. 


	Conditional presence
	Explanation

	CSG
	This field is optional (need OP) for non-CSG cells, and mandatory for CSG cells.


–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo
InterFreqCarrierFreqInfo ::=
SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


q-RxLevMin






INTEGER (-70..-22),


p-Max







P-Max




OPTIONAL,
     -- need OP


t-ReselectionEUTRAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,

-- need OD


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,
-- Need FFS

q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare1}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL, 
-- Need OD


interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL, 
-- Need OD


...

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighbouringCellInfo

InterFreqNeighbouringCellInfo ::=
SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24}

}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF InterFreqBlacklistedCellInfo

InterFreqBlacklistedCellInfo ::=
SEQUENCE {


physicalCellIdentityAndRange

PhysicalCellIdentityAndRange

}

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	q-RxLevMin

Parameter Qrxlevmin in TS 36.304 [4]. Actual value Qrxlevmin = IE value * 2   [dBm]. Specifies the minimum required Rx RSRP level for the neighbouring E-UTRA cells on this carrier frequency. 

	p-Max

Parameter: Pmax in TS 36.304 [4]. Pmax to be used for the neighbouring E-UTRA cells on this carrier frequency.. If pmax is absent, the maximum power according to the UE capability is used.

	threshX-High 

Parameter "Thresx,high" [36.304].

	threshX-Low 

Parameter "Thresx,low" [36.304].

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionEUTRAN

Parameter “TreselectionEUTRAN” in TS 36.304 [4]. Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for medium mobility state” in TS 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN for high mobility state” in TS 36.304 [4]. The field t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Parameter “priority” in TS 36.304 [4]. Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

Parameter “Qoffsetfrequency” in TS 36.304 [4], value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 

Parameter “Qoffsets,n” in TS 36.304 [4], value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL, 


-- Need OD


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL, 


-- Need OD


t-ReselectionUTRA




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionUTRA-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionUTRA-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,


-- need OD

...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF UTRA-FDD-CarrierFreqInfo

UTRA-FDD-CarrierFreqInfo ::=
SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL, -- Need FFS

threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF UTRA-TDD-CarrierFreqInfo 

UTRA-TDD-CarrierFreqInfo ::=
SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL, -- Need FFS


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Parameter “TreselectionUTRAN” in TS 36.304 [4]. Cell reselection timer value TreselectionRAT for UTRA. In seconds

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionUTRA-SF-Medium
Parameter “Speed dependent ScalingFactor for TreselectionUTRAN for medium mobility state” in TS 36.304 [4]. The field t-ReselectionUTRA is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	t-ReselectionUTRA-SF-High
Parameter “Speed dependent ScalingFactor for TreselectionUTRAN for high mobility state” in TS 36.304 [4]. The field t-ReselectionUTRA is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	utra-CellReselectionPriority 

Parameter “priority” in TS 36.304 [4]. Absolute priority of the RAT (0 means: lowest priority)

	utra-FDD-CarrierFreqList 

List of carrier frequencies of UTRA FDD.

	utra-TDD-CarrierFreqList
List of carrier frequencies of UTRA TDD.

	threshX-High 

Parameter "Thresx,high" in TS 36.304 [4].

	threshX-Low 

 Parameter "Thresx,low" in TS 36.304 [4].

	q-RxLevMin 

Parameter Qrxlevmin, see TS 36.304 [4]. Actual value = IE value * 2+1. Specifies the minimum required Rx level in the cell expressedin dBm

	maximumAllowedTxPower 

In dBm

	q-QualMin 

Parameter “Qqualmin” in TS 25.304 [40]. In dBm


–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


cdma2000-SystemTimeInfo



CDMA2000-SystemTimeInfo

OPTIONAL,


-- Need OD


searchWindowSize




INTEGER (0..15)




OPTIONAL,

-- Need OD


hrpd-Parameters





SEQUENCE {



hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo,



hrpd-CellReselectionParameters

SEQUENCE {




hrpd-BandClassList




HRPD-BandClassList,




hrpd-NeighborCellList



CDMA2000-NeighbourCellList,




t-ReselectionCDMA-HRPD        

INTEGER (0..7),



speedDependentScalingParameters 
SEQUENCE {





t-ReselectionCDMA-HRPD-SF-Medium 
ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionCDMA-HRPD-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}













OPTIONAL

-- need OD



}

OPTIONAL














--  Need OD


}

OPTIONAL,















--  Need OD


oneXRTT-Parameters




SEQUENCE {



oneXRTT-CSFB-RegistrationInfo

OneXRTT-CSFB-RegistrationInfo
OPTIONAL,
-- Need OD



oneXRTT-LongCodeState



BIT STRING (SIZE (42))
OPTIONAL,

-- Need OD



oneXRTT-CellReselectionParameters
SEQUENCE {




oneXRTT-BandClassList



OneXRTT-BandClassList,




oneXRTT-NeighborCellList


CDMA2000-NeighbourCellList,




t-ReselectionCDMA-OneXRTT     

INTEGER (0..7),




speedDependentScalingParameters 
SEQUENCE {



 

t-ReselectionCDMA-OneXRTT-SF-Medium  ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionCDMA-OneXRTT-SF-High    ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}













OPTIONAL

-- need OD



}

OPTIONAL














-- Need OD


}

OPTIONAL,















-- Need OD


...

}

CDMA2000-NeighbourCellList ::=

SEQUENCE (SIZE (1..16)) OF CDMA2000-NeighbourCellInfo

CDMA2000-NeighbourCellInfo ::=
SEQUENCE {


bandClass






CDMA2000-Bandclass,


frequencyList





CDMA2000-NeighbourCellsPerBandclass

}

CDMA2000-NeighbourCellsPerBandclass ::= SEQUENCE (SIZE (1..16)) OF CDMA2000-NeighbourCellsInfoPerBandclass
CDMA2000-NeighbourCellsInfoPerBandclass ::=
SEQUENCE { 


frequency






INTEGER (0..2047),


cellIdList






CDMA2000-CellIdList

}

CDMA2000-CellIdList ::=



SEQUENCE (SIZE (1..16)) OF CDMA2000-CellIdentity

HRPD-BandClassList ::=



SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF HRPD-BandClassInfo

HRPD-BandClassInfo ::=
SEQUENCE {


hrpd-BandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

OneXRTT-BandClassList ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF OneXRTT-BandClassInfo 

OneXRTT-BandClassInfo::=
SEQUENCE {


oneXRTT-BandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	cdma2000-SystemTimeInfo

Information on CDMA2000 system time. This field is excluded when estimating changes in system information, i.e. changes of cdma2000-SystemTimeInfo should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	searchWindowSize 

The search window size is a CDMA parameter to be used to assist in searching for the neighboring pilots. For values see [25, Table 2.6.6.2.1-1] and [26, Table 8.7.6.2-4].

	hrpd-Parameters
The cell reselection parameters applicable only to HRPD systems

	hrpd-PreRegistrationInfo 

The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE

	hrpd-CellReselectionParameters 

cell reselection parameters applicable only to HRPD system

	hrpd-BandClassList

List of CDMA2000 frequency bands

	hrpd-BandClass
Identifies the HRPD Frequency Band in which the HRPD Carrier can be found. Details can be found in [24, Table 1.5]

	hrpd-CellReselectionPriority
Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

Parameter "Thresx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

Parameter "Thresx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-HRPD

Parameter “TreselectionCDMA_HRPD” in TS 36.304 [4]. The HRPD cell reselection timer value in seconds

	hrpd-NeighborCellList

List of HRPD neighbouring cells. The total number of HRPD neighbour cells is limited to 32.

	oneX-RTT-Parameters

cell reselection parameters applicable only to 1XRTT system

	oneXRTT-CSFB-RegistrationInfo 

The CSFB to 1xRTT Registration Information tells the mobile if it should register with the 1xRTT network and identifies the 1xRTT System ID to the UE

	oneXRTT-LongCodeState

The state of long code generation registers in 1XRTT system as defined in [C.S0002-A, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This information is required by the UE to perform SRVCC handover to 1xRTT. This field is excluded when estimating changes in system information, i.e. changes of oneXRTT-LongCodeState should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	oneXRTT-CellReselectionParameters 

Cell reselection parameters applicable only to 1xRTT system

	oneXRTT-BandClassList

List of CDMA2000 frequency bands

	oneXRTT-BandClass

Identifies the 1xRTT Frequency Band in which the 1xRTT Carrier can be found. Details can be found in [24, Table 1.5]

	oneXRTT-CellReselectionPriority

Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

Parameter "Thresx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

Parameter "Thresx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-OneXRTT

Parameter “TreselectionCDMA_1xRTT” in TS 36.304 [4]. The 1XRTT cell reselection timer value in seconds

	oneXRTT-NeighborCellList

List of 1xRTT neighbouring cells. The total number of 1xRTT neighbour cells is limited to 32.

	CDMA2000-NeighbourCellList

List of CDMA2000 1xRTT or of CDMA2000 HRPD neighboring cells

	bandClass

Identifies the CDMA2000 Frequency Band in which the CDMA2000 cells can be found, see [24].

	frequencyList

List of carrier frequencies and neighbor cell ids in each frequency within a CDMA2000 Band, see [33].

	frequency

Identifies the carrier frequency within a CDMA2000 Band, see [33].

	cellIdList

Identifies the list of CDMA cells ids, see [33].


–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfiguration,




defaultValue




NULL


}

OPTIONAL,















-- Need ON

sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddModifyEntry

SRB-ToAddModifyEntry ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicitValue





RLC-Configuration,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModifyEntry

DRB-ToAddModifyEntry ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

-- Cond DRB-Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

-- Cond Setup

logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,
-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity
DRB-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default MAC main configuration is specified in 9.2.2. 

	sps-Configuration

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig [in SRB-ToAddModifyList]

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not applicable.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, continue.

	Misc
	The field is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the field is optionally present, continue.


–
CellIndexList

The IE CellIndexList concerns a list of cell indices, which may be used for different purposes.
CellIndexList information element
-- ASN1START

CellIndexList ::=





SEQUENCE (SIZE (1..maxCellMeas)) OF CellIndex
CellIndex







INTEGER (1..maxCellMeas)


-- ASN1STOP

–
HRPD-PreRegistrationInfo
-- ASN1START

HRPD-PreRegistrationInfo ::=


SEQUENCE {


hrpd-PreRegistrationAllowed



BOOLEAN,


hrpd-PreRegistrationZoneId



INTEGER (0..255)
OPTIONAL, 
-- cond PreRegAllowed


hrpd-SecondaryPreRegistrationZoneIdList
HRPD-SecondaryPreRegistrationZoneIdList
OPTIONAL
-- Need OD

}

HRPD-SecondaryPreRegistrationZoneIdList ::=
SEQUENCE (SIZE (1..2)) OF HRPD-SecondaryPreRegistrationZoneId
HRPD-SecondaryPreRegistrationZoneId

INTEGER (0..255)


-- ASN1STOP

	HRPD-PreRegistrationInfo field descriptions

	HRPD-PreRegistrationAllowed

TRUE indicates that a UE shall perform an HRPD pre-registration if the UE does not have a valid / current pre-registration. FALSE indicates that the UE is not allowed to perform HRPD pre-registration in the current cell.

	HRPD-PreRegistrationZoneID

Used to control when the UE should re-register.

	 HRPD-SecondaryPreRegistrationZoneIdList

Used to control when the UE should re-register.


	Conditional presence
	Explanation

	PreRegAllowed
	The field is mandatory in case the hrpd-PreRegistrationAllowed is set to ‘true’. Otherwise the field is not applicable


–
MeasObjectCDMA2000
The IE MeasObjectCDMA2000 specifies information applicable for inter-RAT CDMA2000 neighbouring cells.
MeasObjectCDMA2000 information element
-- ASN1START

MeasObjectCDMA2000 ::=



SEQUENCE {


cdma2000-Type





CDMA2000-Type,


cdma2000-CarrierInfo



CDMA2000-CarrierInfo,

cdma2000-SearchWindowSize


INTEGER (0..15)





OPTIONAL,
-- Need ON

offsetFreq






ENUMERATED {












db-15, dB-14, db-13, dB-12, dB-11, dB-10, db-9,












dB-8, dB-7, dB-6, dB-5, dB-4, dB-3, dB-2, dB-1, dB0,












dB1, dB2, dB3, dB4, dB5, dB6, db7, dB8, dB9, dB10,












dB11, dB12, dB13, dB14, dB15, spare}

DEFAULT dB0,
cellsToRemoveList




CellIndexList





OPTIONAL,
-- Need ON


cellsToAddModifyList



CDMA2000-CellsToAddModifyList

OPTIONAL,
-- Need ON


cellForWhichToReportCGI



CDMA2000-CellIdentity



OPTIONAL,
-- Need ON


...

}

CDMA2000-CellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF CDMA2000-CellsToAddModifyEntry

CDMA2000-CellsToAddModifyEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


cellIdentity





CDMA2000-CellIdentity

}
-- ASN1STOP

	MeasObjectCDMA2000 field descriptions

	cdma2000-Type

The type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-CarrierInfo

Identifies CDMA2000 carrier frequency for which this configuration is valid.

	cdma2000-SearchWindowSize 

Provides the search window size to be used by the UE for the neighbouring pilot, see [25].

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-15 corresponds to -15 dB, dB-14 corresponds to -14 dB and so on.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	cellIdentity

CDMA2000 Physical cell identity of a cell in neighbouring cell list expressed as PNOffset.


–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


eutra-CarrierInfo




EUTRA-DL-CarrierFreq,


measurementBandwidth



MeasurementBandwidth,


offsetFreq






ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}
DEFAULT dB0,


-- Neighbour cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModifyList



NeighCellsToAddModifyList
OPTIONAL,

-- Need ON


-- Black list


blackListedCellsToRemoveList

CellIndexList
OPTIONAL,




-- Need ON


blackListedCellsToAddModifyList

BlackListedCellsToAddModifyList
OPTIONAL,
-- Need ON


cellForWhichToReportCGI



PhysicalCellIdentity


OPTIONAL, 
-- Need ON


...

}
NeighCellsToAddModifyList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF NeighCellsToAddModifyEntry

NeighCellsToAddModifyEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),

cellIdentity





PhysicalCellIdentity,


cellIndividualOffset



ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}

}

BlackListedCellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF BlackListedCellsToAddModifyEntry

BlackListedCellsToAddModifyEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),



-- value range FFS

cellIdentityAndRange



PhysicalCellIdentityAndRange

}
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	eutra-CarrierInfo

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list. If eutra-CarrierInfo identifies the E‑UTRA carrier frequency of the serving cell and measurement event A3 is configured the list shall include the serving cell.

	cellIndex

Entry index in the neighbouring cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIdentity

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific neighbouring cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackListedCellsToRemoveList

List of cells to remove from the black list of cells.

	blackListedCellsToAddModifyList

List of cells to add/ modify in the black list of cells.

	cellIdentityAndRange

Physical cell identity or a range of physical cell identities of cells in the black list.


–
MeasObjectUTRA
The IE MeasObjectUTRA specifies information applicable for inter-RAT UTRA neighbouring cells.
Editor's note:
Use of cell individual offset is FFS.

MeasObjectUTRA information element
-- ASN1START

MeasObjectUTRA ::=




SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


offsetFreq






INTEGER (-15..15)


DEFAULT 0,
-- value range FFS

cellsToRemoveList




CellIndexList



OPTIONAL,


-- Need ON


cellsToAddModifyList



CHOICE {



cellsToAddModifyListUTRA-FDD

UTRA-FDD-CellsToAddModifyList,


cellsToAddModifyListUTRA-TDD

UTRA-TDD-CellsToAddModifyList


}















OPTIONAL,


-- Need ON


cellForWhichToReportCGI



CHOICE {



utra-FDD






UTRA-FDD-CellIdentity,



utra-TDD






UTRA-TDD-CellIdentity


}















OPTIONAL, 
-- Need ON


...

}

UTRA-FDD-CellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF UTRA-FDD-CellsToAddModifyEntry

UTRA-FDD-CellsToAddModifyEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),





-- FFS

utra-FDD-CellIdentity



UTRA-FDD-CellIdentity

}
UTRA-TDD-CellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF UTRA-TDD-CellsToAddModifyEntry

UTRA-TDD-CellsToAddModifyEntry ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),





-- FFS

utra-TDD-CellIdentity



UTRA-TDD-CellIdentity

}

-- ASN1STOP

	MeasObjectUTRA field descriptions

	utra-CarrierFreq

Identifies UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the UTRA carrier frequency. Value in dB.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyListUTRA-FDD
List of UTRA FDD cells to add/ modify in the neighbouring cell list.

	cellsToAddModifyListUTRA-TDD

List of UTRA TDD cells to add/modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.


–
MeasuredResults
The IE MeasuredResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

Editor's note:
It has been agreed to identify intra- and inter-frequency neighbours by their physical layer identity

MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},

neighbouringMeasResults



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 
MeasResultEUTRA ::=
SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




SEQUENCE {



globalCellID-EUTRA




GlobalCellId-EUTRA,



tac-ID







TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 
MeasResultUTRA ::=
SEQUENCE {


physicalCellIdentity



CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-UTRA




GlobalCellId-UTRA,



lac-Id







BIT STRING (SIZE (16))


OPTIONAL,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (-5..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,





...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (-5..91),




...




}


}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN

MeasResultGERAN ::=
SEQUENCE {


physicalCellIdentity



SEQUENCE {



geran-CarrierFreq




GERAN-CarrierFreq,



geran-CellIdentity




GERAN-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-GERAN




GlobalCellId-GERAN,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physicalCellIdentity



CDMA2000-CellIdentity,


globalCellIdentity




GlobalCellId-CDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF 
PLMN-Identity


-- ASN1STOP

	MeasuredResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServing

Measured result of the serving cell.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	rsrpResult

Measured RSRP result of an E‑UTRA cell. 

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultsCDMA2000

Contains the HRPD pre-registration status and the list of CDMA2000 measurements.

	hrpdPreRegistrationStatus

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	cdma2000-CellIdentity

Identity of the CDMA2000 cell the results are for.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell. pilotPnPhase indicates the arrival time of a cdma2000 pilot, measured relative to the UE’s time reference in units of PN chips, see [26] and is used in SRVCC handover procedure to 1xRTT, pilotStrength is the CDMA Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA Forward or Reverse Channel. The UE CDMA Upper layers shall set this field to

FLOOR (-2 × 10 log10 PS)

where PS is the strength of the CDMA2000 pilot channel for the identified cell, see [34].

	cpich-RSCP

According to CPICH_RSCP in [27]. Thirty-six spare values.

	cpich-EcN0

According to CPICH_Ec/No in [27]. Fourteen spare values.

	pccpch-RSCP 

According to P-CCPCH_RSCP_LEV in [29]. Thirty-six spare values.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	rac-Id

The RAC identity read from broadcast information (defined in 23.003 [27]).

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.


–
MeasurementConfiguration
The IE MeasurementConfiguration specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasurementConfiguration information element
-- ASN1START

MeasurementConfiguration ::=

SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModifyList


MeasObjectToAddModifyList


OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModifyList


ReportConfigToAddModifyList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModifyList



MeasIdToAddModifyList



OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo


OPTIONAL, 
-- Need OP


neighbourCellConfiguration


NeighbourCellConfiguration


OPTIONAL,
-- Need OP


speedDependentParameters


CHOICE {



disable







NULL,



enable







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters


}


}

















OPTIONAL,
-- Need ON


...

}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF 
MeasId


MeasIdToAddModifyList ::=


SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddModifyEntry

MeasIdToAddModifyEntry ::=
SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF 
MeasObjectId


MeasObjectToAddModifyList ::=

SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddModifyEntry

MeasObjectToAddModifyEntry ::=
SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF 
ReportConfigId


ReportConfigToAddModifyList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddModifyEntry

ReportConfigToAddModifyEntry ::=
SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigEUTRA




ReportConfigEUTRA,



reportConfigInterRAT



ReportConfigInterRAT


}

}

-- ASN1STOP

	MeasurementConfiguration field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	measObjectToAddModifyList

List of measurement objects to add/ modify.

	measObjectId

Used to identify a measurement object configuration.

	measObject

Specifies measurement object configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	reportConfigToAddModifyList

List of measurement reporting configurations to add/ modify.

	reportConfigId

Used to identify a measurement reporting configuration.

	reportConfig

Specifies measurement reporting configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	measIdToRemoveList

List of measurement identities to remove.

	measIdToAddModifyList

List of measurement identities to add/ modify.

	measId

Used to link a measurement object to a reporting configuration.

	quantityConfig

Specifies measurement quantities for UTRA, GERAN, or CDMA2000 and L3 filtering coefficients for E‑UTRA, UTRA or GERAN measurements.

	measGapConfig

Used to configure measurement gap pattern and control activation/ deactivation of measurement gaps.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells.

	hrpd-PreRegistrationInfo
The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE.


–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters [5] to the network.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=



SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..16),





-- value range FFS

pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measurementParameters



MeasurementParameters,


interRAT-Parameters




SEQUENCE {



utraFDD







IRAT-UTRA-FDD-Parameters



OPTIONAL,



utraTDD128






IRAT-UTRA-TDD128-Parameters



OPTIONAL,



utraTDD384






IRAT-UTRA-TDD384-Parameters



OPTIONAL,



utraTDD768






IRAT-UTRA-TDD768-Parameters



OPTIONAL,



geran







IRAT-GERAN-Parameters




OPTIONAL,



cdma2000-HRPD





IRAT-CDMA2000-HRPD-Parameters


OPTIONAL,



cdma2000-1xRTT





IRAT-CDMA2000-1xRTT-Parameters


OPTIONAL


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=




SEQUENCE {


supportedROHCprofiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24,












cs32, cs48, cs64, cs128, cs256,












cs512, cs1024, cs16384}




DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported


BOOLEAN

}

RF-Parameters ::=




SEQUENCE {


supportedEUTRA-BandList



SupportedEUTRA-BandList

}

SupportedEUTRA-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedEUTRA-BandInfo

SupportedEUTRA-BandInfo ::=
SEQUENCE {


eutra-Band






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasurementParameters ::=


SEQUENCE {


eutra-BandList





EUTRA-BandList

}

EUTRA-BandList ::=




SEQUENCE (SIZE (1..maxBands)) OF EUTRA-BandInfo

EUTRA-BandInfo ::=
SEQUENCE {


interFreqEUTRA-BandList



InterFreqEUTRA-BandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqEUTRA-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF InterFreqEUTRA-BandInfo

InterFreqEUTRA-BandInfo ::=
SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=
SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-UTRA-FDD-Parameters ::=

SEQUENCE {


supportedUTRA-FDD-BandList


SupportedUTRA-FDD-BandList

}

SupportedUTRA-FDD-BandList ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedUTRA-FDD-BandInfo

SupportedUTRA-FDD-BandInfo ::=
SEQUENCE {


utra-FDD-Band





ENUMERATED {












bandI, bandII, bandIII, bandIV, bandV, bandVI,












bandVII, bandVIII, bandIX, bandX, bandXI,












bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...}

}

IRAT-UTRA-TDD128-Parameters ::=

SEQUENCE {


supportedUTRA-TDD128BandList

SupportedUTRA-TDD128BandList

}

SupportedUTRA-TDD128BandList ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedUTRA-TDD128BandInfo

SupportedUTRA-TDD128BandInfo ::=
SEQUENCE {


utra-TDD128Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-UTRA-TDD384-Parameters ::=

SEQUENCE {


supportedUTRA-TDD384BandList

SupportedUTRA-TDD384BandList

}

SupportedUTRA-TDD384BandList ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedUTRA-TDD384BandInfo

SupportedUTRA-TDD384BandInfo ::=
SEQUENCE {


utra-TDD384Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-UTRA-TDD768-Parameters ::=

SEQUENCE {


supportedUTRA-TDD768BandList

SupportedUTRA-TDD768BandList

}

SupportedUTRA-TDD768BandList ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedUTRA-TDD768BandInfo

SupportedUTRA-TDD768BandInfo ::=
SEQUENCE {


utra-TDD768Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-GERAN-Parameters ::=


SEQUENCE {


supportedGERAN-BandList



SupportedGERAN-BandList,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

SupportedGERAN-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedGERAN-BandInfo

SupportedGERAN-BandInfo ::=
SEQUENCE {


geran-Band






ENUMERATED {












gsm450, gsm480, gsm850, gsm900P, gsm900E, gsm1800,












gsm1900, spare1, ...}

}

IRAT-CDMA2000-HRPD-Parameters ::=
SEQUENCE {


supportedHRPD-BandList



SupportedHRPD-BandList,


cdma2000-HRPD-TxConfig



ENUMERATED {single, dual},


cdma2000-HRPD-RxConfig



ENUMERATED {single, dual}

}

SupportedHRPD-BandList ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF SupportedHRPD-BandInfo 

SupportedHRPD-BandInfo ::=
SEQUENCE {


cdma2000-HRPD-Band




CDMA2000-Bandclass

}

IRAT-CDMA2000-1xRTT-Parameters ::=
SEQUENCE {


supported1xRTT-BandList



Supported1xRTT-BandList,


cdma2000-1xRTT-TxConfig



ENUMERATED {single, dual},


cdma2000-1xRTT-RxConfig



ENUMERATED {single, dual}

}

Supported1xRTT-BandList ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF Supported1xRTT-BandInfo

Supported1xRTT-BandInfo ::=
SEQUENCE {


cdma2000-1xRTT-Band




CDMA2000-Bandclass

}

-- ASN1STOP

Editor's note:
The extension mechanisms for this IE need to be considered.

Editor's note:
The following GSM band seem to be missing: GSM 710, GSM 750, GSM 810, GSM 900R.

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel8 in this version of the specification.

	maxNumberROHC-ContextSessions

cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in [5]. Set to values 1 to 5 in this version of the specification.

	eutra-Band

E‑UTRA band as defined in [36.101].

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	eutra-BandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqEUTRA-BandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the E‑UTRA band given by the entry in interFreqEUTRA-BandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRATNeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the inter-RAT band given by the entry in the interRAT-Parameters.

	utra-FDD-Band

UTRA band as defined in TS 25.101 [17].

	utra-TDD128Band

UTRA band as defined in TS 25.102 [18].

	utra-TDD384Band

UTRA band as defined in TS 25.102 [18].

	utra-TDD768Band

UTRA band as defined in TS 25.102 [18].

	geran-Band

GERAN band as defined in TS 45.005 [20].

	cdma2000-HRPD-Band

CDMA2000 HRPD band class.

	cdma2000-1xRTT-Band

CDMA2000 1xRTT band class.


Editor's note:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are assumed to be the same as the NAS-security capabilities. Consequently it is also assumed that AS need not provide "man-in-the-middle" protection for the security capabilities, i.e., it is assumed that NAS provides this functionality.

10.3
IE definition

–
ReestablishmentInfo
The ReestablishmentInfo IE contains information needed for the RRC connection re-establishment.

ReestablishmentInfo information element
-- ASN1START

ReestablishmentInfo ::=



SEQUENCE {


sourcePhysicalCellIdentity


PhysicalCellIdentity,


targetCellShortMAC-I



ShortMAC-I,


additionalReestabInfoList


AdditionalReestabInfoList



OPTIONAL,


...

}

AdditionalReestabInfoList ::=

SEQUENCE ( SIZE (1..maxReestabInfo) ) OF AdditionalReestabInfo
AdditionalReestabInfo ::=
SEQUENCE{


cellIdentity





CellIdentity,


key-eNodeB-Star




Key-eNodeB-Star,


shortMAC-I






ShortMAC-I

}

-- ASN1STOP

	ReestablishmentInfo field descriptions

	sourcePhysicalCellIdentity

The physical cell identity of the source cell, used to determine the UE context in the target eNB at re-establishment..

	targetCellShortMAC-I

The ShortMAC-I for the handover target cell, in order for potential re-establishment to succeed.

	additionalReestabInfoList

Contains a list of shortMAC-I and KeNB* for cells under control of the target eNB, required for potential re-establishment by the UE in these cells to succeed.


A.3.7 Guidelines on use of lists with elements of SEQUENCE type
Where an information element has the form of a list (the SEQUENCE OF construct in ASN.1) with the type of the list elements being a SEQUENCE data type, an information element shall be defined for the list elements even if it would not otherwise be needed.

For example, a list of PLMN identities with reservation flags is defined as in the following example:

-- /example/ ASN1START

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityListEntry

PLMN-IdentityListEntry ::=



SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
-- ASN1STOP
rather than as in the following (bad) example, which may cause generated code to contain types with unpredictable names:

-- /bad example/ ASN1START

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
-- ASN1STOP
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