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1. Introduction 

During the last meeting a baseline document [2] was agreed for an update to section 10.5 [1]. The discussion concluded that maybe the table of section 10.5 was not the final result and maybe further updates would be needed and that the document agreed in [2] would form the basis of the discussion.

In summary, the basic question for discussion was:

1. Potential improvements of the table in section 10.5 based on [2].
2. Discussion

2.1. Potential improvements of the table in section 10.5
	Company
	Opinion

	NEC 
	Proposed an update to the table based on RRC rapporteur document.
Also asked if several parameters identified in the sourceMeasConfig IE needed to be added to the table.

	NSN
	Agreed with the sourceMeasConfig additions.
Also agreed with the addition of the changes from in principle agreed CR’s agreed at the last meeting.

	Ericsson
	Proposed an update to the table based on RRC rapporteur document. 

Agreed with addition of the parameters to the sourceMeasConfig IE and also proposed some extra additions and some deletions. 
Also agreed with the addition of the changes from in principle agreed CR’s agreed at the last meeting.


3. Conclusion
Several companies proposed and agreed an update to the table of section 10.5 the updates mainly consisted of IE name changes and also changes to the presence condition.  

It was also agreed that additions were needed for the sourceMeasConfig IE, the additions were agreed by several companies. 
Also it was agreed to add changes made in agreed in principle CRs from RAN2#64bis.
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