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5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE state.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to FALSE:

4>
consider access to the cell as not barred;

3>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:
NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN

4>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of the valid Access Classes for the UE, the ac-BarringStatus in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to TRUE:

5>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as not barred;

3>
else:

4>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the ac-BarringStatus in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the ac-BarringStatus in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4, until explicitly receiving a configuration;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3, until explicitly receiving a configuration;

2> apply the default MAC main configuration as specified in 9.2.2, until explicitly receiving a configuration;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:
3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T303 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Data:

T303= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends.
2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends.
2>
else if the UE is establishing the RRC connection for emergency calls:

3>
inform upper layers about the failure to establish the RRC connection and that access barring for emergency calls is applicable, upon which the procedure ends.

2>
else:

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

(Next modified section)

6.3.1
System information blocks

(Unrelated parts are omitted.)

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo




SEQUENCE {



ac-BarringForEmergency


BOOLEAN,



ac-BarringForMO-Signalling

AC-BarringConfig




OPTIONAL,
-- Need OP



ac-BarringForMO-Data


AC-BarringConfig




OPTIONAL
-- Need OP


}

OPTIONAL,
















-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare2, 













spare1}





OPTIONAL,
-- Need OP



additionalSpectrumEmission


INTEGER (0..31)


},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL, 
-- Need OD

timeAlignmentTimerCommon


TimeAlignmentTimer,


...

}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



AC-BarringForSpecialAC
}
AC-BarringForSpecialAC ::=

SEQUENCE (SIZE (5)) OF SEQUENCE {


ac-BarringStatus




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringForEmergency
Access class barring for AC 10.

	ac-BarringForMO-Signalling
Access class barring for mobile originating signalling

	ac-BarringForMO-Data
Access class barring for mobile originating calls

	ac-BarringFactor
If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95.

	ac-BarringTime
Mean access barring time in seconds.

	ac-BarringForSpecialAC
Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

For FDD: Default value determined from default TX-RX frequency separation defined in [36.101]

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	additionalSpectrumEmission

Defined in [36.101]

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on. When fourFrames is used, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used. 

	subframeAllocation

Defines the subframes that are allocated for MBSFN within radioFrameAllocation.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies: 

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames,  “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows: 

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #1, #2, #3 , #6, #7, and #8 in the sequence  of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes  #3, #4, #7, #8, and #9 in the sequence  of the four radio-frames. The last four bits are not used. Uplink subframes are not allocated. 


(Next modified section)

6.4
RRC multiplicity and type constraints values

–
Multiplicity and type constraints definitions

Editor’s note: A brief descriptive text to be added here (FFS).

-- ASN1START


maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxCDMA-BandClass


INTEGER ::= 31
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted cells

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellMeas




INTEGER ::= 32
-- Maximum number of neighbouring cells within a












-- measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency

maxFreq





INTEGER ::= 8
-- Maximum number of EUTRA carrier frequencies

maxGERAN-Carrier


INTEGER ::= 32
-- Maximum number of GERAN carrier fequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be 












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups
FFS
maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMCS-1




INTEGER ::= 16
-- Maximim number of PUCCH formats (MCS)

maxMeasId




INTEGER ::= 32

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier fequencies
FFS
maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier fequencies
FFS
-- ASN1STOP
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