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Change 1: Add a reference to 25.304

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 25.990: "Vocabulary for UTRAN".

[2]
3GPP TS 36.300: "E-UTRA and E-UTRAN Overall Description; Stage 2".
[3]
3GPP TS 36.331: "E-UTRA; Radio Resource Control (RRC) - Protocol Specification".
[4]
3GPP TS 22.011: "Service accessibility".
[5]
3GPP TS 23.122: "NAS functions related to Mobile Station (MS) in idle mode".
[6]
3GPP TS 36.213: "E-UTRA; Physical layer procedures".

[7]
3GPP TS 36.214: "E-UTRA; Physical layer; Measurements".
[8]
3GPP TS 25.304: "User Equipment (UE) procedures in idle mode and procedures for cell 


reselection in connected mode"
[9]
3GPP TS 43.022: "Functions related to Mobile Station in idle mode and group receive mode".
[10]
3GPP TS 36.133: "Requirements for Support of Radio Resource Management".
[11]
void

[12]
void

[13]
void

[14]
void

[15]
void
[16]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3"
[17]
3GPP2 C.S0024-A: "cdma2000 High Rate Packet Data Air Interface Specification".
[18]
3GPP2 C.S0005-A: "Upper Layer (Layer 3) Signalling Standard for cdma2000 Spread Spectrum Systems".

[19] 
3GPP TS 25.304: " User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode”

Change 2: 

5.2.4.8

Cell reselection with CSG cells

5.2.4.8.1
Cell reselection from a non-CSG cell to a CSG cell

In addition to normal cell reselection, to detect suitable CSG cells the UE shall use an autonomous search function for CSG cells on non-serving frequencies when at least one CSG ID is included in the UE’s allowed CSG list. This UE autonomous search for CSG cells may also include CSG cells of RATs other than E-UTRAN. The UE may also use autonomous search on the serving frequency. The UE shall disable the autonomous search function for CSG cells if the UE’s allowed CSG list is empty.
Note:
It is FFS if details of autonomous search functions are defined and what kind of requirements will be defined.
If the UE detects a suitable CSG cell on the same frequency, it shall reselect to this cell as per normal reselection rules (5.2.4.6.)
If the UE detects one or more suitable CSG cells on different frequencies, then the UE shall reselect to one of the detected  cells irrespective of the  frequency priority of the cell the UE is currently camped on, if the concerned CSG cell is the highest ranked cell on that frequency. 

If the UE detects one or more suitable CSG cells on another RAT , the UE shall reselect to one of them, if allowed according to [19].
Note:
The need for a user selection of a CSG priority mode is FFS.
5.2.4.8.2

Cell reselection from a CSG cell

While camped on a suitable CSG cell, the UE shall apply the normal cell reselection rules as defined in subclause 5.2.4 and shall consider the frequency of the current cell to be the highest priority frequency (i.e. higher than the eight network configured values), as long as the UE remains camped on the CSG cell
To search for suitable CSG cells on non-serving frequencies that are not listed in the system information of the serving CSG cell, the UE may use an autonomous search function. If the UE detects a CSG cell on such a non-listed frequency, the UE may reselect to the detected CSG cell if it is the highest ranked cell on its frequency.
If the UE detects one or more suitable CSG cells on another RAT, the UE may reselect to one of them if allowed according to [19].
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