
3GPP TSG-RAN WG2 Meeting #65bis 
(
R2-092246
Seoul, Korea, 23 – 27, March
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.321
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Handling of reserved value in TAC

	
	

	Source to WG:
(

	LG Electroncis Inc.

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	23/03/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
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	As per the current MAC PDU, Timing Advance Command (TAC) has two formats: one is for MAC CE and the other one is for MAC RAR.
For TAC of MAC CE, it is 6 bits and its value range is TA (0) to TA (63). 

For TAC of MAC RAR, it is 11bits and its value range is TA (0) to TA (1282).

As can be seen from above, for TAC of MAC RAR, values in rangle of TA (1283) to TA (2047) are reserved values in Rel-8, meaning that there is a need to handle these reserved value when received. But, in the current MAC specification, there is no description on that.

	
	

	Summary of change:
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	Describe the reserved value of the TAC in Msg2
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6.2.3
MAC payload for Random Access Response

The MAC RAR is of fixed size and consists of the following fields:

-
R: Reserved bit, set to "0";
-
Timing Advance Command: The Timing Advance Command field indicates the index value TA (0, 1, 2… 1282) used to control the amount of timing adjustment that UE has to apply (see subclause 4.2.3 of [2]). The index values among TA (1283, 1284 … 2047) are reserved values in this release. The size of the Timing Advance Command field is 11 bits;
-
UL Grant: The UpLink Grant field indicates the resources to be used on the uplink (see subclause 6.2 of [2]). The size of the UL Grant field is 20 bits;

-
Temporary C-RNTI: The Temporary C-RNTI field indicates the temporary identity that is used by the UE during Random Access. The size of the Temporary C-RNTI field is 16 bits.

The MAC RAR is octet aligned.
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