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	Reason for change:
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	In MAC CR0267, it is described that UE shall deactivate SPS resource after D-SR failure because the assumption is that uplink transmission does not work properly. 
If this is ture, then non-adaptive retransmissions should be also prohibited. 


	
	

	Summary of change:
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	All HARQ buffers shall be flushed after D-SR failure.
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not approved:
	UE will perform non-adaptive retransmissions even when there is some problem in uplink.


	
	

	Clauses affected:
(

	5.4.4.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
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	The text proposal is based on DRAFT 36321-850.


5.4.4
Scheduling Request 

The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.

When an SR is triggered, it shall be considered as pending until it is cancelled.

If an SR is triggered and there is no other SR pending, the UE shall set the SR_COUNTER to 0.

As long as one SR is pending, the UE shall for each TTI:

-
if no UL-SCH resources are available for a transmission in this TTI:

-
if the UE has no valid PUCCH resource for SR configured in any TTI: initiate a Random Access procedure (see subclause 5.1) and cancel all pending SRs;

-
else if the UE has a valid PUCCH resource for SR configured for this TTI and if this TTI is not part of a  measurement gap:

-
if SR_COUNTER < dsr-TransMax:

-
increment SR_COUNTER by 1;

-
instruct the physical layer to signal the SR on PUCCH;

-
else:

-
flush all HARQ buffers;
-
notify RRC to release PUCCH/SRS;

-
clear any configured downlink assignments and uplink grants;

-
initiate a Random Access procedure (see subclause 5.1) and cancel all pending SRs.

-
else if UL-SCH resources for new transmission are granted in this TTI, cancel all pending SR(s).
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