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8.5.23
Measured results on RACH
When transmitting an uplink RRC message and System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if transmitted, have been received, the UE shall:

1>
if the uplink RRC message is an RRC CONNECTION REQUEST message:

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 11:

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 11.

2>
if the IE "Inter-frequency RACH reporting information" is included in System Information Block type 11:

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
set the IE "Inter-frequency cell indication- SIB12" to any value.

1>
for any other uplink RRC message which optionally includes the IE "Measured results on RACH":

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 12 (or "System Information Block Type 11", if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

2>
if the IE "Inter-frequency RACH reporting information" is included in "System Information Block type 12" (or "System Information Block Type 11" if this IE is not included in the "System Information Block Type 12" or if "System Information Block Type 12" is not being broadcast):

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information", exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
if "System Information Block Type 12" is being broadcast:

5>
set the IE "Inter-frequency cell indication- SIB12" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 12.

4>
else:

5>
set the IE "Inter-frequency cell indication- SIB12" to any value.

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. 

NOTE: 
The UE only includes measurement results for neighbour cells for which valid measurements are available at the time the message is sent. At cell access following selection or reselection to a cell, the UE may not have had sufficient time to obtain valid measurement results for neighbour cells.

1>
for messages transmitted on CCCH, take care that the maximum allowed message size is not exceeded when forming the IE "Measured results on RACH", i.e. limit the number of included neighbour cells or if required omit the IE "Measured results on RACH" altogether. When limiting the number of included neighbouring cells, the number of inter-frequency cells should be limited first i.e. inter-frequency cells should be omitted before limiting  the number of intra- frequency cells.

When transmitting an uplink RRC message and the System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if transmitted, have not been received, the UE shall:

1>
for any uplink RRC message which optionally includes the IE "Measured results on RACH", include a measurement report in the IE "Measured results on RACH" according to the following rules:

2>
if neither the IE "Intra-frequency reporting quantity SIB3" nor "Intra-frequency reporting quantity SIB3 extension" was  present in System Information Block type 3:

3>
include a measurement report for the serving cell using CPICH RSCP as a measurement quantity;
3>
include measurement reports for cells on the used frequency for which measured results are available, using CPICH RSCP as measurement quantity for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".

2>
if the IE "Intra-frequency reporting quantity SIB3" and "Intra-frequency reporting quantity SIB3 extension" was present in System Information Block type 3, or the IE " Intra-frequency reporting quantity SIB3" was present in System Information Block type 3 but not containing the IE "Intra-frequency reporting quantity SIB3 extension":

3>
include a measurement report for the serving cell using as a measurement quantity given in IE “Intra-frequency reporting quantity SIB3” or "Intra-frequency reporting quantity SIB3 extension";
3>
include measurement reports for cells on the used frequency for which measured results are available, using as a measurement quantity given in IE "Intra-frequency reporting quantity" for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".

2>
for TDD, include measurement reports using the measurement quantities specified in the IE "Reporting quantity list".

If the IE "Measured results on RACH" is present in the message, the UTRAN should extract the contents to be used for radio resource control.

#Partially Omitted
10.2.48.8.6
System Information Block type 3
The system information block type 3 contains parameters for cell selection and re-selection.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB4 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB4 is broadcast in the cell.
	

	UTRAN mobility information elements
	
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	
	

	Domain Specific Access Restriction Parameters For PLMN Of MIB
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access Restriction Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	Domain Specific Access Restriction For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	>CHOICE barring representation
	MP
	
	
	
	REL-6

	>>Domain Specific Access Restriction List
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator1
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the first PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator2
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the second PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator3
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the third PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator4
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fourth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator5
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fifth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>Domain Specific Access Restriction Parameters For All
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters
	
	
	Domain Specific Access Restriction Parameters 10.3.1.3c
	This IE specifies the common Domain Specific Access  Restriction Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	Deferred measurement control UTRAN support
	OP
	
	
	If present, the UE may apply deferred reading of SIB11, SIB11bis and SIB12. If not present, deferred reading may not be applied.
	REL-7

	>CHOICE mode
	OP
	
	
	If absent, the default reporting quantities are: "CPICH RSCP" (FDD) and "Primary CCPCH RSCP" (TDD).
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP)
	
	REL-7

	>>>Intra-frequency reporting quantity SIB3 extension
	OP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, CPICH Ec/N0 and RSCP)
	If present, the UE shall ignore the “Intra-frequency reporting quantity SIB3”;
One spare value is needed

	REL-9

	>>TDD
	
	
	
	
	REL-7

	>>>Reporting quantity list
	MP
	1 to 2
	
	
	REL-7

	>>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated (Primary CCPCH RSCP, Timeslot ISCP)
	
	REL-7

	MBSFN only service
	OP
	
	Enumerated(true)
	Indicates if the cell provides only MBMS services in MBSFN mode
	REL-7

	Paging Permission with Access Control Parameters For PLMN Of MIB
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission With Access Control Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	Paging Permission with Access Control For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	>CHOICE barring representation
	MP
	
	
	
	REL-8

	>>Paging Permission with Access Control List
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator1
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the first PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator2
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the second PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator3
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the third PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator4
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fourth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator5
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fifth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>Paging Permission with Access Control Parameters For All
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters
	MP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the common Paging Permission with Access Control Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	CSG Identity
	OP
	
	CSG Identity 10.3.2.8
	
	REL-8

	CSG PSC Split Information
	OP
	
	CSG PSC Split Information 10.3.2.9
	This IE specifies the Primary Scrambling Code reservation information for CSG Cells. 
	REL-8


#Partially Omitted
10.3.7.38
Intra-frequency measurement quantity
The quantity the UE shall measure in case of intra-frequency measurement. It also includes the filtering of the measurements.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Filter coefficient
	MP
	
	Filter coefficient 10.3.7.9
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Measurement quantity
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss) 
	
	

	>> Measurement quantity extension
	OP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss, CPICH Ec/N0 and RSCP)
	If present, the UE shall ignore “Measurement quantity extension”
	REL-9

	>TDD
	
	
	
	
	

	>>Measurement quantity list
	MP
	1 to 4
	
	
	

	>>>Measurement quantity
	MP
	
	Enumerated(Primary CCPCH RSCP, Pathloss, Timeslot ISCP)
	
	


#Partially Omitted
10.3.7.40
Intra-frequency measurement system information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Intra-frequency measurement identity 
	MD
	
	Measurement identity 10.3.7.48
	The intra-frequency measurement identity has default value 1.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.

	Intra-frequency cell info list
	OP
	
	Intra-frequency cell info list 10.3.7.33
	

	Intra-frequency

measurement quantity
	OP
	
	Intra-frequency measurement quantity 10.3.7.38
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.

	Intra-frequency reporting

quantity for RACH

Reporting
	OP
	
	Intra-frequency reporting quantity for RACH Reporting 10.3.7.42
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.

	Maximum number of

reported cells on RACH
	OP
	
	Maximum number of reported cells on RACH 10.3.7.43
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.

	Reporting information for state CELL_DCH
	OP
	
	Reporting information for state CELL_DCH 10.3.7.62
	Note 1

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.


#Partially Omitted
10.3.7.42
Intra-frequency reporting quantity for RACH reporting
Contains the reporting quantity information for an intra-frequency measurement report, which is sent on the RACH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SFN-SFN observed time difference reporting indicator
	MP
	
	Enumerated(No report, type 1, type 2)
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Reporting quantity
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss, No report)
	
	

	>>Reporting quantity extension
	OP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss, No report, CPICH Ec/N0 and CPICH RSCP)
	If present, the UE shall ignore the “Reporting quantity”;
Three spare value is needed

	REL-9

	>TDD
	
	
	
	
	

	>>Reporting quantity list
	MP
	1 to 2
	
	
	

	>>>Reporting quantity
	MP
	
	Enumerated(Timeslot ISCP, Primary CCPCH RSCP, No report)
	
	


#Partially Omitted
10.3.7.45
Measured results on RACH
For measurements on used frequency, this IE contains the measured results on RACH of the quantity indicated by Reporting quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" in system information broadcast on BCH. The list, measurement results for monitored cells (not including the current cell) shall be in the order of the value of the measurement quantity as indicated by Reporting Quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" (the first cell shall be the best cell).

For measurements on non-used frequencies, this IE includes the best cell on each non- used frequency, in order of decreasing quality and up to a maximum number as specified by the IE "Maximum number of inter-frequency RACH reporting cells".

The "best" FDD cell has the largest value when the measurement quantity is "Ec/No" or "RSCP". On the other hand, the "best" cell has the smallest value when the measurement quantity is "Pathloss". The "best" TDD cell has the largest value when measurement quantity is "Primary CCPCH RSCP".

	Information Element/group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement result for current cell
	MP
	
	
	
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>CHOICE measurement quantity
	MP
	
	
	One spare value is needed.
	

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>>>CPICH Ec/N0 and RSCP
	
	
	
	
	Rel-9

	>>>>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	Rel-9

	>>>>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	Rel-9

	>>TDD
	
	
	
	
	

	>>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>>Timeslot List
	OP
	1 to 14
	
	
	

	>>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	

	>>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>>Timeslot List
	OP
	1 to 14
	
	
	REL-7

	>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	REL-7

	>>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>>Timeslot List
	OP
	1 to 6
	
	
	REL-4

	>>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	REL-4

	>>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on used frequency
	OP
	1 to 8
	
	
	

	>SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.63
	
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>>CHOICE measurement quantity
	OP
	
	
	One spare value is needed.
	

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>TDD
	
	
	
	
	

	>>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	

	>>>Primary CCPCH RSCP
	MP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on non-used frequencies
	OP
	
	
	
	REL-6

	>Inter-frequency cell indication- SIB11
	MP
	
	Integer (0..1)
	
	REL-6

	>Inter-frequency cell indication- SIB12
	MP
	
	Integer (0..1)
	
	REL-6

	>Inter-frequency cell list
	MP
	1 to <maxFreq>
	
	
	REL-6

	>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	REL-6


#Partially Omitted
11.2
PDU definitions
#Partially Omitted
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,


IntraFreqCellID,


InterFreqEventResults-LCR-r4-ext,


InterRATCellInfoIndication,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,


MeasuredResults-v770ext,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,


MeasuredResultsOnRACH,

MeasuredResultsOnRACHinterFreq,

MeasuredResultsOnRACH-r9,

MeasurementCommand,


MeasurementCommand-r4,


MeasurementCommand-r6,


MeasurementCommand-r7,


MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,


UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData-v8xyext,
#Partially Omitted
-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationRb2-3or4

BOOLEAN,



am-RLC-ErrorIndicationRb5orAbove
BOOLEAN,



cellUpdateCause




CellUpdateCause,



-- TABULAR: RRC transaction identifier is nested in FailureCauseWithProtErrTrId



failureCause




FailureCauseWithProtErrTrId


OPTIONAL,



rb-timer-indicator



Rb-timer-indicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




cellUpdate-r3-add-ext


BIT STRING
OPTIONAL,




v590NonCriticalExtensions
SEQUENCE {





cellUpdate-v590ext
CellUpdate-v590ext, 




v690NonCriticalExtensions

SEQUENCE {






cellUpdate-v690ext



CellUpdate-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







cellUpdate-v6b0ext



CellUpdate-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








cellUpdate-v770ext



CellUpdate-v770ext-IEs,








v8xyNonCriticalExtensions

SEQUENCE {









cellUpdate-v8xyext



CellUpdate-v8xyext-IEs,








v9xyNonCriticalExtensions

SEQUENCE {










cellUpdate-v9xyext



CellUpdate-v9xyext-IEs,









nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

CellUpdate-v590ext ::= SEQUENCE {


establishmentCause



EstablishmentCause
OPTIONAL

}

CellUpdate-v690ext-IEs ::=


SEQUENCE {


-- User equipment IEs



cellUpdateCause-ext



CellUpdateCause-ext




OPTIONAL,



trafficVolumeIndicator


ENUMERATED { true }




OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,



reconfigurationStatusIndicator
ENUMERATED { true }




OPTIONAL

}

CellUpdate-v6b0ext-IEs ::=


SEQUENCE {


-- MBMS IEs



mbmsSelectedServices


MBMS-SelectedServicesShort


OPTIONAL

}

CellUpdate-v770ext-IEs ::=


SEQUENCE {


-- User equipment IEs


csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL,



hspdschReception-CellFach

ENUMERATED { true }




OPTIONAL,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



capabilityChangeIndicator

ENUMERATED { true }




OPTIONAL
}

CellUpdate-v8xyext-IEs ::=


SEQUENCE {


-- User equipment IEs


supportOfCommonEDCH



ENUMERATED { true }




OPTIONAL,



supportOfHS-DSCHDRXOperation
ENUMERATED { true }




OPTIONAL,



supportOfMACiis




ENUMERATED { true }




OPTIONAL
}
CellUpdate-v9xyext-IEs ::=


SEQUENCE {

-- Measurement IEs



measuredResultsOnRACH-r9

MeasuredResultsOnRACH-r9


OPTIONAL

}
#Partially Omitted
-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



intraDomainNasNodeSelector

IntraDomainNasNodeSelector,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



v3a0NonCriticalExtensions

SEQUENCE {


initialDirectTransfer-v3a0ext
InitialDirectTransfer-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




initialDirectTransfer-r3-add-ext

BIT STRING
OPTIONAL,





v590NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v590ext
InitialDirectTransfer-v590ext,





v690NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v690ext
InitialDirectTransfer-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








initialDirectTransfer-v770ext
InitialDirectTransfer-v770ext-IEs,







v9xyNonCriticalExtensions

SEQUENCE {









initialDirectTransfer-v9xyext
InitialDirectTransfer-v9xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

InitialDirectTransfer-v3a0ext ::= SEQUENCE {


-- start-value shall always be included in this version of the protocol


start-Value





START-Value






OPTIONAL

}

InitialDirectTransfer-v590ext ::= SEQUENCE {


establishmentCause

EstablishmentCause
OPTIONAL

}

InitialDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



plmn-Identity




PLMN-Identity





OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

InitialDirectTransfer-v770ext-IEs ::= SEQUENCE {



csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL

}
InitialDirectTransfer-v9xyext-IEs ::= SEQUENCE {

-- Measurement IEs



measuredResultsOnRACH-r9

MeasuredResultsOnRACH-r9


OPTIONAL
}
#Partially Omitted
-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










measurementReport-v770ext

MeasurementReport-v770ext-IEs,









v8xyNonCriticalExtensions

SEQUENCE {











measurementReport-v8xyext
MeasurementReport-v8xyext-IEs,










v9xyNonCriticalExtensions

SEQUENCE {












measurementReport-v9xyext
MeasurementReport-v9xyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v770ext-IEs ::= SEQUENCE {

measuredResults





MeasuredResults-v770ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v770xet


OPTIONAL,

eventResults





EventResults-v770ext



OPTIONAL,


ue-Positioning-OTDOA-MeasuredResults











UE-Positioning-OTDOA-MeasuredResultsTDD-ext

OPTIONAL

}
MeasurementReport-v8xyext-IEs ::= SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


measuredResults-v8xyext



MeasuredResults-v8xyext



OPTIONAL,


eventResults-v8xyext



EventResults-v8xyext



OPTIONAL,


eUTRA-EventResults




EUTRA-EventResults




OPTIONAL,


eUTRA-MeasuredResults



EUTRA-MeasuredResults



OPTIONAL

}
MeasurementReport-v9xyext-IEs ::= SEQUENCE {

-- Measurement IEs

measuredResultsOnRACH-r9


MeasuredResultsOnRACH-r9


OPTIONAL
}
#Partially Omitted
-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v7b0NonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v7b0ext

















RRCConnectionRequest-v7b0ext-IEs,











v8xyNonCriticalExtensions

SEQUENCE {












rrcConnectionRequest-v8xyext

















RRCConnectionRequest-v8xyext-IEs,











v9xyNonCriticalExtensions

SEQUENCE {













rrcConnectionRequest-v9xyext

















RRCConnectionRequest-v9xyext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-v770ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7b0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportForE-FDPCH




ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v8xyext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,



multiCellSupport




ENUMERATED { true }




OPTIONAL,



pre-redirectionInfo




Pre-RedirectionInfo




OPTIONAL,



supportOfMACiis





ENUMERATED { true }




OPTIONAL

}
RRCConnectionRequest-v9xyext-IEs ::= 
SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-r9


MeasuredResultsOnRACH-r9


OPTIONAL
}

#Partially Omitted
-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




uplinkDirectTransfer-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE {





uplinkDirectTransfer-v690ext

UplinkDirectTransfer-v690ext-IEs,




v9xyNonCriticalExtensions


SEQUENCE {






uplinkDirectTransfer-v9xyext

UplinkDirectTransfer-v9xyext-IEs,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL



}
OPTIONAL

}

UplinkDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq



OPTIONAL

}
UplinkDirectTransfer-v9xyext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACH-r9

MeasuredResultsOnRACH-r9





OPTIONAL
}
#Partially Omitted
11.3
Information element definitions
#Partially Omitted
SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext,







v770NonCriticalExtension


SEQUENCE {








sysInfoType3-v770ext



SysInfoType3-v770ext-IEs,








v830NonCriticalExtension


SEQUENCE {









sysInfoType3-v830ext



SysInfoType3-v830ext-IEs,









v8xyNonCriticalExtension


SEQUENCE {










sysInfoType3-v8xyext



SysInfoType3-v8xyext-IEs,









v9xyNonCriticalExtension


SEQUENCE {











sysInfoType3-v9xyext



SysInfoType3-v9xyext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}






OPTIONAL








}






OPTIONAL








}






OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType3-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType3-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL
}

SysInfoType3-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType3-v670ext ::= SEQUENCE {


 
domainSpecificAccessRestrictionParametersForPLMNOfMIB










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork










DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}

SysInfoType3-v770ext-IEs ::=

SEQUENCE {


deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport
OPTIONAL,


q-QualMin-Offset





Q-QualMin-Offset



OPTIONAL,


q-RxlevMin-Offset





Q-RxlevMin-Offset



OPTIONAL,


mbsfnOnlyService





MBSFNOnlyService



OPTIONAL

}

SysInfoType3-v830ext-IEs ::=

SEQUENCE {


pagingPermissionWithAccessControlParametersForPLMNOfMIB











PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForSharedNetwork











PagingPermissionWithAccessControlForSharedNetwork
OPTIONAL

}

SysInfoType3-v8xyext-IEs ::=

SEQUENCE {

csgId







CSG-Identity






OPTIONAL,

csgSplitInfo





CSGSplitInfo






OPTIONAL

}
SysInfoType3-v9xyext-IEs ::=

SEQUENCE {

deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport-r9

OPTIONAL
}
#Partially Omitted
DeferredMeasurementControlReadingSupport ::= SEQUENCE {


-- If modeSpecificInfo is not present, deferred SIB11, SIB11bis and SIB12 reading 


-- with default measurement quantities applies


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqMeasQuantity-FDD


IntraFreqMeasQuantity-FDD-sib3



},



tdd








SEQUENCE {




intraFreqMeasQuantity-TDDList

IntraFreqMeasQuantity-TDD-sib3List



}


}

OPTIONAL

}
DeferredMeasurementControlReadingSupport-r9 ::= SEQUENCE {


-- If modeSpecificInfo is not present,deferred SIB11, SIB11bis and SIB12 reading 


-- with default measurement quantities applies


intraFreqMeasQuantity-FDDextension


IntraFreqMeasQuantity-FDDextension-sib3

OPTIONAL
}
#Partially Omitted
IntraFreqMeasQuantity ::=


SEQUENCE {


filterCoefficient




FilterCoefficient




DEFAULT fc0,


modeSpecificInfo 




CHOICE {



fdd







SEQUENCE {




intraFreqMeasQuantity-FDD

IntraFreqMeasQuantity-FDD


},



tdd







SEQUENCE {




intraFreqMeasQuantity-TDDList
IntraFreqMeasQuantity-TDDList



}


}

}

IntraFreqMeasQuantity-r9 ::=


SEQUENCE {




intraFreqMeasQuantity-FDDextension

IntraFreqMeasQuantity-FDDextension

OPTIONAL
}

-- If IntraFreqMeasQuantity-FDD is used in InterRATMeasQuantity, then only 

-- cpich-Ec-N0 and cpich-RSCP are allowed.

-- dummy is not used in this version of the specification, it should

-- not be sent and if received the UE behaviour is not specified.
IntraFreqMeasQuantity-FDD ::=

ENUMERATED {











cpich-Ec-N0,











cpich-RSCP,











pathloss,











dummy }

IntraFreqMeasQuantity-FDDextension ::=

ENUMERATED {











cpich-Ec-N0,











cpich-RSCP,











pathloss,











cpich-Ec-NandRSCP }

IntraFreqMeasQuantity-FDD-sib3 ::=
ENUMERATED {











cpich-Ec-N0, cpich-RSCP }
IntraFreqMeasQuantity-FDDextension-sib3 ::=
ENUMERATED {











cpich-Ec-N0, cpich-RSCP, cpich-Ec-NandRSCP, spare }

-- dummy is not used in this version of the specification, it should

-- not be sent and if received the UE behaviour is not specified.
IntraFreqMeasQuantity-TDD ::=

ENUMERATED {











primaryCCPCH-RSCP,











pathloss,











timeslotISCP,











dummy }

IntraFreqMeasQuantity-TDDList ::=
SEQUENCE (SIZE (1..4)) OF











IntraFreqMeasQuantity-TDD

IntraFreqMeasQuantity-TDD-sib3List ::= SEQUENCE (SIZE (1..2)) OF











ENUMERATED { primaryCCPCH-RSCP, timeslotISCP }
IntraFreqMeasuredResultsList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF











CellMeasuredResults
#Partially Omitted
IntraFreqMeasurementSysInfo-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-RSCP-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0-LCR-r4 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-RSCP-r9 ::=
SEQUENCE {


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH-r9
OPTIONAL,

intraFreqMeasQuantity



IntraFreqMeasQuantity-r9
OPTIONAL
}

IntraFreqMeasurementSysInfo-ECN0-r9 ::=

SEQUENCE {


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH-r9
OPTIONAL,

intraFreqMeasQuantity



IntraFreqMeasQuantity-r9
OPTIONAL
}

IntraFreqMeasurementSysInfo-HCS-RSCP-r9 ::=
SEQUENCE {


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH-r9
OPTIONAL,

intraFreqMeasQuantity



IntraFreqMeasQuantity-r9
OPTIONAL
}

IntraFreqMeasurementSysInfo-HCS-ECN0-r9 ::=
SEQUENCE {


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH-r9
OPTIONAL,

intraFreqMeasQuantity



IntraFreqMeasQuantity-r9



OPTIONAL
}

IntraFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-r4 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r4,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-r6 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r6,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-r7 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r7,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportingCriteria ::=

SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList

OPTIONAL

}

IntraFreqReportingCriteria-r4 ::=
SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r4
OPTIONAL

}

IntraFreqReportingCriteria-LCR-r4 ::=
SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-LCR-r4
OPTIONAL

}

IntraFreqReportingCriteria-r6 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r6
OPTIONAL

}

IntraFreqReportingCriteria-r7 ::= SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r7
OPTIONAL

}

IntraFreqReportingQuantity ::=

SEQUENCE {


activeSetReportingQuantities

CellReportingQuantities,


monitoredSetReportingQuantities

CellReportingQuantities,


detectedSetReportingQuantities

CellReportingQuantities



OPTIONAL

}

IntraFreqReportingQuantityForRACH ::= SEQUENCE {


sfn-SFN-OTD-Type




SFN-SFN-OTD-Type,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqRepQuantityRACH-FDD

IntraFreqRepQuantityRACH-FDD



},



tdd








SEQUENCE {




intraFreqRepQuantityRACH-TDDList
IntraFreqRepQuantityRACH-TDDList



}


}

}
IntraFreqReportingQuantityForRACH-r9 ::= SEQUENCE {




intraFreqRepQuantityRACH-FDD

IntraFreqRepQuantityRACH-FDDextension

OPTIONAL
}

IntraFreqRepQuantityRACH-FDD ::=
ENUMERATED {











cpich-EcN0, cpich-RSCP, 











pathloss, noReport }
IntraFreqRepQuantityRACH-FDDextension ::=
ENUMERATED {











cpich-EcN0, cpich-RSCP, 











pathloss, noReport, cpich-EcN0andcpich-RSCP, spare1, spare2, spare3 }
IntraFreqRepQuantityRACH-TDD ::=
ENUMERATED {











timeslotISCP,











primaryCCPCH-RSCP,











noReport }

IntraFreqRepQuantityRACH-TDDList ::= SEQUENCE (SIZE (1..2)) OF











IntraFreqRepQuantityRACH-TDD
· IntraFrequencyMeasurement ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList



OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria



OPTIONAL

}

IntraFrequencyMeasurement-r4 ::=
SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList-r4


OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria-r4


OPTIONAL

}

IntraFrequencyMeasurement-r6 ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList-r4


OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


-- reportCriteria is optional in later versions of this message


reportCriteria





IntraFreqReportCriteria-r6

}

IntraFrequencyMeasurement-r7 ::=

SEQUENCE {


intraFreqCellInfoList



IntraFreqCellInfoList-r4


OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantity


IntraFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





IntraFreqReportCriteria-r7


OPTIONAL

}

IODE ::=






INTEGER (0..255)

IP-Length ::=





ENUMERATED {











ipl5, ipl10 }

IP-PCCPCH-r4 ::=




BOOLEAN

IP-Spacing ::=





ENUMERATED {











e5, e7, e10, e15, e20,











e30, e40, e50 }

IP-Spacing-TDD ::=





ENUMERATED {











e30, e40, e50, e70, e100}

IS-2000SpecificMeasInfo ::=


ENUMERATED {











frequency, timeslot, colourcode,











outputpower, pn-Offset }

KeplerianParameters ::=



SEQUENCE {


toe-nav







BIT STRING (SIZE (14)),


ganss-omega-nav





BIT STRING (SIZE (32)),


delta-n-nav






BIT STRING (SIZE (16)),


m-zero-nav






BIT STRING (SIZE (32)),


omegadot-nav





BIT STRING (SIZE (24)),


ganss-e-nav






BIT STRING (SIZE (32)),


idot-nav






BIT STRING (SIZE (14)),


a-sqrt-nav






BIT STRING (SIZE (32)),


i-zero-nav






BIT STRING (SIZE (32)),


omega-zero-nav





BIT STRING (SIZE (32)),


c-rs-nav






BIT STRING (SIZE (16)),


c-is-nav






BIT STRING (SIZE (16)),


c-us-nav






BIT STRING (SIZE (16)),


c-rc-nav






BIT STRING (SIZE (16)),


c-ic-nav






BIT STRING (SIZE (16)),


c-uc-nav






BIT STRING (SIZE (16))

}

MaxNumberOfReportingCellsType1 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6}

MaxNumberOfReportingCellsType2 ::=
ENUMERATED {











e1, e2, e3, e4, e5, e6, e7, e8, e9, e10, e11, e12}

MaxNumberOfReportingCellsType3 ::=
ENUMERATED {











viactCellsPlus1,











viactCellsPlus2,











viactCellsPlus3,











viactCellsPlus4,











viactCellsPlus5,











viactCellsPlus6 }

MaxReportedCellsOnRACH ::=


ENUMERATED {











noReport,











currentCell,











currentAnd-1-BestNeighbour,











currentAnd-2-BestNeighbour,











currentAnd-3-BestNeighbour,











currentAnd-4-BestNeighbour,











currentAnd-5-BestNeighbour,











currentAnd-6-BestNeighbour }

MaxReportedCellsOnRACHinterFreq ::=

INTEGER (1..8)
MeasuredResults ::=




CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interRATMeasuredResultsList


InterRATMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults,


ue-positioning-MeasuredResults

UE-Positioning-MeasuredResults,


spare







NULL

}

MeasuredResults-v390ext ::=




SEQUENCE {


ue-positioning-MeasuredResults-v390ext




UE-Positioning-MeasuredResults-v390ext

}

MeasuredResults-v590ext ::= CHOICE {


intraFrequencyMeasuredResultsList

IntraFrequencyMeasuredResultsList-v590ext,


interFrequencyMeasuredResultsList

InterFrequencyMeasuredResultsList-v590ext

}

MeasuredResults-v770ext ::= CHOICE {


ueInternalMeasuredResults



UE-InternalMeasuredResults-v770ext,


ue-positioning-MeasuredResults


UE-Positioning-MeasuredResults-v770ext

}

MeasuredResults-v8xyext ::= CHOICE {


ue-positioning-MeasuredResults-v8xyext
UE-Positioning-MeasuredResults-v8xyext

}

MeasuredResults-LCR-r4 ::=


CHOICE {


intraFreqMeasuredResultsList

IntraFreqMeasuredResultsList,


interFreqMeasuredResultsList

InterFreqMeasuredResultsList,


interRATMeasuredResultsList


InterRATMeasuredResultsList,


trafficVolumeMeasuredResultsList
TrafficVolumeMeasuredResultsList,


qualityMeasuredResults



QualityMeasuredResults,


ue-InternalMeasuredResults


UE-InternalMeasuredResults-LCR-r4,


ue-positioniing-MeasuredResults

UE-Positioning-MeasuredResults,


spare







NULL

}

MeasuredResultsList ::=



SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasuredResults

MeasuredResultsList-LCR-r4-ext ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasuredResults-LCR-r4

MeasuredResultsList-v770xet ::=

SEQUENCE (SIZE (1..maxAdditionalMeas)) OF SEQUENCE {


-- The 'measuredResults' element shall be present, if 'v770' extended measurement results


-- associated with the corresponding element in the IE 'MeasuredResultList' shall be


-- provided, otherwise it is not needed


measuredResults





MeasuredResults-v770ext




OPTIONAL

}

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss,






spare







NULL 





}




},




tdd








SEQUENCE {





-- For 3.84 Mcps, 7.68 Mcps and 1.28 Mcps TDD





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MeasuredResultsOnRACH-r9 ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss,






cpich-Ec-N0andRSCP



SEQUENCE{







cpich-Ec-N0






CPICH-Ec-N0,







cpich-RSCP






CPICH-RSCP






}




}




},




tdd








SEQUENCE {





-- For 3.84 Mcps, 7.68 Mcps and 1.28 Mcps TDD





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MeasuredResultsOnRACHinterFreq ::=

SEQUENCE {


interFreqCellIndication-SIB11


INTEGER (0..1),


interFreqCellIndication-SIB12


INTEGER (0..1),


interFreqRACHRepCellsList



InterFreqRACHRepCellsList

}
MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementCommand-r4 ::=


CHOICE {


setup







MeasurementType-r4,


modify







SEQUENCE {



measurementType





MeasurementType-r4



OPTIONAL


},


release







NULL

}

MeasurementCommand-r6 ::=


CHOICE {


setup







MeasurementType-r6,


modify







SEQUENCE {



measurementType





MeasurementType-r6



OPTIONAL


},


release







NULL

}

MeasurementCommand-r7 ::=


CHOICE {


setup







MeasurementType-r7,


modify







SEQUENCE {



measurementType





MeasurementType-r7



OPTIONAL


},


release







NULL

}

MeasurementCommand-r8 ::=


CHOICE {


setup







MeasurementType-r8,


modify







SEQUENCE {



measurementType





MeasurementType-r8



OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0

OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}



},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL



}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL

}
MeasurementControlSysInfo-v9xy ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP-r9
OPTIONAL




},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0-r9

OPTIONAL




}



}


},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP-r9


OPTIONAL




},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0-r9


OPTIONAL





}




}


}


}
}
MeasurementControlSysInfoExtension ::= SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS





CHOICE {



hcs-not-used 




SEQUENCE {




cellSelectQualityMeasure

CHOICE {





cpich-RSCP





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-RSCP
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-RSCP
OPTIONAL





},





cpich-Ec-N0





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-ECN0
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-ECN0
OPTIONAL





}




},




newInterRATCellList



NewInterRATCellList



OPTIONAL



},



hcs-used





SEQUENCE {




cellSelectQualityMeasure

CHOICE {





cpich-RSCP





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-HCS-RSCP
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-HCS-ECN0
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-HCS-ECN0
OPTIONAL





}




},




newInterRATCellList



NewInterRATCellList



OPTIONAL



}


}

}

MeasurementControlSysInfoExtensionAddon-r5 ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoListAddon-r5
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoListAddon-r5
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoListAddon-r5


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL

}

MeasurementControlSysInfoExtension-LCR-r4 ::= SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS




CHOICE {



hcs-not-used 



SEQUENCE {




cellSelectQualityMeasure
CHOICE {





cpich-RSCP




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-RSCP-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-ECN0-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-ECN0-LCR-r4
OPTIONAL





}




},




newInterRATCellList


NewInterRATCellList




OPTIONAL



},



hcs-used




SEQUENCE {




cellSelectQualityMeasure
CHOICE {





cpich-RSCP




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-HCS-RSCP-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-HCS-ECN0-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-HCS-ECN0-LCR-r4
OPTIONAL





}




},




newInterRATCellList


NewInterRATCellList




OPTIONAL



}


}

}

MeasurementControlSysInfo-LCR-r4-ext ::=
SEQUENCE {


-- CHOICE use-of-HCS shall have the same value as the use-of-HCS


-- in MeasurementControlSysInfo


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL





}




}



},



hcs-used





SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL





}




}



}


}

}
#Partially Omitted
SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,

-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









v9xyNonCriticalExtensions

SEQUENCE {











sysInfoType11-v9xyext


SysInfoType11-v4b0ext-IEs-v9xy-IEs,








nonCriticalExtensions


SEQUENCE {}



OPTIONAL








}






OPTIONAL







}






OPTIONAL







}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext
}

SysInfoType11-v4b0ext-IEs-v9xy-IEs ::= SEQUENCE {


measurementControlSysInfo



MeasurementControlSysInfo-v9xy

OPTIONAL
}
SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information



v7b0NonCriticalExtensions

SEQUENCE {




sysInfoType11bis-v7b0ext

SysInfoType11bis-v7b0ext-IEs,




v8xyCriticalExtensions


SEQUENCE {





sysInfoType11bis-v8xyext

SysInfoType11bis-v8xyext,




nonCriticalExtensions


SEQUENCE {}



OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11bis-v7b0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11bis-v8xyext ::=

SEQUENCE {


csg-DedicatedFrequencyInfoList
CSG-DedicatedFrequencyInfoList

OPTIONAL,



csgSplitInfo




CSGSplitInfo





OPTIONAL
}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,







v7b0NonCriticalExtensions

SEQUENCE {








sysInfoType12-v7b0ext


SysInfoType12-v7b0ext-IEs,








v9xyNonCriticalExtensions

SEQUENCE {










sysInfoType12-v9xyext


SysInfoType12-v4b0ext-IEs-v9xy-IEs,







nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}






OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext
}
SysInfoType12-v4b0ext-IEs-v9xy-IEs ::= SEQUENCE {


measurementControlSysInfo



MeasurementControlSysInfo-v9xy

OPTIONAL
}
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