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	Reason for change:
(

	1）The description of reselection priorities handling has cause some confusions as follow:
In our understanding, whether to delete prioroties or not shall not be determined by if the PLMN selection is requested by NAS, but whether the UE leave the RPLMN, as the description in 25.304. Below there is a typical scenario we may not delete the dedicated priorities:
If user perform manual selection but select the current PLMN, which behaviour is not forbidden, UE do not need to delete the dedicated priorities because PLMN have nothing changed.
Based on above reason and example, we propose to use the similar description style in 25.304 “when leaving the RPLMN” which is clearer instead of the one in 36.304.
2）In our understanding, dedicated priorities is only used in cell reselection, and should not be used in cell selection, even if it is inherited from another RAT.

	
	

	Summary of change:
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	1）Change the leaving condition “a PLMN selection is performed on request by NAS” to “the UE leaves the RPLMN” which make the expression clearer and align with the one in 25.304.
2）The priority inheritance shall be occurred “at inter-RAT cell reselection”.
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5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). The UE shall delete priorities provided by dedicated signalling when:

· the UE enters RRC_CONNECTED state; or

· the optional validity time of dedicated priorities (T320) expires; or

· the UE leaves the RPLMN.

NOTE:
Equal priorities between RATs are not supported.

The UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

The UE shall not consider any black listed cells as candidate for cell reselection.

The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and [T3230, FFS] in GERAN), if configured, at inter-RAT cell reselection.

NOTE:
The network may assign dedicated cell reselection priorities for frequencies not configured by system information.
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