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<-- Change1 begins -->
 9.2
Default radio configurations

9.2.1
SRB configurations

9.2.1.1
SRB1

Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration 
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity
infinity
t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit
	ms35

ms0
	
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	


9.2.1.2
SRB2

Parameters

	Name
	Value
	Semantics description
	Ver

	RLC configuration 
	am
	
	

	ul-RLC-Config

>t-PollRetransmit

>pollPDU

>pollByte

>maxRetxThreshold
	ms45

infinity
infinity
t4
	
	

	dl-RLC-Config

>t-Reordering

>t-StatusProhibit
	ms35

ms0
	
	

	Logical channel configuration
	
	
	

	priority
	3
	
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	


9.2.2
Default MAC main configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	MAC main configuration
	
	
	

	maxHARQ-tx
	n5
	
	

	periodicBSR-Timer
	infinity
	
	

	retxBSR-Timer
	sf2560
	
	

	ttiBundling
	FALSE
	
	

	drx-Config
	release
	
	

	phr-Config
	release
	
	


9.2.3
Default semi-persistent scheduling configuration

	SPS-Config

>sps-ConfigDL

>sps-ConfigUL
	release

release
	
	


9.2.4
Default physical channel configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDSCH-ConfigDedicated

>p-a
	dB0
	
	

	PUCCH-ConfigDedicated

> tdd-AckNackFeedbackMode

>ackNackRepetition
	bundling

release
	Only valid for TDD mode
	

	PUSCH-ConfigDedicated

>betaOffset-ACK-Index

>betaOffset-RI-Index

>betaOffset-CQI-Index
	10

12

15
	
	

	UplinkPowerControlDedicated

>p0-UE-PUSCH

>deltaMCS-Enabled

>accumulationEnabled

>p0-UE-PUCCH

>pSRS-Offset

> filterCoefficient
	0

en0 (disabled)

TRUE

0

7

fc4
	
	

	tpc-pdcch-ConfigPUCCH
	release
	
	

	tpc-pdcch-ConfigPUSCH
	release
	
	

	CQI-ReportConfig

> CQI-ReportPeriodic
	release
	
	

	SoundingRS-UL-ConfigDedicated
	release
	
	

	AntennaInfoDedicated

>transmissionMode

>codebookSubsetRestriction

>ue-TransmitAntennaSelection
	tm1, tm2

N/A

release
	If the number of PBCH antenna ports is one, tm1 is used as default; otherwise tm2 is used as default
	

	SchedulingRequestConfig
	release
	
	


9.2.5
Default values timers and constants

Parameters

	Name
	Value
	Semantics description
	Ver

	t310
	ms1000
	
	

	n310
	1
	
	

	t311
	ms1000
	
	

	n311
	1
	
	


<-- Change1 ends -->
<-- Change2 begins -->
6.3.2
Radio resource control information elements

–
RLC-Config
The IE RLC-Config is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config information element
-- ASN1START

RLC-Config ::=



CHOICE {


am








SEQUENCE {



ul-AM-RLC






UL-AM-RLC,



dl-AM-RLC






DL-AM-RLC


},


um-Bi-Directional




SEQUENCE {



ul-UM-RLC






UL-UM-RLC,



dl-UM-RLC






DL-UM-RLC


},


um-Uni-Directional-UL



SEQUENCE {



ul-UM-RLC






UL-UM-RLC


},


um-Uni-Directional-DL



SEQUENCE {



dl-UM-RLC






DL-UM-RLC


},


...

}

UL-AM-RLC ::=





SEQUENCE {


t-PollRetransmit




T-PollRetransmit,


pollPDU







PollPDU,


pollByte






PollByte,


maxRetxThreshold




ENUMERATED {












t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC ::=





SEQUENCE {


t-Reordering





T-Reordering,


t-StatusProhibit




T-StatusProhibit

}

UL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength

}

DL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength,


t-Reordering





T-Reordering

}

SN-FieldLength ::=




ENUMERATED {size5, size10}

T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare9, spare8,











spare7, spare6, spare5, spare4, spare3,











spare2, spare1}

PollPDU ::=






ENUMERATED {











p4, p8, p16, p32, p64, p128, p256, pInfinity}

PollByte ::=





ENUMERATED {











kB25, kB50, kB75, kB100, kB125, kB250, kB375,











kB500, kB750, kB1000, kB1250, kB1500, kB2000,











kB3000, kBinfinity, spare1}

T-Reordering ::=




ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms110,











ms120, ms130, ms140, ms150, ms160, ms170,











ms180, ms190, ms200, spare1}

T-StatusProhibit ::=



ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare8, spare7,











spare6, spare5, spare4, spare3, spare2,











spare1}

-- ASN1STOP

	RLC-Config field descriptions

	sn-FieldLength

Indicates the UM RLC SN field size, see TS 36.322 [7], in bits. Value size5 means 5 bits, size10 means 10 bits.

	t-PollRetransmit

Timer for RLC AM in TS 36.322 [7], in milliseconds. Value ms5 means 5ms, ms10 means 10ms and so on.

	pollPDU

Parameter for RLC AM in TS 36.322 [7]. Value p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. pInfinity corresponds to an infinite number of PDUs.

	pollByte

Parameter for RLC AM in TS 36.322 [7]. Value kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. kBInfinity corresponds to an infinite amount of kBytes.

	maxRetxThreshold

Parameter for RLC AM in TS 36.322 [7]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	t-Reordering

Timer for reordering in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.

	t-StatusProhibit

Timer for status reporting in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.
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