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10.2.63
UTRAN MOBILITY INFORMATION CONFIRM
This message is used to confirm the new UTRAN mobility information for the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	Other Information Elements
	
	
	
	
	REL-7

	Deferred measurement control reading
	MD
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11 and SIB12.

Default value is FALSE
	REL-7

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM. Only applicable if the UE is moving to CELL_DCH state due to this procedure
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	


10.2.48.8.6
System Information Block type 3
The system information block type 3 contains parameters for cell selection and re-selection.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB4 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB4 is broadcast in the cell.
	

	UTRAN mobility information elements
	
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	
	

	Domain Specific Access Restriction Parameters For PLMN Of MIB
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access Restriction Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	Domain Specific Access Restriction For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	>CHOICE barring representation
	MP
	
	
	
	REL-6

	>>Domain Specific Access Restriction List
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator1
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the first PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator2
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the second PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator3
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the third PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator4
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fourth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator5
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fifth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>Domain Specific Access Restriction Parameters For All
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters
	
	
	Domain Specific Access Restriction Parameters 10.3.1.3c
	This IE specifies the common Domain Specific Access  Restriction Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	Deferred measurement control UTRAN support
	OP
	
	
	If present, the UE may apply deferred reading of SIB11, SIB11bis and SIB12. If not present, deferred reading may not be applied.
	REL-7

	>CHOICE mode
	OP
	
	
	If absent, the default reporting quantities are: "CPICH RSCP" (FDD) and "Primary CCPCH RSCP" (TDD).
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP)
	
	REL-7

	>>TDD
	
	
	
	
	REL-7

	>>>Reporting quantity list
	MP
	1 to 2
	
	
	REL-7

	>>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated (Primary CCPCH RSCP, Timeslot ISCP)
	
	REL-7

	MBSFN only service
	OP
	
	Enumerated (TRUE)
	Indicates if the cell provides only MBMS services in MBSFN mode
	REL-7

	Paging Permission with Access Control Parameters For PLMN Of MIB
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission With Access Control Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	Paging Permission with Access Control For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	>CHOICE barring representation
	MP
	
	
	
	REL-8

	>>Paging Permission with Access Control List
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator1
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the first PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator2
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the second PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator3
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the third PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator4
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fourth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator5
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fifth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>Paging Permission with Access Control Parameters For All
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters
	MP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the common Paging Permission with Access Control Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	CSG Identity
	OP
	
	CSG Identity 10.3.2.8
	
	REL-8

	CSG PSC Split Information
	OP
	
	CSG PSC Split Information 10.3.2.9
	This IE specifies the Primary Scrambling Code reservation information for CSG Cells. 
	REL-8


UTRANMobilityInformationConfirm ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



-- dummy is not used in this version of the specification and



-- it should be ignored by the receiver.



dummy






RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




utranMobilityInformationConfirm-r3-add-ext

BIT STRING

OPTIONAL,




v770NonCriticalExtension


SEQUENCE {





utranMobilityInformationConfirm-v770ext














UTRANMobilityInformationConfirm-v770ext-IEs,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL


}
OPTIONAL

}

UTRANMobilityInformationConfirm-v770ext-IEs ::= SEQUENCE {


deferredMeasurementControlReading


ENUMERATED { true }

OPTIONAL

}

SysInfoType3-v770ext-IEs ::=

SEQUENCE {


deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport
OPTIONAL,


q-QualMin-Offset





Q-QualMin-Offset



OPTIONAL,


q-RxlevMin-Offset





Q-RxlevMin-Offset



OPTIONAL,


mbsfnOnlyService





MBSFNOnlyService



OPTIONAL

}

PhysicalChannelReconfigurationComplete-v770ext-IEs ::=
SEQUENCE {



-- TABULAR: EXT-UL-TimingAdvance is applicable for TDD mode only.



ext-UL-TimingAdvance




EXT-UL-TimingAdvance
OPTIONAL,



deferredMeasurementControlReading

ENUMERATED { true }

OPTIONAL
}

DeferredMeasurementControlReadingSupport ::= SEQUENCE {


-- If modeSpecificInfo is not present, deferred SIB11, SIB11bis and SIB12 reading 


-- with default measurement quantities applies


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




intraFreqMeasQuantity-FDD


IntraFreqMeasQuantity-FDD-sib3



},



tdd








SEQUENCE {




intraFreqMeasQuantity-TDDList

IntraFreqMeasQuantity-TDD-sib3List



}


}

OPTIONAL

}
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