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1
Scope

The present document provides an overview and overall description of the E-UTRAN radio interface protocol architecture. Details of the radio interface protocols are specified in companion specifications of the 36 series.

[next modified section]
3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Carrier frequency: center frequency of the cell.
E-RAB: An E-RAB uniquely identifies the concatenation of an S1 Bearer and the corresponding Data Radio Bearer. When an E-RAB exists, there is a one-to-one mapping between this E-RAB and an EPS bearer of the Non Access Stratum as defined in [17].
MBMS-dedicated cell: cell dedicated to MBMS transmission.  MBMS-dedicated cell is not supported in this release.
Frequency layer: set of cells with the same carrier frequency.

Handover: procedure that changes the serving cell of a UE in RRC_CONNECTED.

Unicast/MBMS-mixed cell: cell supporting both unicast and MBMS transmissions.
[next modified section]
5.3
Transport Channels

The physical layer offers information transfer services to MAC and higher layers. The physical layer transport services are described by how and with what characteristics data are transferred over the radio interface. An adequate term for this is “Transport Channel”.

NOTE:
This should be clearly separated from the classification of what is transported, which relates to the concept of logical channels at MAC sublayer.

Downlink transport channel types are:

1.
Broadcast Channel (BCH) characterised by:

-
fixed, pre-defined transport format;

-
requirement to be broadcast in the entire coverage area of the cell.

2.
Downlink Shared Channel (DL-SCH) characterised by:
-
support for HARQ;

-
support for dynamic link adaptation by varying the modulation, coding and transmit power;

-
possibility to be broadcast in the entire cell;

-
possibility to use beamforming;

-
support for both dynamic and semi-static resource allocation;

-
support for UE discontinuous reception (DRX) to enable UE power saving;


NOTE:
the possibility to use slow power control depends on the physical layer.
3.
Paging Channel (PCH) characterised by:
-
support for UE discontinuous reception (DRX) to enable UE power saving (DRX cycle is indicated by the network to the UE);

-
requirement to be broadcast in the entire coverage area of the cell;

-
mapped to physical resources which can be used dynamically also for traffic/other control channels.

4.
Multicast Channel (MCH) characterised by:
-
requirement to be broadcast in the entire coverage area of the cell;

-
support for MBSFN combining of MBMS transmission on multiple cells;

-
support for semi-static resource allocation e.g. with a time frame of a long cyclic prefix.

Uplink transport channel types are:

1.
Uplink Shared Channel (UL-SCH) characterised by:

-
possibility to use beamforming; (likely no impact on specifications)

-
support for dynamic link adaptation by varying the transmit power and potentially modulation and coding;

-
support for HARQ;

-
support for both dynamic and semi-static resource allocation.

NOTE:
the possibility to use uplink synchronisation and timing advance depend on the physical layer.

2.
Random Access Channel(s) (RACH) characterised by:

-
limited control information;

-
collision risk;

NOTE:
the possibility to use open loop power control depends on the physical layer solution.

[next modified section]
6
Layer 2

Layer 2 is split into the following sublayers: Medium Access Control (MAC), Radio Link Control (RLC) and Packet Data Convergence Protocol (PDCP). 

This subclause gives a high level description of the Layer 2 sub-layers in terms of services and functions. The two figures below depict the PDCP/RLC/MAC architecture for downlink and uplink, where:

-
Service Access Points (SAP) for peer-to-peer communication are marked with circles at the interface between sublayers. The SAP between the physical layer and the MAC sublayer provides the transport channels. The SAPs between the MAC sublayer and the RLC sublayer provide the logical channels.

-
The multiplexing of several logical channels (i.e. radio bearers) on the same transport channel (i.e. transport block) is performed by the MAC sublayer;

-
In both uplink and downlink, only one transport block is generated per TTI in the non-MIMO case.
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Figure 6-1: Layer 2 Structure for DL
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Figure 6-2: Layer 2 Structure for UL

6.1
MAC Sublayer

This subclause provides an overview on services and functions provided by the MAC sublayer.

6.1.1
Services and Functions

The main services and functions of the MAC sublayer include:

-
Mapping between logical channels and transport channels;

-
Multiplexing/demultiplexing of MAC SDUs belonging to one or different logical channels into/from transport blocks (TB) delivered to/from the physical layer on transport channels;
-
scheduling information reporting;
-
Error correction through HARQ;

-
Priority handling between logical channels of one UE;

-
Priority handling between UEs by means of dynamic scheduling;

-
MBMS service identification;
-
Transport format selection;

-
Padding.
[next modified section]
6.1.3.2
Mapping in Downlink

The figure below depicts the mapping between downlink logical channels and downlink transport channels:
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Figure 6.1.3.2-1: Mapping between downlink logical channels and downlink transport channels

In Downlink, the following connections between logical channels and transport channels exist:

-
BCCH can be mapped to BCH;

-
BCCH can be mapped to DL-SCH;

-
PCCH can be mapped to PCH;

-
CCCH can be mapped to DL-SCH;

-
DCCH can be mapped to DL-SCH;

-
DTCH can be mapped to DL-SCH;


-
MTCH can be mapped to MCH;


-
MCCH can be mapped to MCH.

[next modified section]
15
MBMS
MBSFN Synchronization Area: an area of the network where all eNodeBs can be synchronized and perform MBSFN transmissions. MBSFN Synchronization Areas are capable of supporting one or more MBSFN Areas. On a given frequency layer, a eNodeB can only belong to one MBSFN Synchronization Area.  MBSFN Synchronization Areas are independent from the definition of MBMS Service Areas
MBSFN Transmission or a transmission in MBSFN mode: a simulcast transmission technique realised by transmission of identical waveforms at the same time from multiple cells. An MBSFN Transmission from multiple cells within the MBSFN Area is seen as a single transmission by a UE.

MBSFN Area: a MBSFN Area consists of a group of cells within an MBSFN Synchronization Area of a network, which are co-ordinated to achieve a MBSFN Transmission.  A cell within an MBSFN Synchronization Area belongs to  only one MBSFN Area for all MBMS services. 
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Figure 15-1: MBMS Definitions

MBSFN Area Transmitting and Advertising Cell: A cell within a MBSFN Area which is contributing to the MBSFN Transmission and advertises within the cell the availability of the MBSFN Transmission.

MBSFN Area Transmitting-Only Cell: A cell within a MBSFN Area which is contributing to the MBSFN Transmission but does not advertise within the cell the availability of the MBSFN Transmission. The need for this type of cell is FFS. 

MBSFN Area Reserved Cell: A cell within a MBSFN Area which does not contribute to the MBSFN Transmission. The cell may be allowed to transmit for other services but at restricted power on the resource allocated for the MBSFN transmission e.g. PTP for users at the centre of the cell. 

15.1
General

In E-UTRAN, MBMS can be provided with single frequency network mode of operation (MBSFN) only on a frequency layer shared with non-MBMS services (set of cells supporting both unicast and MBMS transmissions i.e. set of "Unicast/MBMS mixed cells").
MBMS reception is possible for UEs in RRC_CONNECTED or RRC_IDLE states. Whenever receiving MBMS services, a user shall be notified of an incoming call, and originating calls shall be possible.

15.2
MBMS Cells


15.2.1
MBMS-dedicated cell

Void.






15.2.2
MBMS/Unicast-mixed cell

In E-UTRAN, MBMS is only supported in a carrier shared with unicast traffic. Cells performing MBMS transmissions are referred to as MBMS/Unicast-mixed cells. MBMS is not supported for heNB.
For MBMS/Unicast mixed cells:
-
MTCH and MCCH are mapped on MCH for p-t-m transmission;
-
Transmission of both unicast and MBMS in the cell is done in a co-ordinated manner. 


15.3
MBMS Transmission

15.3.1
General

Void.
15.3.2
Single-cell transmission
Void.











15.3.3
Multi-cell transmission

Multi-cell transmission of MBMS is characterized by:

-
Synchronous transmission of MBMS within its MBSFN Area;

-
Combining of MBMS transmission from multiple cells is supported;

-
MTCH and MCCH are mapped on MCH for p-t-m transmission;
-
MTCH uses the RLC-UM mode;
-
The MBSFN Synchronization Area, the MBSFN Area, and the MBSFN Transmitting, Advertising, and Reserved cells are semi-statically configured e.g. by O&M;
-
Scheduling of each MCH is done by the MCE;
-
MBSFN areas are static, unless changed by O&M (i.e. no dynamic change of areas);
-
AMC based on non-AS level feedback is FFS.
A carrier frequency may support more than one MCH, where the physical resource allocation to a specific MCH is made by specifying a pattern of subframes, not necessarily adjacent in time, to that MCH. This pattern is called a MCH Subframe Allocation Pattern (MSAP). Multiple MBMS services can be mapped to the same MCH and one MCH contains data belonging to only one MBSFN Area. It shall be possible for a Rel-9 MCH to not use all MBSFN resources signalled as part of the Rel-8 MBSFN signalling. Whether there is a 1-to-1 mapping between MCH and MBSFN Area is FFS. The MSAP for every MCH carrying MTCH is signalled on MCCH. At such an MSAP occasion:

-
The eNB applies MAC multiplexing of different MTCH's to be transmitted on this MCH. The transmission order of MTCHs is signalled (FFS whether implicitly or explicitly) in the MCCH;

-
Dynamic scheduling information can be provided in the MSAP occasion to assist the UE in choosing which subframes it needs to receive, both when services are multiplexed onto the MCH and when only a single service is transmitted on the MCH. It is FFS how the scheduling information is carried (e.g.  in a MAC control element, or a separate logical channel MSCH). The dynamic scheduling information carries the mapping of MTCHs to the sub-frames of the associated MSAP occasion. This mapping is based on the indexing of sub-frames belonging to one MSAP occasion.

The content synchronization for multi-cell transmission is provided by the following principles:

1.
All eNBs in a given MBSFN Synchronization Area have a synchronised radio frame timing such that the radio frames are transmitted at the same time. 
2.
All eNBs have the same configuration of RLC/MAC/PHY for each MBMS service, and identical information (e.g. time information, transmission order/priority information) such that synchronized dynamic scheduling in the eNBs is ensured. These are indicated in advance by the MCE.
3.
An E-MBMS GW sends/broadcasts MBMS packet with the SYNC protocol to each eNB transmitting the service. 
4.
The SYNC protocol provides additional information so that the eNBs identify the transmission radio frame(s). The E-MBMS GW does not need accurate knowledge of radio resource allocation in terms of exact time division (e.g. exact start time of the radio frame transmission).

5.
eNB buffers MBMS packet and waits for the transmission timing indicated in the SYNC protocol. 

6.
The segmentation/concatenation is needed for MBMS packets and should be totally up to the RLC/MAC layer in eNB.

7.
The SYNC protocol provides means to detect packet loss(es) and supports a recovery mechanism robust against loss of consecutive PDU packets (MBMS Packets with SYNC Header). 

8.
For the packet loss case the transmission of radio blocks potentially impacted by the lost packet should be muted.

9.
The mechanism supports indication or detection of MBMS data burst termination (e.g. to identify and alternately use available spare resources related to pauses in the MBMS PDU data flow).

15.3.4
MBMS Reception States

UEs that are receiving MTCH transmissions can be in RRC_IDLE or RRC_CONNECTED state.

15.3.5
MCCH Structure

The following principles govern the MCCH structure:

-
BCCH indicates the scheduling of the MCCH for multi-cell transmission on MCH.


-
BCCH only points to the resources where the MCCH(s) can be found i.e. it does not indicate the availability of the services.

-
The MCCH is sent on MCH.

-
The MCCH-MBSFN area is not necessarily the same as the MTCH-MBSFN area i.e. MCCH can be either on a different MCH than the MCH carrying “advertised” MTCH, or multiplexed on the same MCH as the one carrying “advertised” MTCH.

15.4
Service Continuity





UEs that are receiving MBMS service(s) in RRC_IDLE state performing cell reselection or are in RRC_CONNECTED state obtain target cell MTCH information from the target cell MCCH. Mechanisms to deliver MCCH to UE via handover command are not supported..
MBMS does not affect unicast mobility procedures and going from one MBSFN area to another is left up to UE implementation.  No new information is provided to help the UE in switching reception between MBSFNs, but the frequency layer which carries the MBSFN transmission may be set to a high priority to help service continuity in RRC_IDLE.
No AS level mechanism for service continuity will be defined for mobility outside cells belonging to the MBSFN area, such as heNB.
[next modified section]
Annex D (informative):
MBMS
Void.





















































	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	










	
	

	





	





	


	


	







	






	



	



	

	


	

	


	
	

	

	


	Note 1: 
Scheduling information may take two forms, e.g. semi-static scheduling of the TTIs in which MTCH transmissions can take place and short-term scheduling which indicates whether transmissions take place within these TTI, e.g. for DRX (FFS).

Note 2: 
The case represented here is the FFS scenario where an eNB requires a UE to enter RRC Connected state in order to receive a service. This relates to a single-cell transmission e.g. to perform feedback. A UE might be required to do this on taking up the service, on transferring into a cell whilst receiving the service or whilst receiving the service when in a cell.

Note 3: 
The use case represents case 2 of the service continuity requirements as described in section 15.4.


[next modified section]
E.1.10
MBMS

For this release, no new mobility procedures compared to Release-8 are included specifically for MBMS. In future releases the following should be considered. As MBMS services may be provided only in certain frequency layers, it may be beneficial/necessary to control inter-frequency/RAT mobility depending on whether the UE receives a particular MBMS service or not. For MBMS scenarios only, UE based service dependent cell reselection might be considered acceptable. This aspect also depends on the UE capability for simultaneous reception of MBMS and unicast.
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