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6
Layer 2

Layer 2 is split into the following sublayers: Medium Access Control (MAC), Radio Link Control (RLC) and Packet Data Convergence Protocol (PDCP). 
This subclause gives a high level description of the Layer 2 sub-layers in terms of services and functions. The two figures below depict the PDCP/RLC/MAC architecture for downlink and uplink, where:

-
Service Access Points (SAP) for peer-to-peer communication are marked with circles at the interface between sublayers. The SAP between the physical layer and the MAC sublayer provides the transport channels. The SAPs between the MAC sublayer and the RLC sublayer provide the logical channels.

-
The multiplexing of several logical channels (i.e. radio bearers) on the same transport channel (i.e. transport block) is performed by the MAC sublayer;

-
In both uplink and downlink, only one transport block is generated per TTI in the non-MIMO case.
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Figure 6-1: Layer 2 Structure for DL
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Figure 6-2: Layer 2 Structure for UL

6.1
MAC Sublayer

This subclause provides an overview on services and functions provided by the MAC sublayer.

6.1.1
Services and Functions

The main services and functions of the MAC sublayer include:

-
Mapping between logical channels and transport channels;

-
Multiplexing/demultiplexing of MAC SDUs belonging to one or different logical channels into/from transport blocks (TB) delivered to/from the physical layer on transport channels;
-
scheduling information reporting;

-
Error correction through HARQ;

-
Priority handling between logical channels of one UE;
-
Priority handling between UEs by means of dynamic scheduling;
-
Priority handling between MBMS and non-MBMS data flow(s);
-
Service identification i.e. LCID in MAC header;
-
Transport format selection;

-
Padding.

6.1.2
Logical Channels

Different kinds of data transfer services as offered by MAC. Each logical channel type is defined by what type of information is transferred.

A general classification of logical channels is into two groups:

-
Control Channels (for the transfer of control plane information);

-
Traffic Channels (for the transfer of user plane information).

There is one MAC entity per cell. MAC generally consists of several function blocks (transmission scheduling functions, per UE functions, MBMS functions, MAC control functions, transport block generation…). Transparent Mode is only applied to BCCH, CCCH and PCCH.

6.1.2.1
Control Channels
Control channels are used for transfer of control plane information only. The control channels offered by MAC are:

-
Broadcast Control Channel (BCCH)


A downlink channel for broadcasting system control information.

-
Paging Control Channel (PCCH)


A downlink channel that transfers paging information and system information change notifications. This channel is used for paging when the network does not know the location cell of the UE.

-
Common Control Channel (CCCH)


Channel for transmitting control information between UEs and network. This channel is used for UEs having no RRC connection with the network.

-
Multicast Control Channel (MCCH)


A point-to-multipoint downlink channel used for transmitting MBMS control information from the network to the UE, for one or several MTCHs. This channel is only used by UEs that receive MBMS.

NOTE: 
It is FFS how MBMS scheduling is transmitted by either L2/3 signalling on MCCH or L1 signalling.
-
Dedicated Control Channel (DCCH)


A point-to-point bi-directional channel that transmits dedicated control information between a UE and the network. Used by UEs having an RRC connection.

6.1.2.2
Traffic Channels

Traffic channels are used for the transfer of user plane information only. The traffic channels offered by MAC are:

-
Dedicated Traffic Channel (DTCH)


A Dedicated Traffic Channel (DTCH) is a point-to-point channel, dedicated to one UE, for the transfer of user information. A DTCH can exist in both uplink and downlink.

-
Multicast Traffic Channel (MTCH)


A point-to-multipoint downlink channel for transmitting traffic data from the network to the UE. This channel is only used by UEs that receive MBMS.

6.1.3
Mapping between logical channels and transport channels

6.1.3.1
Mapping in Uplink

The figure below depicts the mapping between uplink logical channels and uplink transport channels:
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Figure 6.1.3.1-1: Mapping between uplink logical channels and uplink transport channels

In Uplink, the following connections between logical channels and transport channels exist:

-
CCCH can be mapped to UL-SCH;

-
DCCH can be mapped to UL- SCH;

-
DTCH can be mapped to UL-SCH.

6.1.3.2
Mapping in Downlink

The figure below depicts the mapping between downlink logical channels and downlink transport channels:
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Figure 6.1.3.2-1: Mapping between downlink logical channels and downlink transport channels

In Downlink, the following connections between logical channels and transport channels exist:

-
BCCH can be mapped to BCH;

-
BCCH can be mapped to DL-SCH;

-
PCCH can be mapped to PCH;

-
CCCH can be mapped to DL-SCH;

-
DCCH can be mapped to DL-SCH;

-
DTCH can be mapped to DL-SCH;

-
MTCH can be mapped to DL-SCH;
-
MTCH can be mapped to MCH;

-
MCCH can be mapped to DL-SCH;

-
MCCH can be mapped to MCH.

6.2
RLC Sublayer

This subclause provides an overview on services, functions and PDU structure provided by the RLC sublayer. Note that:

-
The reliability of RLC is configurable: some radio bearers may tolerate rare losses (e.g. TCP traffic);

-
Radio Bearers are not characterized by a fixed sized data unit (e.g. a fixed sized RLC PDU);
-
A RLC entity for MTCH is shared among cells belonging to same eNB.
6.2.1
Services and Functions
The main services and functions of the RLC sublayer include:

-
Transfer of upper layer PDUs;

-
Error Correction through ARQ (only for AM data transfer);

-
Concatenation, segmentation and reassembly of RLC SDUs (only for UM and AM data transfer);

-
Re-segmentation of RLC data PDUs (only for AM data transfer);

-
In sequence delivery of upper layer PDUs (only for UM and AM data transfer);
-
Duplicate detection (only for UM and AM data transfer);

-
Protocol error detection and recovery;

-
RLC SDU discard (only for UM and AM data transfer);
-
Out of sequence SDU delivery (only for UM data transfer in case of MCCH)
-
RLC re-establishment.

6.2.2
PDU Structure

Figure 6.2.2-1 below depicts the RLC PDU structure where:

-
The PDU sequence number carried by the RLC header is independent of the SDU sequence number (i.e. PDCP sequence number);

-
A red dotted line indicates the occurrence of segmentation;

-
Because segmentation only occurs when needed and concatenation is done in sequence, the content of an RLC PDU can generally be described by the following relations: 

-
{0; 1} last segment of SDUi + [0; n] complete SDUs + {0; 1} first segment of SDUi+n+1 ; or

-
1 segment of SDUi .
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Figure 6.2.2-1: RLC PDU Structure

6.3
PDCP Sublayer

This subclause provides an overview on services, functions and PDU structure provided by the PDCP sublayer.
6.3.1
Services and Functions

The main services and functions of the PDCP sublayer for the user plane include:

-
Header compression and decompression: ROHC only;

-
Transfer of user data;

-
In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;

-
Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;

-
Retransmission of PDCP SDUs at handover for RLC AM;

-
Ciphering and deciphering;

-
Timer-based SDU discard in uplink.

NOTE:
When compared to UTRAN, the lossless DL RLC PDU size change is not required.

The main services and functions of the PDCP for the control plane include:

-
Ciphering and Integrity Protection;

-
Transfer of control plane data.

6.3.2
PDU Structure

Figure 6.3.2-1 below depicts the PDCP PDU structure where:

-
PDCP PDU and PDCP header are octet-aligned;

-
PDCP header can be either 1 or 2 bytes long.
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Figure 6.3.2-1: PDCP PDU Structure

6.4
Void
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