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	According to the subcaluse 7.5 of 33.401, eNB would confirm valid authentication if the received CounterCheckResponse does not contain any PDCP COUNT values. 
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	1.    The optionality of currently mandatory drb-CountInfoList is changed to OPTIONAL
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	Clauses affected:
(

	6.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.2.2
Message definitions

–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList




OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountInfoList ::=


SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountInfo

DRB-CountInfo ::=
SEQUENCE {


drb-Identity




DRB-Identity,


count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)

}

-- ASN1STOP
	CounterCheckResponse field descriptions

	drb-CountInfoList
Indicates the COUNT values of the DRBs.

	count-Uplink
Indicates the value of uplink COUNT associated to this DRB.

	count-Downlink
Indicates the value of downlink COUNT associated to this DRB.
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