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	Clause 5.3.5 in TS36.331 specifies that CQI-ReportConfig, soundingRS-UL-ConfigDedicated, schedulingRequestConfig and pucch-ConfigDedicated are released upon receiving a PUCCH/ SRS release request from lower layer. Generally after a configuration has been released, there is no configuration UE could use.  However pucch-ConfigDedicated configuration is required in order to transmit HARQ ACK/NACK for DL-SCH assignments, even after a PUCCH/SRS release request. e.g. for acknowledgment of RACH message4 of the subsequent RACH procedure. Without this, UE does not have a configuration for ackNackRepetition or tdd-AckNackFeedbackMode.
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	Clarified in section 5.3.13, that UE releases the current configuration for CQI-ReportConfig, soundingRS-UL-ConfigDedicated, schedulingRequestConfig, pucch-ConfigDedicated and applies the corresponding default values as defined in 9.2.4 upon receiving a PUCCH/ SRS release request from lower layer.
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5.3.13
UE actions upon PUCCH/ SRS release request
Upon receiving a PUCCH/ SRS release request from lower layers, the UE shall:

1>
release the CQI-ReportConfig configuration and apply the default physical channel configuration for CQI-ReportConfig as specified in 9.2.4;

1>
release the soundingRS-UL-ConfigDedicated configuration and apply the default physical channel configuration for soundingRS-UL-ConfigDedicated as specified in 9.2.4;
1>
release the schedulingRequestConfig configuration and apply the default physical channel configuration for schedulingRequestConfig as specified in 9.2.4;

1>
release the pucch-ConfigDedicated configuration and apply the default physical channel configuration for pucch-ConfigDedicated as specified in 9.2.4;
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