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	In section 10.5, the text states:

‘<Sentence1: The following IEs, which are optional for eNB to UE communication, are mandatory in the sourceRadioResourceConfig if the related functionality is configured>. <Sentence2:If the IEs are not included, the target-eNB shall assume that default values are configured in the UE>’
In case UE is *configured* with default values, the sentence1 mandates source eNB to include related IEs in sourceRadioResourceConfig, since the UE has been anyhow *configured*. But this is not what the text shall be meant by. Sentence2 wants the IEs configured with default values to be able to be absent in sourceRadioResourceConfig.
According to the offline discussion, the correct situation shall be such that IEs, which are optional for eNB to UE communication, are mandatory in the sourceRadioResourceConfig if the functionality has been configured and
·  if the concerned IE is not configured default value; or
·  if the default value is not specified 
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	Clarify in which condition the source eNB shall include the concerned optional field in sourceRadioResourceConfig by replacing the related text to 
‘Within the sourceRadioResourceConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured and

-
 no default value is defined for the concerned field; or

- 
the configured value is different from the default value that is defined’
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10.5 Mandatory information in AS-Config

The AS-Config transferred between source eNB and target-eNB shall include all IEs necessary to describe the AS context. The conditional presence in section 6 is only applicable for eNB to UE communication.

The "need" or "cond" statements are not applied in case of sending the IEs from source eNB to target eNB. Some information elements shall be included regardless of the "need" or "cond" e.g. discardTimer. The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. The information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

Within the sourceRadioResourceConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured and
-
 no default value is defined for the concerned field; or
- 
the configured value is different from the default value that is defined

	Name
	Presence in clause 6
	Comment

	RadioResourceConfigDedicated
	
	

	> srb-ToAddModList

>> rlc-Config

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
	OPTIONAL, -Cond HO-Conn
OPTIONAL, -Cond Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
	- Mandatory for all SRBs configured

- 

- 

- The conditional presence applies

-

	>drb-ToAddModList

>> eps-BearerIdentity

>> pdcp-Config

>>> discardTimer

>>> rlc-AM

>>> rlc-UM

>> rlc-Config

>> logicalChannelIdentity

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
	OPTIONAL, -Cond HO-toEUTRA

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond PDCP

OPTIONAL, -Cond Setup

OPTIONAL, -Cond Rlc-AM

OPTIONAL, -Cond Rlc-UM

OPTIONAL, -Cond Setup

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
	- Mandatory for all DRBs configured

- 

- 

- 

- The conditional presence applies

- The conditional presence applies

- 

- 

- 

- The conditional presence applies

- 

	> mac-MainConfig

>> ul-SCH-Config

>>> maxHARQ-Tx

>> periodicBSR-Timer

>> drx-Config

>>> shortDRX

>> phr-Config
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	-

-

-

-

-

- Mandatory if DRX is enabled

-

	> sps-Config

>> sps-ConfigDL

>> sps-ConfigUL

>>> p0-Persistent

>>> twoIntervalsConfig
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OP

OPTIONAL, -Cond TDD
	-

-

-

-

- The conditional presence applies

	> physicalConfigDedicated

>> pdsch-ConfigDedicated

>> pucch-ConfigDedicated

>>> tdd-AckNackFeedbackMode

>> pusch-ConfigDedicated

>> uplinkPowerControlDedicated

>> tpc-PDCCH-ConfigPUCCH

>> tpc-PDCCH-ConfigPUSCH

>> cqi-ReportConfig

>>> cqi-ReportingModeAperiodic

>>> cqi-ReportPeriodic

>> soundingRS-UL-ConfigDedicated

>> antennaInfo

>>> codebookSubsetRestriction

>> schedulingRequestConfig
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TDD

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OR

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TM

OPTIONAL, -Need ON
	-

-

-

- The conditional presence applies

-

-

-

-

-

-

-

-

-

- The conditional presence applies

-
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