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~~~~~~~~~~~~~~~First change~~~~~~~~~~~~~~~~~~~~~

4.9
Measurement related capabilities (FDD only)
Need for downlink compressed mode

Defines whether the UE needs compressed mode in the downlink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.

Need for uplink compressed mode

Defines whether the UE needs compressed mode in the uplink in order to perform inter-frequency or inter-RAT measurements. There are separate parameters for measurements on each UTRA mode, on each RAT, and in each frequency band.
Adjacent Frequency measurements without compressed mode
Defines whether the UE needs compressed mode to perform measurements on an adjacent frequency, i.e. a frequency whose center is within 5MHz of the center of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.
Support for System Information Block type 11bis

Defines whether the UE supports System Information Block type 11bis.
~~~~~~~~~~~~~~~Second change~~~~~~~~~~~~~~~~~~~~~

4.9a
Measurement related capabilities (TDD only)

Need for idle interval
Defines whether the UE needs idle interval in order to perform E-UTRAN measurements. There are separate parameters for measurements in each frequency band.
~~~~~~~~~~~~~~~End~~~~~~~~~~~~~~~~~~~~~
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