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Introduction
In the last meeting, we propose that at least the following MCCH information should be transmitted on MCCH for MBMS in E-UTRA [1]:

· MBMS Modified Services Information

· MBMS Unmodified Services Information 

· MBMS Radio Bearer Information

· MTCH Scheduling Information
 
In this document, we discuss more details about those MCCH information messages except MTCH scheduling information.
MBMS Services Information
In UTRA MBMS, MBMS Services Information is used to inform UEs about availabilities of one or more MBMS services. 
In E-UTRA, we agreed not to specify new mobility mechanisms/procedures for inter frequency layer convergence or dispersion. So, E-UTRA does not need to take into account some information relating to mobility which is part of UTRA MBMS Services information.
Furthermore, in UTRA MBMS, Modified MBMS Services Information can be carried on DCCH to support UE dedicated notification. However, E-UTRA would not consider UE dedicated notification. Thus, E-UTRA does not need to take into account some information relating to UE dedicated notification.
As a result, we think that essential field/IEs in MBMS Services Information message are as follows:
· Service List (Modified Service List / Unmodified Service List)

· MBMS Transmission identity (MBMS service ID and session ID)
· MBMS required UE action (e.g. Acquire PTM RB info, Release PTM RB)
The MBMS Transmission identity informs UEs which service is available. The MBMS required UE action informs UEs which action is required for a service.
Proposal 1: we proposed to include at least a service list including MBMS Transmission identity and MBMS required UE action into the MBMS Services Information.
If necessary, we could consider including other IEs, e.g. value tag, into the MBMS Services Information.
The MBMS Services Information can be divided into the Modified MBMS Services Information and the Unmodified MBMS Services Information.

MBMS Radio Bearer Information
In UTRA, the MBMS RB information such as the MBMS Common PTM RB information and MBMS Current Cell PTM RB information is used to inform UEs about configuration of PTM RB carrying MBMS. The MBMS RB information includes RB information, TrCH information and PhyCH information in UTRA. 
Similarly, we think that the following fields could be taken into account for the MBMS RB Information message in E-UTRA:

· MBMS RB Identity

· MBMS Transmission identity (or MBMS short Transmission identity like UTRA)
· PDCP Configuration (Should this be included in this info because PDCP is not part of AS?)
· RLC Configuration
· MAC Configuration
· Logical Channel Identity
· Logical Channel Configuration
· Physical Configuration (PMCH Configuration)
The MBMS Transmission identity or MBMS short Transmission identity is used to link a specific RB info to a specific MBMS service listed in the MBMS Services Information.
The MBMS RB information for neighbouring cells included in UTRA is not needed for E-UTRA. The MBMS RB Information in E-UTRA includes RB information only for the current MBSFN area.

Proposal 2: we propose to consider the fields listed above in the MBMS RB Information for the current MBSFN area.
MBMS RB information in E-UTRA may be smaller than MBMS RB information in UTRA. Thus, differently from UTRA, we could possibly combine the modified MBMS Services Information and the modified MBMS RB Information into one message and also the unmodified MBMS Services Information and the unmodified MBMS RB Information into another message.
Proposal 3: we propose to consider combining the modified MBMS Services Information and the modified MBMS RB Information into one message and also the unmodified MBMS Services Information and the unmodified MBMS RB Information into another message.
Conclusion
In conclusion, 
Proposal 1: we proposed to include at least a service list including MBMS Transmission identity and MBMS required UE action into the MBMS Services Information.

Proposal 2: we propose to consider the fields listed above in the MBMS RB Information for the current MBSFN area.

Proposal 3: we propose to consider combining the modified MBMS Services Information and the modified MBMS RB Information into one message and also the unmodified MBMS Services Information and the unmodified MBMS RB Information into another message.
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