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	Reason for change:
(

	Procedure text is not consistent with ASN.1: 
1. In 5.5.6.2, "timeToTriggerSF-High” and “timeToTriggerSF-Medium” are not valid any more in IE SpeedStateScaleFactors since they have been replaced by “sf-Medium” and “sf-High”.
2. The field name for IE SpeedStateScaleFactors is “speedStateScaleFactors” in IE VarMeasConfig, and it is different from one used in IE MeasConfig i.e. “timeToTrigger-SF”. It is better to used same field name since they have same value as indicated in 5.5.2:
“1> if the received measConfig includes the speedStatePars:
2> set the parameter speedStatePars within VarMeasConfig to the received value of speedStatePars;”
3. There is no measurement gap configuration in VarMeasConfig, the decription for VarMeasConfig is incorrect.

	
	

	Summary of change:
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	1. Modify “timeToTriggerSF-High” and “timeToTriggerSF-Medium” as “sf-Medium” and “sf-High” in 5.5.6.2.
2. Modify “speedStateScaleFactors” as “timeToTrigger-SF” in IE VarMeasConfig.
3. Remove the description for measurement gap configuration in VarMeasConfig.
Impact Analysis

Impacted functionality: 

Meaurement Configuration. The change only impacts the corrected functionality.

Inter-operability:
1. If the eNB is implemented according to the CR and the UE is not then No inter-operability problems are seen.
2. If the UE is implemented according to the CR and the network is not then no inter-operability problems are seen.
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not approved:
	1. The field name used in procedure description for IE SpeedStateScaleFactors is different from that used in ASN.1.
2. It is not convinent to use different filed name for same value parameter.
3. The description for measurement gap configuration in VarMeasConfig is incorrect.
Specification will include incorrect procedure text for measurement.
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1st Change 

5.5.6.2
Speed dependant scaling of measurement related parameters

The UE shall adjust the value of the following parameter configured by the E-UTRAN depending on the UE speed: timeToTrigger. The UE shall apply 3 different levels, which are selected as follows:

The UE shall:

1>
perform mobility state detection using the mobility state detection as specified in TS 36.304 [4] with the following modifications:

2>
counting handovers instead of cell reselections;
2>
applying the parameter applicable for RRC_CONNECTED as included in speedStatePars within VarMeasConfig;

1>
if high mobility state is detected:
2>
use the timeToTrigger value multiplied by sf-High within VarMeasConfig;
1>
else if medium mobility state is detected:
2>
use the timeToTrigger value multiplied by sf-Medium within VarMeasConfig;
1>
else

2>
no scaling is applied;
2nd Change 
–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






RSRP-Range






OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL

}

-- ASN1STOP
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