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	Reason for change:
(

	1- This is an example of a problematic sequence:


a) The UE initiates a PS call.

b) E-DCH/ HS-DSCH/CPC DTX-DRX operation started by network.

c) Some time later, CPC DTX-DRX can be switched off by an HS-SCCH order and that order was acknowledged by the UE.

d) The network can then send a Radio bearer reconfiguration message for E-DCH/HS-DSCH to DCH transition which also performs hard handover. But, the UE is unable to find a target cell so it leads to HHO failure. 

e) The UE should revert back to the old configuration as per section 8.2.2.7 and continue with E-DCH/HS-DSCH operation.

f) 
After this the N/W accepts the RBRC failure with cause (Physical channel failure)

At Step – (e), when the UE reverts back to the old configuration, the CPC DTX-DRX state needs to be restored. In the above example, the DTX-DRX is switched off by the Node B, and it should remain disabled upon RBRC failure.

Per previous RAN2 agreement, the HS-SCCH orders are taken into account only if the UE was able to send an acknowledgment before the reconfiguration procedure takes place.
Impact analysis

Impacted functionality:

DTX and DRX operation.


Inter-operability: 

If the NB is implemented according to the CR and the UE is not then, the NB is not sure what is the UE behaviour upon HO failure. There can be a misalignment of DTX and DRX states which can result in high packet loss and erros in tracking the UE.

If the UE is implemented according to the CR and the NB is not then, there can be a misalignment of DTX and DRX states which can result in high packet loss and erros in tracking the UE.



	
	

	Summary of change:
(

	Upon HHO failure triggering going back to old configuration, the UE applies the orders that were acked.



	
	

	Consequences if 
(

not approved:
	Ambiguity of the status of DTX, DRX operation may result.
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8.2.2.7
Physical channel failure
If the received message caused the UE to be in CELL_DCH state and the UE according to subclause 8.5.4 failed to establish the dedicated physical channel(s) indicated in the received message or for 3.84 Mcps TDD or 7.68 Mcps TDD failed to establish the physical channel(s) indicated in the received message to which DCCH(s) are mapped the UE shall:

1>
For TDD or for FDD if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:

2>
revert to the configuration prior to the reception of the message (old configuration), including any HS-DSCH and E-DCH, DTX, and DRX configuration if existing. If there exists any DTX or DRX configuration, the UE shall instruct the physical layer to take into account only the HS-SCCH orders which were acknowledged prior to the activation time of the received message;
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