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	It is not clear, when determining when the monitoring of E-AGCH and E-RGCH is required, how the downlink frames or subframes are mapped to the corresponding uplink frame or subframe 
Impact analysis

Impacted functionality: 

MAC
InInter-operability: 

1. If the network is implemented according to the CR and the UE is not then the UE may apply DRX in an unexpected way and miss some data. 
2. If the UE is implemented according to the CR and the network is not then the NW may send data while the UE is in DRX, and the data may be lost.
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	Added reference to the relevant subclauses in TS25.211 in order to clarify that the mapping is made on base of frame numbering.

In addition changed one “and” to “or” in order to avoid risk that “and” is interpreted as a logical AND operator.
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11.8.1.8

Monitoring of Absolute and Relative Grant Channels

When the DRX feature is enabled by higher layers, and in addition to the conditions defined in subclause 6C.3 of [13] the downlink monitoring of E-AGCH and E-RGCH sets is required in the following conditions:

-
At least one MAC-d flow is configured with a scheduled transmission and TEBS > 0 or;

-
a scheduled E-DCH transmission has been performed in any of the Inactivity Threshold for UE Grant Monitoring previous uplink TTIs or;

-
the start of E-AGCH or E-RGCH commands overlap with an E-HICH corresponding to a scheduled E-DCH transmission. 

The downlink and uplink TTI mapping is based on subclauses 7.11 and 7.12 in [24].
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