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1st modification start
5.4.3.4
Successful completion of the mobility from E-UTRA

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘other’;


1st modification end

2nd modification start

5.4.5.3
Actions related to transmission of the ULHandoverPreparationTransfer message

The UE shall set the contents of the ULHandoverPreparationTransfer message as follows:

1>
include the cdma2000-Type and the dedicatedInfoCDMA2000;

1>
if the cdma2000-Type is set to ‘type1XRTT’:

2>
include the meid and set it to the value received from the CDMA2000 upper layers;
1> submit the ULHandoverPreparationTransfer message to lower layers for transmission, upon which the procedure ends;
2nd modification end

3rd modification start

5.6.2.3
Actions related to transmission of ULInformationTransfer message

The UE shall set the contents of the ULInformationTransfer message as follows:

1>
if there is a need to transfer NAS information:

2>
set the dedicatedInfoType to include the ‘dedicatedInfoNAS’;

1>
if there is a need to transfer CDMA2000 1XRTT information:

2>
set the dedicatedInfoType to include the ‘dedicatedInfoCDMA2000-1XRTT’;

1>
if there is a need to transfer CDMA2000 HRPD information:

2>
set the dedicatedInfoType to include the ‘dedicatedInfoCDMA2000-HRPD’;

1> submit the ULInformationTransfer message to lower layers for transmission:

2> upon successful delivery has been confirmed by lower layers, the procedure end.
5.6.2.4
Failure to deliver ULInformationTransfer message

The UE shall:

1> if mobility (i.e. handover, RRC connection re-establishment) occurs before the successful delivery of ULInformationTransfer messages has been confirmed by lower layers:
2>
inform upper layers about the possible failure to deliver the information contained in the concerned ULInformationTransfer messages;
3rd modification end

4th modification start

VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements configuration.

VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






RSRP-Range






OPTIONAL,

speedStatePars





SEQUENCE {



mobilityStateParameters



MobilityStateParameters,



speedStateScaleFactors



SpeedStateScaleFactors


}

















OPTIONAL

}

-- ASN1STOP
4th modification end

5th modification start

–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,


nas-SecurityParamFromEUTRA


OCTET STRING (SIZE (1)) 
OPTIONAL,  
-- Cond UTRAGERAN


systemInformation




SI-OrPSI-GERAN



OPTIONAL
-- Cond PSHO

}

CellChangeOrder ::=




SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare1},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





physCellId





PhysCellIdGERAN,





carrierFreq





CarrierFreqGERAN,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





systemInformation



SI-OrPSI-GERAN



OPTIONAL
-- Need OP




},




...


}

}

SI-OrPSI-GERAN ::=




CHOICE {


si








SystemInfoListGERAN,


psi








SystemInfoListGERAN

}

SystemInfoListGERAN ::=



SEQUENCE (SIZE (1..maxGERAN-SI)) OF











OCTET STRING (SIZE (1..23))

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	cs-FallbackIndicator

Indicates whether or not the CS Fallback procedure is triggered. E-UTRAN only applies value 'false' when targetRAT-Type is set to ‘cdma2000-1XRTT’ or to ‘cdma2000-HRPD’.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

Used to carry messages corresponding to specifications from the target RAT.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301 [35].

	carrierFreq

contains the carrier frequency of the target GERAN cell.

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	systemInformation

As specified in TS 44.060 [36]. The first octet contains octet 1 of the GERAN system information block, the second octet contains octet 2 of the GERAN system information block and so on.

If purpose = 'CellChangeOrder' and if the field is not present, the UE has to acquire this from the GERAN cell.


	Conditional presence
	Explanation

	UTRAGERAN
	The field is mandatory present if the targetRAT-Type is set to “utra” or “geran”; otherwise the field is not present

	PSHO
	The field is mandatory present in case of PS handover toward GERAN; otherwise the field is optionally present, but not needed by the UE


–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP

}

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Need OP




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301[35].

	keyChangeIndicator

Indicates whether the UE shall derive the KeNB key from the KASME key taken into use with the previous successful NAS SMC procedure or from the KASME key to which the current KeNB is associated. The field can be set to TRUE only in case of intra-cell handover.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; otherwise the field is optionally present, need ON.


–
AntennaInfo

The IE AntennaInfoCommon and the AntennaInfoDedicated are used to specify the common and the UE specific antenna configuration respectively.

AntennaInfo information elements
-- ASN1START

AntennaInfoCommon ::=



SEQUENCE {


antennaPortsCount




ENUMERATED {an1, an2, an4, spare1}

}

AntennaInfoDedicated ::=


SEQUENCE {


transmissionMode




ENUMERATED {












tm1, tm2, tm3, tm4, tm5, tm6,












tm7, spare1},


codebookSubsetRestriction


CHOICE {



n2TxAntenna-tm3





BIT STRING (SIZE (2)),



n4TxAntenna-tm3





BIT STRING (SIZE (4)),


n2TxAntenna-tm4





BIT STRING (SIZE (6)),



n4TxAntenna-tm4





BIT STRING (SIZE (64)),


n2TxAntenna-tm5





BIT STRING (SIZE (4)),



n4TxAntenna-tm5





BIT STRING (SIZE (16)),



n2TxAntenna-tm6





BIT STRING (SIZE (4)),



n4TxAntenna-tm6





BIT STRING (SIZE (16))

}

OPTIONAL, 














-- Cond TM


ue-TransmitAntennaSelection


CHOICE{



release






NULL,



setup






ENUMERATED {closedLoop, openLoop}

}

}

-- ASN1STOP

	AntennaInfo field descriptions

	antennaPortsCount

Parameter represents the number of cell specific antenna ports where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211 [21, 6.2.1].

	transmissionMode

Points to one of Transmission modes defined in TS 36.213 [23, 7.1], where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc.

	codebookSubsetRestriction

Parameter: codebookSubsetRestriction, see TS 36.213 [23, 7.2] and TS 36.211 [21, 6.3.4.2.3].

	ue-TransmitAntennaSelection

For value setup the field indicates whether UE transmit antenna selection control is closed-loop or open-loop as described in TS 36.213 [23, 8.7].


	Conditional presence
	Explanation

	TM
	The field is mandatory present if the transmissionMode is set to tm3, tm4, tm5 or tm6. Otherwise the IE is not present and the UE shall delete any existing value for this field.


–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED { n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

-- ASN1STOP

	PUCCH-Config field descriptions

	deltaPUCCH-Shift

Parameter: 
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, see 36.211 [21, 5.4.1], where ds1 corresponds to value 1 ds2 to 2 etc.

	nRB-CQI

Parameter: 
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RB

N

, see TS 36.211 [21, 5.4].

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	n1Pucch-AN

Parameter: 
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see TS 36.213 [23, 10.1].

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	repetitionFactor

Parameter 
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	n1Pucch-AN-Rep

Parameter: 
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see TS 36.213 [23, 10.1].

	tdd-AckNackFeedbackMode

Parameter indicates one of the two TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3]. bundling corresponds to use of ACK/NACK bundling whereas, multiplexing corresponds to ACK/NACK multiplexing.

The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH. For TDD configuration 5, E-UTRAN should always set this field to bundling.


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


–
SPS-Config
The IE SPS-Config is used to specify the semi-persistent scheduling configuration.

SPS-Config information element
-- ASN1START

SPS-Config ::=
SEQUENCE {


semiPersistSchedC-RNTI


C-RNTI




OPTIONAL,


-- Need OR


sps-ConfigDL




SPS-ConfigDL


OPTIONAL,


-- Need ON


sps-ConfigUL




SPS-ConfigUL


OPTIONAL


-- Need ON

}

SPS-ConfigDL ::=
CHOICE{


release






NULL,


setup






SEQUENCE {



semiPersistSchedIntervalDL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, spare6,













spare5, spare4, spare3, spare2,













spare1},



numberOfConfSPS-Processes


INTEGER (1..8),



n1-PUCCH-AN-PersistentList


N1-PUCCH-AN-PersistentList,



...


}

}

SPS-ConfigUL ::=
CHOICE {


release






NULL,


setup






SEQUENCE {



semiPersistSchedIntervalUL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, spare6,













spare5, spare4, spare3, spare2,













spare1},



implicitReleaseAfter



ENUMERATED {e2, e3, e4, e8},



p0-Persistent





SEQUENCE {




p0-NominalPUSCH-Persistent


INTEGER (-126..24),




p0-UE-PUSCH-Persistent



INTEGER (-8..7)



}

OPTIONAL,











-- Need OP



twoIntervalsConfig




ENUMERATED {true}


OPTIONAL,
-- Cond TDD



...


}

}

N1-PUCCH-AN-PersistentList ::=

SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

-- ASN1STOP

	SPS-Config field descriptions

	semiPersistSchedC-RNTI

Semi-persistent Scheduling C-RNTI, see TS 36.321 [6].

	semiPersistSchedIntervalDL

Semi-persistent scheduling interval in downlink. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	numberOfConfSPS-Processes

Parameter: Number of Configured SPS Processes, see TS 36.321 [6].

	n1-PUCCH-AN-PersistentList

List of parameter: 
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see TS 36.213, [23, 10.1].

	semiPersistSchedIntervalUL

Semi-persistent scheduling interval in uplink, see TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	implicitReleaseAfter

Number of empty transmissions before implicit release, see TS 36.321 [6, 5.10.2]. Value e2 corresponds to 2 transmissions, e3 corresponds to 3 transmissions and so on.

	p0-NominalPUSCH-Persistent

Parameter: P0,NOMINAL_PUSCH (0). See TS 36.213 [23, 5.1.1.1], unit dBm step 1. This field is applicable for persistent scheduling, only. If choice ‘enable’ is used and p0-Persistent is absent, apply the (default) value of p0-NominalPUSCH for p0-NominalPUSCH-Persistent.

	p0-UE-PUSCH-Persistent

Parameter: P0,UE; PUSCH (0). See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for persistent scheduling, only. If choice ‘enable’ is used and p0-Persistent is absent, apply the value of p0-UE-PUSCH for p0-UE-PUSCH-Persistent.

	twoIntervalsConfig

Trigger of two-intervals-Semi-Persistent Scheduling in uplink. See TS 36.321 [6, 5.10]. If this field is present, two-intervals-SPS is enabled for uplink. Otherwise, two-intervals-SPS is disabled.


	Conditional presence
	Explanation

	TDD
	This field is optional present for TDD, need OR; it is not present for FDD and the UE shall delete any existing value for this field.


–
UplinkPowerControl
The IE UplinkPowerControlCommon and IE UplinkPowerControlDedicated are used to specify parameters for uplink power control in the system information and in the dedicated signalling, respectively.

UplinkPowerControl information elements
-- ASN1START

UplinkPowerControlCommon ::=

SEQUENCE {


p0-NominalPUSCH





INTEGER (-126..24),


alpha







ENUMERATED {al0, al04, al05, al06, al07, al08, al09, al1},


p0-NominalPUCCH





INTEGER (-127..-96),


deltaFList-PUCCH




DeltaFList-PUCCH,


deltaPreambleMsg3




INTEGER (-1..6)

}

UplinkPowerControlDedicated ::=

SEQUENCE {


p0-UE-PUSCH






INTEGER (-8..7),


deltaMCS-Enabled




ENUMERATED {en0, en1},


accumulationEnabled




BOOLEAN,


p0-UE-PUCCH






INTEGER (-8..7),


pSRS-Offset






INTEGER (0..15),


filterCoefficient




FilterCoefficient




DEFAULT fc4

}

DeltaFList-PUCCH ::=



SEQUENCE {


deltaF-PUCCH-Format1



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format1b



ENUMERATED {deltaF1, deltaF3, deltaF5},


deltaF-PUCCH-Format2



ENUMERATED {deltaF-2, deltaF0, deltaF1, deltaF2},


deltaF-PUCCH-Format2a



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format2b



ENUMERATED {deltaF-2, deltaF0, deltaF2}

}

-- ASN1STOP

	UplinkPowerControl field descriptions

	p0-NominalPUSCH

Parameter: P0,NOMINAL_PUSCH See TS 36.213 [23, 5.1.1.1], unit dBm. This field is applicable for non-persistent scheduling, only.

	alpha

Parameter: α See TS 36.213 [23, 5.1.1.1], where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1.

	p0-NominalPUCCH

Parameter: P0, NOMINAL; PUCCH See TS 36.213 [23,5.1.2.1], unit dBm.

	deltaF-PUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1b, 2, 2a and 2b. See TS 36.213 [23, 5.1.2] where

deltaF-2 corresponds to -2 dB, deltaF0 corresponds to 0 dB and so on.

	p0-UE-PUSCH

Parameter: P0,UE; PUSCH See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for non-persistent scheduling, only.

	deltaPreambleMsg3

Parameter: 
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 see TS 36.213 [23, 5.1.1.1]. Actual value = IE value * 2 [dB].

	deltaMCS-Enabled

Parameter: Ks See TS 36.213 [23, 5.1.1.1]. en0 corresponds to value 0 corresponding to state “disabled”. en1 corresponds to value 1.25 corresponding to “enabled”.

	accumulationEnabled

Parameter: Accumulation-enabled, see TS 36.213 [23, 5.1.1.1]. TRUE corresponds to “enabled” whereas FALSE corresponds to “disabled”.

	p0-UE-PUCCH

Parameter: P0,UE; PUCCH See TS 36.213 [23, 5.1.2.1]. Unit dB

	pSRS-Offset

Parameter: PSRS_OFFSET See TS 36.213 [23, 5.1.3.1]. For Ks=1.25, the actual parameter value is pSRS-Offset value – 3. For Ks=0, the actual parameter value is -10.5 + 1.5*pSRS-Offset value.

	filterCoefficient

Specifies the filtering coefficient for RSRP measurements used to calculate path loss, as specified in TS 36.213 [23, 5.1.1.1]. The same filtering mechanism applies as for quantityConfig described in 5.5.3.2.
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