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	Reason for change:
(

	In the current spec, when a new C-RNTI grant is received after sending Msg3, the grant is delivered to HARQ entity and then UE perform the following steps: 

1.  HARQ entity trigger a new transmission

2a.  if HARQ entity request a new transmission

3a.  store the MAC PDU in the associated HARQ buffer 
2b.  if an UL grant is for a new transmission

3b.  consider CR and RA procedure successful

4b.  flush the HARQ buffer used for sending Msg3
If the same HARQ process is used for Msg3 and the MAC PDU, the MAC PDU would be flushed wrongly because step 4b is performed later than step 3a. 


	
	

	Summary of change:
(

	Clarify to flush the HARQ buffer used for sending Msg3 at successful completion of RA procedure if Msg3 is still stored in the HARQ buffer.
Impact analysis

Impacted functionality: 

Random Access procedure. The change also impacts UL-SCH data transfer.

Inter-operability: 

No inter-operability problems are seen.
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not approved:
	When the scenario described above occurs, the MAC PDU would be flushed wrongly and it results in a waste of the new grant.
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5.1.6
Completion of the Random Access procedure

At successful completion of the Random Access procedure, the UE shall:
-
discard explicitly signalled ra-PreambleIndex and ra-PRACH-MaskIndex, if any;
-
if Msg3 is still stored in the HARQ buffer:
-
flush the HARQ buffer used for transmission of the MAC PDU in the Msg3 buffer.
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