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5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from E-UTRA failure) or used in the cell in which the trigger for the connection re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the connection re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the connection re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:

2>
if the connection re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):

3>
set the reestablishmentCause to the value ‘reconfigurationFailure’;

2>
else if the connection re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value ‘handoverFailure’;

2>
else:

3>
set the reestablishmentCause to the value ‘otherFailure’;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

<Cut until the next modified section>
5.5.6.1
Actions upon handover and connection re-establishment
E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this sub-clause and in 5.3.5.4;

-
when performing the connection re-establishment procedure, as specified in 5.3.7, ensure that a measObjectId corresponding to the target carrier frequency is configured as a result of the procedure described in this sub-clause and the subsequent connection reconfiguration procedure immediately following the connection re-establishment procedure;

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to ‘periodical’:

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful connection re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.

6.2.2
Message definitions

<Cut until the next modified section>
–
RRCConnectionReestablishmentRequest
The RRCConnectionReestablishmentRequest message is used to request the reestablishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentRequest message
-- ASN1START

RRCConnectionReestablishmentRequest ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentRequest-r8












RRCConnectionReestablishmentRequest-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentRequest-r8-IEs ::= SEQUENCE {


ue-Identity






ReestabUE-Identity,


reestablishmentCause



ReestablishmentCause,


spare







BIT STRING (SIZE (2))

}

ReestabUE-Identity ::=



SEQUENCE {


c-RNTI







C-RNTI,


physCellId






PhysCellId,


shortMAC-I






ShortMAC-I

}

ReestablishmentCause ::=


ENUMERATED {











reconfigurationFailure, handoverFailure,











otherFailure, spare1}

-- ASN1STOP

	RRCConnectionReestablishmentRequest field descriptions

	ue-Identity

UE identity included to retrieve UE context and to facilitate contention resolution by lower layers.

	reestablishmentCause

Indicates the failure cause that triggered the connection re-establishment procedure.

	physCellId

The Physical Cell Identity of the cell the UE was connected to prior to the failure.


6.3.2
Radio resource control information elements

<Cut until the next modified section>
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Need ON


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	mac-MainConfig

A choice is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2.

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up (including bearer setup at handover to E-UTRA); otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after connection re-establishment; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA and to only establish SRB1 in case of RRC connection establishment; otherwise the field is optionally present, need ON.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.


10.3
Inter-node RRC information element definitions

<Cut until the next modified section>
–
ReestablishmentInfo
The ReestablishmentInfo IE contains information needed for the RRC connection re-establishment.

ReestablishmentInfo information element
-- ASN1START

ReestablishmentInfo ::=



SEQUENCE {


sourcePhysCellId




PhysCellId,


targetCellShortMAC-I



ShortMAC-I,


additionalReestabInfoList


AdditionalReestabInfoList



OPTIONAL,


...

}

AdditionalReestabInfoList ::=

SEQUENCE ( SIZE (1..maxReestabInfo) ) OF AdditionalReestabInfo

AdditionalReestabInfo ::=
SEQUENCE{


cellIdentity





CellIdentity,


key-eNodeB-Star




Key-eNodeB-Star,


shortMAC-I






ShortMAC-I

}

Key-eNodeB-Star ::=




BIT STRING (SIZE (256))

-- ASN1STOP

	ReestablishmentInfo field descriptions

	sourcePhyCellId

The physical cell identity of the source cell, used to determine the UE context in the target eNB at connection re-establishment.

	targetCellShortMAC-I

The ShortMAC-I for the handover target cell, in order for potential connection re-establishment to succeed.

	additionalReestabInfoList

Contains a list of shortMAC-I and KeNB* for cells under control of the target eNB, required for potential connection re-establishment by the UE in these cells to succeed.

	Key-eNodeB-Star

Parameter KeNB*: See TS 33.401 [32, 7.2.8.4].
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