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	Inconsistency between RAN1 and RAN2 specifications:

· In 25.214 it is stated that the relative transmit power of AIs and the relative transmit power of the EAIs are configured by higher layers.  
· However, according to 25.331 the UE is only configured with the AI power offset, IE “AICH power offset”.  
AI power offset and the EAI power offset are expected by Layer 1, however the EAI is not being configured. 

	
	

	Summary of change:
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	It is specified that the IE “AICH power offset” also indicates the power .per transmitted Extended Acquisition Indicator (EAI) 
Impact Analysis

Impacted functionality:

Configuration of enhanced uplink in CELL_FACH state.  The change only impacts the corrected functionality
Inter-operability:
1. If the network is implemented according to the CR and the UE is not the UE will expect a configuration value for the EAI power offset which would never be received, resulting in an undetermined behavior. 
2. If the UE is implemented according to the CR and the network is not, then the Node B might use a power offset different than what the UE expects, which would result in un-optimal decoding of the AI/E-AI at the UE potentially raising the EAI error above the target.
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	Incomplete specifications; the UE will not have a configured EAI power offset.
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10.3.6.3
AICH Power offset
NOTE:
Only for FDD.

This parameter is used to indicate the power level of AICH, AP-AICH and CD/CA-ICH channels. This is the power per transmitted Acquisition Indicator, Extended Acquisition Indicator, AP Acquisition Indicator or CD/CA Indicator minus power of the Primary CPICH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	AICH Power offset
	MP
	
	Integer(-22..+5)
	Offset in dB
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