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	Reason for change:
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	It was agreed in RAN2#65 in R2-091017 to remove useless RLC re-establishment at RB release. 

R2-091017 Reason for change:

“At RB release, data delivery is not supported, but the RLC is uselessly re-established to deliver RLC SDUs from RLC to PDCP. In PDCP, those RLC SDUs are just stored in PDCP reception buffer, not being delivered to upper layer.”
The same principle applies to cases where RRC connection establishment fails or is aborted.
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	Replaced obsolete RLC re-establishment in case of RRC connection establishment failure or abortion with RLC entity and associated PDCP entity release.
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not approved:
	Redundant UE behaviour remains in specifications.

Impact Analysis: 

Impacted functionality:

UE operation in case of RRC connection establishment failure and abortion.

Inter-operability: 

1. If the eNB supports the change and the UE does not then UE unnecessarily forwards RLC SDUs to PDCP. In PDCP, those RLC SDUs are just stored to PDCP reception buffer, not being delivered to upper layer. 
2. If the UE supports the change and the eNB does not then no inter-operability issues are seen.
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----------------------------------------------------UNMODIFIED SECTIONS OMITTED-------------------------------------------

5.3.3.5
Cell re-selection while T300, T302, T303 or T305 is running

The UE shall:

1>
if cell reselection occurs while T300, T302, T303 or T305 is running:

2>
if timer T302, T303 and/ or T305 is running:
3>
stop timer T302, T303 and T305, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7;

2>
if timer T300 is running:

3>
stop timer T300;

3>
reset MAC, release the MAC configuration, RLC entity and the associated PDCP entity for all RBs that are established;

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

5.3.3.6
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration, RLC entity and the associated PDCP entity for all RBs that are established;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

----------------------------------------------------UNMODIFIED SECTIONS OMITTED-------------------------------------------

5.3.3.9
Abortion of RRC connection establishment

If upper layers abort the RRC connection establishment procedure while the UE has not yet entered RRC_CONNECTED, the UE shall:

1>
stop timer T300, if running;

1>
reset MAC, release the MAC configuration, RLC entity and the associated PDCP entity for all RBs that are established;

----------------------------------------------------UNMODIFIED SECTIONS OMITTED-------------------------------------------
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