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Introduction
In UMTS, release of MBMS radio bearer in the UE side is captured in Stage 2 spec i.e. 25.346. This document proposes to capture similar description in 36.300 for E-UTRA.
Discussion
We have the following section in 25.346.
	5.2.6
MBMS Radio Bearer Release in the UE
The UE releases the MBMS RB by using one of the following mechanisms:

-
Explicit MBMS RB Release

-
Implicit MBMS RB Release

The Explicit MBMS RB Release mechanism allows UTRAN to explicitly indicate to MBMS UEs that an MBMS Radio Bearer should be released. For p-t-m transmissions the Explicit MBMS RB Release indication is contained within the MBMS SERVICE INFORMATION signalling flow. For p-t-p transmission the release of MBMS radio bearers is completed in the same way as for a non-MBMS radio bearer. If the Explicit MBMS RB Release indication is received, the UE releases the MBMS RB.

The Implicit MBMS RB Release mechanism applies only to p-t-m transmission and enables a UE to release the MBMS Radio Bearer without receiving the Explicit MBMS RB Release. The UE identifies Implicit MBMS RB release if it detects that the RB is not present in the MBMS SERVICE INFORMATION signalling flow.


Similarly, UE in E-UTRA could release a MBMS radio bearer of a MBMS service either by an explicit indication i.e. a session stop message described at section 15.7.1.2 in 36.300 or by implicitly checking absence of MCCH information relating to the MBMS service.

Proposal 1: UE in E-UTRA releases a MBMS radio bearer of a MBMS service either by an explicit indication or by implicitly checking absence of MCCH information relating to the MBMS service.
Conclusion

We propose to agree the CR shown below in 36.300.
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15.3.x

MBMS Radio Bearer Release in the UE

The UE releases the MBMS RB by using one of the following mechanisms:

-
Explicit MBMS RB Release

-
Implicit MBMS RB Release

The Explicit MBMS RB Release mechanism allows E-UTRAN to explicitly indicate to MBMS UEs that an MBMS Radio Bearer should be released. The Explicit MBMS RB Release indication is carried on MCCH. If the Explicit MBMS RB Release indication is received, the UE releases the MBMS RB.
The Implicit MBMS RB Release mechanism enables a UE to release the MBMS Radio Bearer without receiving the Explicit MBMS RB Release. The UE identifies implicit MBMS RB release if it detects that information relating to the MBMS Radio Bearer is not present on MCCH.[image: image1.png]
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