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4.2.4.6
MAC-ehs entity UTRAN Side

There is one MAC-ehs entity in the UTRAN for each cell that supports HS-DSCH transmission. The same MAC-ehs entity may support HS-DSCH transmission in more than one cell served by the same Node-B (FDD only). The MAC-ehs is responsible for handling the data transmitted on the HS-DSCH when configured. There should be priority handling per MAC-ehs SDU in the MAC-ehs. The MAC-ehs is comprised of six different functional entities:

-
Flow Control:
The flow control for MAC-ehs is identical to the flow control for MAC-hs.

-
Scheduling/Priority Handling:
This function manages HS-DSCH resources between HARQ entities and data flows according to their priority class. In FDD and 1.28Mcps TDD, the scheduler determines for each TTI if single or dual stream transmission should be used. Based on status reports from associated uplink signalling either new transmission or retransmission is determined when operating in CELL_DCH state. In FDD, when operating in CELL_FACH, CELL_PCH and URA_PCH state HS-DSCH reception, the MAC-ehs can perform retransmission without uplink signalling. In 1.28 Mcps TDD, when operating in CELL_FACH, CELL_PCH and URA_PCH state and HS-DSCH reception without dedicated H-RNTI, the MAC-ehs can perform retransmission without uplink signalling. Further it sets the logical channel identifiers for each new reordering SDU and TSNs for each new reordering PDU being serviced. To maintain proper transmission priority a new transmission can be initiated on a HARQ process at any time. The TSN is unique to each priority class within a HS-DSCH. It is not permitted to schedule new transmissions, including retransmissions originating in the RLC layer, along with retransmissions originating from the HARQ layer within the same TTI over the same HS-DSCH, and HARQ process (FDD only). It is not permitted to schedule new transmissions, including retransmissions originating in the RLC layer, along with retransmissions originating from the HARQ layer within the same TTI, and HARQ process (TDD only).

-
HARQ:
One HARQ entity handles the hybrid ARQ functionality for one user and per HS-DSCH transport channel (FDD only). One HARQ entity handles the hybrid ARQ functionality for one user (TDD only). One HARQ entity is capable of supporting multiple instances (HARQ process) of stop and wait HARQ protocols. There shall be one HARQ entity per HS-DSCH, for each HARQ entity, one HARQ process per TTI for single stream transmission and two HARQ processes per TTI for dual stream transmission (FDD only). There shall be one HARQ process per TTI for single stream transmission and two HARQ processes per TTI for dual stream transmission (TDD only).
In 1.28 Mcps TDD multi-frequency HS-DSCH cell:

· multiple HARQ processes are assigned for HS-DSCH operaton on every carrier for every user, namely HARQ sub-entity; only one HARQ process in HARQ sub-entity is allowed to receive HS-DSCH in one TTI for each carrier.

· choice of 6bit or 9bit TSN is configured by upper layer signalling.
-
TFRC selection:
The TFRC selection for MAC-ehs is identical to the TFRC selection of the MAC-hs.

· Priority Queue MUX:
This function determinates the number of octets to be included in a MAC-ehs PDU from each priority queue based on the scheduling decision and available TFRC for this function.

-
Segmentation:
This function performs necessary segmentation of MAC-ehs SDUs. 

The following is allowed:
The MAC-ehs SDUs included in a MAC-ehs PDU can have a different size and a different priority and can be mapped to different logical channels.

The associated signalling shown in the figure illustrates the exchange of information between layer 1 and layer 2 provided by primitives shown in [3].

-----------------------------------------------------------text omitted---------------------------------------------------------------------
8.3.2
Parameters

See [7] for a detailed description of the UE, RB and TrCH information elements.

a)
UE information elements
S-RNTI
SRNC identity
C-RNTI
Activation time 
Primary E-RNTI configured
Secondary E-RNTI configured

b)
RB information elements
RB multiplexing info (Transport channel identity, Logical channel identity, MAC logical channel priority)
DDI mapping table for E-DCH transmission 
Indication whether the Logical channel is considered when the Scheduling Information is generated

c)
TrCH information elements
Transport Format Combination Set
MAC-hs/ehs reset indicator
MAC-es/e/i/is reset indicator
Re-ordering release timer (T1) 
HARQ Profile parameters (power offset, maximum number of re-transmissions and for 1.28 Mcps TDD retransmission timer)
E-DCH TTI duration (FDD only)
Allowed combinations for multiplexing of MAC-d flows into MAC-e PDUs or MAC-i PDUs
E-DCH grant type of MAC-d flows (scheduled or non-scheduled)
List of HARQ processes on which non-scheduled grants are allowed (for FDD only, this is if the grant type is non-scheduled and the E-DCH TTI duration is 2ms) 
TSN field extension (for FDD only) 
d)
Measurement information elements
Reporting Quantity identifiers
Time interval to take an average or a variance (applicable when Average or Variance is Reporting Quantity)
e)
Measurement result
Reporting Quantity
f)
Status info
when set to value "transmission unsuccessful" this parameter indicates to RRC that transmission of a TM RLC PDU failed (due to e.g. Maximum number of preamble ramping cycles reached for RACH in FDD), when set to value "transmission successful" this parameter indicates to RRC that the requested TM RLC PDU(s) has been submitted for transmission by the physical layer.

g)
RACH transmission control
Set of ASC parameters (identifier for PRACH partitions, persistence values)
Maximum number of preamble ramping cycles (FDD) or synchronisation attempts (1.28 Mcps TDD) Mmax
Minimum and maximum number of time units between two preamble ramping cycles, NBO1min and NBO1max (FDD only)
ASC for RRC CONNECTION REQUEST message
Type of random access procedure (1.28 Mcps only) 
Enhanced Uplink in CELL_FACH and Idle mode support indicator (FDD and 1.28 Mcps TDD only)
h)
Ciphering elements
Ciphering mode
Ciphering key
Ciphering sequence number

i)
(Void)

j)
MBMS information elements
MBMS Id 

k)
E-DCH configuration elements 
E-DPCCH to DPCCH power offset (FDD only)
Happy bit delay condition (FDD only)
E-TFCI table index 
minimum set E-TFCI (FDD only)
Reference E-TFCI (FDD only)
Periodicities for Scheduling Information with and without grant (FDD only)
The code, timeslots and maximum power available per TDD resource unit per slot in TTIs designated for non-scheduled use by a given UE (TDD only)
The frames designated for non-scheduled use by a given UE (specified by means of a start frame number, repetition period and repetition length) (3.84/7.68 Mcps TDD only)

The subframes designated for non-scheduled use by a given UE (specified by means of a start subframe number, repetition period and repetition length) (1.28 Mcps TDD only)
Scheduling Information power offset
List of HARQ processes on which scheduled grants are allowed (for FDD only, this is if the E-DCH TTI duration is 2ms)
Initial Serving Grant value and type (FDD only)
E-DCH maximum and minimum allowed coderates (3.84/7.68 Mcps TDD only)

A table of paired values, each pair consists of ENI value and E-DCH maximum allowed and minimum allowed coderates (1.28 Mcps TDD only)

A table of paired values, each pair consists of code rate and β normative value (TDD only).
Parameters controlling E-RUCCH operation, such as T-RUCCH,  T-SCHED, and a set of  persistence values (one for each ASC) associated with E-RUCCH (3.84/7.68 Mcps TDD only)
Symbol offset Soffset (FDD only in CELL_FACH state and Idle mode)
Additional E-DCH transmission back off (FDD only in CELL_FACH state or Idle mode) 
E-DCH transmission continuation back off (FDD only in CELL_FACH state or Idle mode)
Maximum period for collision resolution phase (FDD only in CELL_FACH state and Idle mode)
Maximum E-DCH resource allocation for CCCH (FDD only in CELL_FACH state and Idle mode)
Parameters controlling E-RUCCH operation, such as T-RUCCH, N-RUCCH, T-WAIT, T-SI associated with E-RUCCH (1.28 Mcps TDD only)
Common E-RNTIs list for CCCH transmission (1.28 Mcps TDD only in CELL_FACH state and Idle mode)
l)
DTX-DRX and HS-SCCH less Information Elements (FDD only)


MAC DTX Cycle
MAC Inactivity Threshold 
UE DTX DRX Offset
HS-SCCH less mode of operation 
Inactivity Threshold for UE Grant Monitoring
Inactivity Threshold for UE DTX cycle 2
Default SG in DTX Cycle 2
m)
E-DCH resource index (FDD only).

n)
Enhanced Uplink in CELL_FACH and Idle mode process termination (FDD only)

o)
Cell Reselection Indication process termination (1.28 Mcps TDD only)

p)
E-RUCCH failure(only for 1.28Mcps TDD)
q)
HS-DSCH/E-DCH SPS Information Elements (1.28 Mcps TDD only)


HS-DSCH SPS operation
E-DCH SPS operation

r)
Idle interval information elements (TDD only)


Idle interval period
Idle interval offset
-----------------------------------------------------------text omitted---------------------------------------------------------------------
9.1.4
MAC PDU (HS-DSCH)

There are two different MAC PDU formats for HS-DSCH. Depending on configuration by higher layers the format is either MAC-hs or MAC-ehs. The MAC PDU format is determined by upper layer signalling [7].

When MAC-hs is configured, a MAC PDU for HS-DSCH consists of one MAC-hs header and one or more MAC-hs SDUs where each MAC-hs SDU equals a MAC-d PDU. A maximum of one MAC-hs PDU can be transmitted in a TTI per UE. The MAC-hs header is of variable size. The MAC-hs SDUs in one TTI belongs to the same reordering queue. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, TSN can be extended to 9bit as indicated by RRC signalling. When TSN is extended to 9bit, the 3 least significant bits are placed after the last MAC-hs SDU.
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1. Figure 9.1.4.1: MAC-hs PDU
When MAC-ehs is configured, a MAC PDU for HS-DSCH consists of one MAC-ehs header and one or more reordering PDUs. Each reordering PDU consists of one or more reordering SDUs belonging to the same priority queue. All reordering SDUs belonging to the same priority queue in one TTI shall be mapped to the same reordering PDU. Each reordering SDU equals a complete MAC-ehs SDU or a segment of a MAC-ehs SDU. Each MAC-ehs SDU equals a MAC-d PDU or a MAC-c PDU (FDD and 1.28 Mcps TDD only). The LCH-ID and L fields are repeated per reordering SDU. The TSN and SI fields are repeated per reordering PDU. For FDD, TSN can be extended to 14 bit [FFS] as indicated by RRC signalling. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, TSN can be extended to 9bit as indicated by RRC signalling. When TSN is extended to 9bit, the 3 least significant bits are placed after the last reordering PDU. If several TSNs is included in MAC-ehs header, the extented bits of TSN should be concatenated in the same order as that of the TSN occurrrence in the MAC-ehs header.
The presence of the TSNi and SIi fields is based on the value of the LCH-IDi; if the LCH-IDi is mapped to the same reordering queue as LCH-IDi-1, there is no TSNi or SIi field. The mapping of the LCH-ID to the reordering queue is provided by upper layers [7], except for BCCH or PCCH where no reordering is applied. The TSN1 and SI1 fields are always present. For BCCH or PCCH the TSN field is always set to zero, the SI field is always set to '00' and the TSN and SI fields shall be ignored by the receiver.
Depending on the HS-DSCH physical layer category, the maximum number of MAC-ehs PDUs that can be transmitted in a TTI per UE is up to four. 

The reordering SDUs in one TTI can belong to different priority queues. The reordering SDUs in one TTI can belong to at most 3 priority queues. If  reordering SDUs in one TTI belong to more than 3 priority queues or are in greater number than 26, the UE behaviour is unspecified. The MAC-ehs header is of variable size. 
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Figure 9.1.4.2: MAC-ehs PDU
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Figure 9.1.4.3: MAC-hs PDU (1.28Mcps TDD multi-frequency HS-DSCH operation mode only)
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Figure 9.1.4.4: MAC-ehs PDU (1.28Mcps TDD multi-frequency HS-DSCH operation mode only)
-------------------------------------------------------------text omitted---------------------------------------------------------------------
9.2.2
MAC PDU: Parameters of the MAC header (HS-DSCH)

If MAC-hs is configured by upper layers [7], the parameters for the MAC header are:

-
Version Flag (VF):
The VF field is a one bit flag providing extension capabilities of the MAC-hs PDU format. The VF field shall be set to zero and the value one is reserved in this version of the protocol.

-
Queue identifier (Queue ID):
The Queue ID field provides identification of the reordering queue in the receiver, in order to support independent buffer handling of data belonging to different reordering queues. The length of the Queue ID field is 3 bit.

-
Transmission Sequence Number (TSN):
The TSN field provides an identifier for the transmission sequence number on the HS-DSCH. The TSN field is used for reordering purposes to support in-sequence delivery to higher layers. For 1.28 Mcps TDD multi-frequency HS-DSCH operation mode, the length of the TSN field can be 6 bits or 9 bits, which is configured by higher layer. For other opercation modes, the The length of the TSN field is 6 bit.

-
Size index identifier (SID):
The SID fields identifies the size of a set of consecutive MAC-d PDUs. The MAC-d PDU size for a given SID is configured by higher layers and is independent for each Queue ID. The length of the SID field is 3 bit.

-
Number of MAC-D PDUs (N):
The number of consecutive MAC-d PDUs with equal size is identified with the N field. The length of the N field is 7 bits. In FDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 70. In 1.28 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 45. In 3.84 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 318. In 7.68 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 636. If more PDUs than the defined maximum number of PDUs for the corresponding mode are received, the UE behaviour is unspecified.
-
Flag (F):
The F field is a flag indicating if more fields are present in the MAC-hs header or not. If the F field is set to "0" the F field is followed by an additional set of SID, N and F fields. If the F field is set to "1" the F field is followed by a MAC-d PDU. The maximum number of MAC-hs header extensions, i.e. number of fields F set to "0", in a single TTI shall be assumed to be 7. If more extensions than the maximum defined for the corresponding mode are included in a TTI, the UE behaviour is unspecified.

If MAC-ehs is configured by upper layers [7], the parameters for the MAC header are:

-
Logical channel identifier (LCH-ID): 

The LCH-ID field provides identification of the logical channel at the receiver and the re-ordering buffer destination of a reordering SDU.
The length of the LCH-ID is 4 bits. 

In FDD and 1.28 Mcps TDD, when SDU from BCCH or PCCH logical channel is transmitted on HS-DSCH the LCH-ID field in MAC-ehs header is set to 1111. The identification of the logical channel is done based on H-RNTI value used for broadcast information in or for paging in HS-SCCH. Table 9.2.2-0 shows the 4-bit LCH-ID field.
Table 9.2.2-0: Structure of the LCH-ID field
	LCH-ID field
	Designation

	0000
	Logical channel 1

	0001
	Logical channel 2

	...
	... 

	1110
	Logical channel 15

	1111
	Used when SDU from BCCH or PCCH logical channel is transmitted on HS-DSCH


-
Transmission Sequence Number (TSN):

The TSN field provides an identifier for the transmission sequence number on the HS-DSCH. The TSN field is used for reordering purposes to support in-sequence delivery to higher layers. 
The length of the TSN field is 6 bit. For FDD, if the IE “TSN field extension” is provided by higher layers, the length of the TSN field is 14 bit [FFS].
-
Segmentation Indication (SI)

The SI field indicates if the MAC-ehs SDU has been segmented. Table 9.2.2-1 shows the 2 bit SI field. 

Table 9.2.2-1: Structure of the SI field

	SI Field
	Segmentation indication

	00
	The first reordering SDU of the reordering PDU is a completeMAC-ehs SDU.

The last reordering SDU of the reordering PDU is a complete MAC-ehs SDU.

	01
	If there are more than one reordering SDUs in the reordering PDU, the last reordering SDU of the reordering PDU is a complete MAC-ehs SDU. 

The first reordering SDU of the reordering PDU is the last segment of a MAC-ehs SDU.

	10
	If there are more than one reordering SDUs in the reordering PDU, the first reordering SDU of the reordering PDU is a complete MAC-ehs SDU.

The last reordering SDU of the reordering PDU is the first segment of a MAC-ehs SDU.

	11
	If there are more than one reordering SDUs in the reordering PDU, the first reordering SDU of the reordering PDU is the last segment of a MAC-ehs SDU and the last reordering SDU of reordering PDU is the first segment of a MAC-ehs SDU.
If there is only one reordering SDU in the reordering PDU, the reordering SDU is a middle segment of a MAC-ehs SDU.


-
Length (L)

The L field provides the length of the reordering SDU in octets. The reordering SDU size can vary for each reordering SDU in the MAC-ehs PDU, and is set for each reordering SDU individually. The length of the Length field is 11 bits. 

-
Flag (F)


The F field is a flag indicating if more fields are present in the MAC-ehs header or not. If the F field is set to "0" the F field is followed by an additional set of LCH-ID and L fields and optionally (as described in section 9.1.4) TSN and SI fields. If the F field is set to "1" the F field is followed by a reordering PDU. Each header extension corresponds to one reordering SDU.

-------------------------------------------------------------text omitted---------------------------------------------------------------------
11.6.4.5
Reordering entity

11.6.4.5.1
Definitions

In the functions described in this section the following definitions apply:
Parameters

-
Transmitter window size (TRANSMIT_WINDOW_SIZE) 
TRANSMIT_WINDOW_SIZE is the size of the transmitter window according to the definition below.  This is a parameter in the Node B and the value of the parameter is configured by higher layers. 

-
Receiver window size (RECEIVE_WINDOW_SIZE)
RECEIVE_WINDOW_SIZE is the size of the receiver window according to the definition below. This is a parameter in the UE and the value of the parameter is configured by higher layers.
-
TSN field length (TSN_LTH)
TSN_LTH is the length of TSN field in bits. This is a parameter in both the Node B and the UE.
State variables

All state variables are non-negative integers. Reordering PDUs are numbered by modulo integer Transmission sequence numbers (TSN) cycling through the field 0 to 2TSN_LTH-1. All arithmetic operations contained in the present document on next_expected_TSN, RcvWindow_UpperEdge, T1_TSN and TSN_flush are affected by the 2TSN_LTH modulus. When performing arithmetic comparisons of state variables or Transmission sequence number values a 2TSN_LTH modulus base shall be used. This modulus base is subtracted (within the appropriate field) from all the values involved and then an absolute comparison is performed. RcvWindow_UpperEdge – RECEIVE_WINDOW_SIZE + 1 shall be assumed to be the modulus base. For 1.28 Mcps TDD multi-frequency HS-DSCH operation operation mode, TSN_MAX represents period length of TSN; the arithmetic operations and comparisons of state variables in multi-frequency mode are performed on TSN_MAX modulus base.
-
next_expected_TSN:
The next_expected_TSN is the Transmission sequence number (TSN) following the TSN of the last in-sequence reordering PDU received. It shall be updated according to the procedures given in subclauses 11.6.4.5.2, 11.6.4.8 and 11.6.4.9. For CELL_DCH, the initial value of next_expected_TSN =0. For states other than CELL_DCH the initial value of the next_expected_TSN = RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1.
-
RcvWindow_UpperEdge:
The RcvWindow_UpperEdge represents the TSN, which is at the upper edge of the receiver window. After the first reordering PDU has been received successfully, it also corresponds to the reordering PDU with the highest TSN of all received reordering PDUs. The initial RcvWindow_UpperEdge equals 2TSN_LTH-1. RcvWindow_UpperEdge is updated based on the reception of new reordering PDU according to the procedure given below.

-
T1_TSN:
The TSN of the latest reordering PDU that cannot be delivered to the reassembly entity, when the timer T1 is started. 
Timers

-
Re-ordering release timer (T1):
The Re-ordering release timer T1 controls the stall avoidance in the UE reordering buffer as described below. The value of T1 is configured by upper layers.

-
Reset timer (Treset) (FDD and 1.28 Mcps TDD)
Treset controls the reset of the MAC-ehs reordering functionality. This timer is not used when the UE is in CELL_DCH state.

Other definitions

-
Receiver window:
The receiver window defines TSNs of those reordering PDUs that can be received in the receiver without causing an advancement of the receiver window according to the procedure below. The size of the receiver window equals RECEIVE_WINDOW_SIZE and spans TSNs going from RcvWindow_UpperEdge – RECEIVE_WINDOW_SIZE + 1 to RcvWindow_UpperEdge included.
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