Page 1



3GPP TSG-RAN WG2 Meeting #67 
R2-094348
24 - 28 Aug, 2009, Shenzhen, China
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.322
	CR
	
	(

rev
	-
	(

Current version:
	8.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	RLC Retransmission Counting

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23, TEI-9
	
	Date: (

	24/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Following is the description for incrementing RETX_COUNT in current spec:  

-
else, if it (the AMD PDU or the portion of the AMD PDU that is considered for retransmission) or a portion of it is not pending for retransmission already:

-
increment the RETX_COUNT;

In case there are more than one negative acknowledgement for several non contiguous portions of an AMD PDU in one STATUS PDU, the UE will consider each portion as being for a retransmission and increment RETX_COUNT more than once. This makes it easy to reach maxRetxThreshold and may lead to unexpected RRC connection re-establishment.

	
	

	Summary of change:
(

	In above case, the UE increments the RETX_COUNT only once by adding additional condition, saying:” and it is the first time to be considered for retransmission for the same AMD PDU in one STATUS PDU”.
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	It may cause unexpected RRC connection re-establishment.
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FIRST MODIFIED SECTION

5.2.1
Retransmission

The transmitting side of an AM RLC entity can receive a negative acknowledgement (notification of reception failure by its peer AM RLC entity) for an AMD PDU or a portion of an AMD PDU by the following:
-
STATUS PDU from its peer AM RLC entity.
When receiving a negative acknowledgement for an AMD PDU or a portion of an AMD PDU by a STATUS PDU from its peer AM RLC entity, the transmitting side of the AM RLC entity shall:

-
if the SN of the corresponding AMD PDU falls within the range VT(A) <= SN < VT(S):
-
consider the AMD PDU or the portion of the AMD PDU for which a negative acknowledgement was received for retransmission.
When an AMD PDU or a portion of an AMD PDU is considered for retransmission, the transmitting side of the AM RLC entity shall:

-
if the AMD PDU is considered for retransmission for the first time: 
-
set the RETX_COUNT associated with the AMD PDU to zero;
-
else, if it (the AMD PDU or the portion of the AMD PDU that is considered for retransmission) or a portion of it is not pending for retransmission already, and it is the first time to be considered for retransmission for the same AMD PDU in one  STATUS PDU:
-
increment the RETX_COUNT;
-
if RETX_COUNT = maxRetxThreshold:
-
indicate to upper layers that max retransmission has been reached.
When retransmitting an AMD PDU, the transmitting side of an AM RLC entity shall:
-
if the AMD PDU can entirely fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity:

-
deliver the AMD PDU as it is except for the P field (the P field should be set according to sub clause 5.2.2) to lower layer;

-
otherwise:

-
segment the AMD PDU, form a new AMD PDU segment which will fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity and deliver the new AMD PDU segment to lower layer.
When retransmitting a portion of an AMD PDU, the transmitting side of an AM RLC entity shall:
-
segment the portion of the AMD PDU as necessary, form a new AMD PDU segment which will fit within the total size of RLC PDU(s) indicated by lower layer at the particular transmission opportunity and deliver the new AMD PDU segment to lower layer.
When forming a new AMD PDU segment, the transmitting side of an AM RLC entity shall:
-
only map the Data field of the original AMD PDU to the Data field of the new AMD PDU segment;

-
set the header of the new AMD PDU segment in accordance with the description in sub clause 6.;

-
set the P field according to sub clause 5.2.2.
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