Page 1



3GPP TSG-RAN-WG2 Meeting #67 
(
 R2-094431
Shenzhen, P.R. of China, 24th-28th of August 2009

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	25.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	7.13.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Optional support of Tx diversity on DL control channels for MIMO capable UEs

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	MIMO-L23
	
	Date: (

	20/08/2009

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In the LS R2-094131from RAN1, it was proposed to introduce a new UE capability indication for a MIMO UE support for receiving downlink control channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) in STTD mode when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references, but P-CPICH is not in STTD mode



	
	

	Summary of change:
(

	A new UE capability has been introduced in the below Uplink messages to indicate the UE capability for MIMO UE support for receiving downlink control channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) in STTD mode when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references, but P-CPICH is not in STTD mode:
1) RRC Connection Setup Complet msg
2) UE Capabilitiy Information msg
3) Inter Rat Handover Info
Impact Analysis

Impacted functionality:

UE operating in MIMO mode.

Inter-operability:

If the NW is implemented according to the CR and the UE is not then the network may assume the UE does not support the TX Diversity on DL control channels when in MIMO mode, then there can be a potential loss in system throughput.

If the UE is implemented according to the CR and the NW is not then the N\W might disallow TX Diversity on the DL control channels for a UE in MIMO mode, which can lead to a potential loss in system throughput.


	
	

	Consequences if 
(

not approved:
	As shown in R1-092616, if Tx diversity were disallowed on the HS-SCCH, due to CQI mismatch between the HS-SCCH and HS-PDSCH, the HS-SCCH transmit power could be set incorrectly if the HS-SCCH is power controlled based on CQI feedback leading to a potential loss in system throughput.



	
	

	Clauses affected:
(

	10.3.3.42,10.3.3.42oa,11.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


=============================Next section======================================
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	11 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8)
	
	REL-8

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be present and set to TRUE in this version of the specification
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-ehs
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexTx)
	For 1.28 Mcps TDD only

10 spare values needed.
	REL-7

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The IE shall be present and set to TRUE in this version of the specification
	REL-7

	Support of TX Diversity on DL Control Channels by MIMO Capable UE which MIMO operation is active
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channel when MIMO is active.
	REL-7

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.


=============================Next section======================================
10.3.3.42oa
UE radio access capability comp 2
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	Absent if HS-PDSCH and E-DCH are not supported
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]

Values 13...64 are spare.
	REL-6

	>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].
	REL-7

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The IE shall be present and set to TRUE in this version of the specification
	REL-7

	Support of TX Diversity on DL Control Channels by MIMO Capable UE which MIMO operation is active
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channel when MIMO is active.
	REL-7


=============================Next section======================================
11.2
PDU definitions

UE-CapabilityContainer-IEs ::=


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0NonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






ue-RadioAccessCapability-v770ext
UE-RadioAccessCapability-v770ext-IEs,






v790NonCriticalExtensions


SEQUENCE {







ue-RadioAccessCapability-v790ext
UE-RadioAccessCapability-v790ext-IEs,

--Note: In this version of the specification the IE v860NonCriticalExtensions has been introduced for backward compatibility sake so that a REL7 UE can interpret the IE v7xyNonCriticalExtentions






v860NonCriticalExtensions


SEQUENCE {








ue-RadioAccessCapability-v860ext
















UE-RadioAccessCapability-v860ext-IEs,








ue-RATSpecificCapability-v860ext












InterRAT-UE-RadioAccessCapability-v860ext
OPTIONAL,







v7xyNonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-v7xyext
UE-RadioAccessCapability-v7xyext-IEs,








nonCriticalExtensions



SEQUENCE {} OPTIONAL







}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-v770ext




OPTIONAL,



rlc-Capability





RLC-Capability-v770ext,


rf-Capability





RF-Capability-v770ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v770ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v770ext,


ue-PositioningCapability


UE-PositioningCapability-v770ext,


mac-ehsSupport





ENUMERATED { true }





OPTIONAL,



ue-specificCapabilityInformation
UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapability-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

--Note: In this version of the specification the IE UE-RadioAccessCapability-v860ext-IEs
has been introduced for backward compatibility sake so that a REL7 UE can interpret the IE v7xyNonCriticalExtentions
UE-RadioAccessCapability-v860ext-IEs ::= SEQUENCE {


-- UE radio access capability



rf-Capability





RF-Capability-v860ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v860ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v860ext,



ue-PositioningCapability


UE-PositioningCapability-v860ext,



measurementCapability



MeasurementCapability-v860ext


OPTIONAL,



measurementCapabilityTDD


MeasurementCapabilityTDD



OPTIONAL,



supportOfCommonEDCH




ENUMERATED { true }





OPTIONAL,



supportOfMACiis





ENUMERATED { true }





OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }





OPTIONAL,



supportOfControlChannelDRXOperation
ENUMERATED { true }





OPTIONAL,



supportOfCSG





ENUMERATED { true }





OPTIONAL,


-- UE radio access capability extension



ue-RadioAccessCapabBandFDDList3

UE-RadioAccessCapabBandFDDList3


OPTIONAL

}

UE-RadioAccessCapability-v7xyext-IEs::= SEQUENCE {


supportofTxDivOnNonMIMOChannel
ENUMERATED { true }




OPTIONAL
}

=============================Next section======================================
-- ***************************************************

--

-- INTER RAT HANDOVER INFO

--

-- ***************************************************

InterRATHandoverInfo ::= SEQUENCE {


-- This structure is defined for historical reasons, backward compatibility with 44.018


predefinedConfigStatusList

CHOICE {



absent






NULL,



present






PredefinedConfigStatusList


},


uE-SecurityInformation


CHOICE {



absent






NULL,



present






UE-SecurityInformation


},


ue-CapabilityContainer


CHOICE {



absent






NULL,



-- present is an octet aligned string containing Ie UE-RadioAccessCapabilityInfo


present






OCTET STRING (SIZE (0..63))


},


-- Non critical extensions


v390NonCriticalExtensions

CHOICE {



absent






NULL,



present






SEQUENCE {




interRATHandoverInfo-v390ext
InterRATHandoverInfo-v390ext-IEs,




v3a0NonCriticalExtensions

SEQUENCE  {





interRATHandoverInfo-v3a0ext
InterRATHandoverInfo-v3a0ext-IEs,





laterNonCriticalExtensions

SEQUENCE {






interRATHandoverInfo-v3d0ext 
InterRATHandoverInfo-v3d0ext-IEs,





-- Container for additional R99 extensions






interRATHandoverInfo-r3-add-ext

BIT STRING









(CONTAINING InterRATHandoverInfo-r3-add-ext-IEs)
OPTIONAL,






v3g0NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v3g0ext
InterRATHandoverInfo-v3g0ext-IEs,







v4b0NonCriticalExtensions

SEQUENCE {








interRATHandoverInfo-v4b0ext
InterRATHandoverInfo-v4b0ext-IEs,







v4d0NonCriticalExtensions

SEQUENCE {









interRATHandoverInfo-v4d0ext
InterRATHandoverInfo-v4d0ext-IEs,








-- Reserved for future non critical extension









v590NonCriticalExtensions

SEQUENCE {










interRATHandoverInfo-v590ext

















InterRATHandoverInfo-v590ext-IEs,










v690NonCriticalExtensions

SEQUENCE {











interRATHandoverInfo-v690ext

















InterRATHandoverInfo-v690ext-IEs,











v6b0NonCriticalExtensions

SEQUENCE {












interRATHandoverInfo-v6b0ext



















InterRATHandoverInfo-v6b0ext-IEs,












v6e0NonCriticalExtensions

SEQUENCE {













interRATHandoverInfo-v6e0ext

















InterRATHandoverInfo-v6e0ext-IEs,













v770NonCriticalExtensions

SEQUENCE {














interRATHandoverInfo-v770ext

















InterRATHandoverInfo-v770ext-IEs,













v790nonCriticalExtensions

SEQUENCE {















interRATHandoverInfo-v790ext

















InterRATHandoverInfo-v790ext-IEs,

--Note: In this version of the specification the IE v860NonCriticalExtensions has been introduced for backward compatibility sake so that a REL7 UE can interpret the IE v7xyNonCriticalExtentions














v860NonCriticalExtensions

SEQUENCE {
















interRATHandoverInfo-v860ext

















InterRATHandoverInfo-v860ext-IEs,
















v7xyNonCriticalExtensions
SEQUENCE {


















interRATHandoverInfo-v7xyext


















InterRATHandoverInfo-v7xyext-IEs,

















nonCriticalExtensions





















SEQUENCE {} OPTIONAL















}

OPTIONAL














}
OPTIONAL














}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}


}
}

InterRATHandoverInfo-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext
}

InterRATHandoverInfo-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

InterRATHandoverInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1interRAT
UESpecificBehaviourInformation1interRAT
OPTIONAL

}

InterRATHandoverInfo-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

InterRATHandoverInfo-r3-add-ext-IEs ::= SEQUENCE {



interRATHandoverInfo-v690ext1

InterRATHandoverInfo-v690ext1-IEs,



nonCriticalExtensions



SEQUENCE {}

OPTIONAL

}

InterRATHandoverInfo-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator

AccessStratumReleaseIndicator

}

InterRATHandoverInfo-v4d0ext-IEs ::= SEQUENCE {


-- User equipment IEs


tdd128-RF-Capability



RadioFrequencyBandTDDList

OPTIONAL

}

InterRATHandoverInfo-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



predefinedConfigStatusListComp

PredefinedConfigStatusListComp


OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp


OPTIONAL
}

InterRATHandoverInfo-v690ext1-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
OPTIONAL

}
InterRATHandoverInfo-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-SecurityInformation2



UE-SecurityInformation2




OPTIONAL,


ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-ext

OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2

}

InterRATHandoverInfo-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v770ext-IEs ::= SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-v770ext
OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-v770ext
OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v770ext
OPTIONAL
}

InterRATHandoverInfo-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

--Note: In this version of the specification the IE InterRATHandoverInfo-v860ext-IEs has been introduced for backward compatibility sake so that a REL7 UE can interpret the IE v7xyNonCriticalExtentions
InterRATHandoverInfo-v860ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v860ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v860ext
OPTIONAL

}

InterRATHandoverInfo-v7xyext-IEs::=
SEQUENCE {



supportofTxDivOnNonMIMOChannel
ENUMERATED { true }





OPTIONAL
}

=============================Next section======================================
--Note: In this version of the specification the below IEs have been introduced for backward compatibility sake so that a REL7 UE can interpret the IE v7xyNonCriticalExtentions
RF-Capability-v860ext ::=


SEQUENCE {


tdd128RF-Capability




RadioFrequencyBandTDDextList


OPTIONAL,


tdd384RF-Capability




RadioFrequencyBandTDDextList


OPTIONAL,


tdd768RF-Capability




RadioFrequencyBandTDDextList


OPTIONAL

}

RadioFrequencyBandTDDext ::=

ENUMERATED {











e, f, g, h, i, j, k, l, m, n, o, p, spare4, spare3,











spare2, spare1 }

RadioFrequencyBandTDDextList ::=
SEQUENCE (SIZE (1..maxFreqBandsTDD-ext)) OF











RadioFrequencyBandTDDext

PhysicalChannelCapability-v860ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityFDD-v860ext


}

OPTIONAL,


tddPhysChCapability-128




SEQUENCE {



downlinkPhysChCapability



DL-PhysChCapabilityTDD-128-v860ext


}

OPTIONAL

}

DL-PhysChCapabilityFDD-v860ext ::=

SEQUENCE {


hsdsch-physical-layer-category-ext2

HSDSCH-physical-layer-category-ext2
OPTIONAL,


supportOfTargetCellPreConfig


ENUMERATED { true }




OPTIONAL,


supportOfHsdschDrxOperation



ENUMERATED { true }




OPTIONAL

}

DL-PhysChCapabilityTDD-128-v860ext ::=
SEQUENCE {


hSDSCH-physical-layer-category-extension












HSDSCH-physical-layer-category-extension
OPTIONAL,


multiCarrier-physical-layer-category-extension









MultiCarrier-HSDSCH-physical-layer-category-extension
OPTIONAL,


supportOfSFModeForHSPDSCHDualStream

ENUMERATED { sf1, sf1sf16 }




OPTIONAL

}
MultiModeRAT-Capability-v860ext ::=
SEQUENCE {


supportOfEUTRAFDD




ENUMERATED { doesSupportEUTRAFDD }



OPTIONAL,


supportOfInterRATHOToEUTRAFDD

ENUMERATED { doesSupportInterRATHOToEUTRAFDD }
OPTIONAL,


supportOfEUTRATDD




ENUMERATED { doesSupportEUTRATDD }



OPTIONAL,


supportOfInterRATHOToEUTRATDD

ENUMERATED { doesSupportInterRATHOToEUTRATDD }
OPTIONAL,


eutraFeatureGroupIndicators


BIT STRING (SIZE (4))






OPTIONAL

}

UE-PositioningCapability-v860ext ::= SEQUENCE {


ue-GANSSPositioning-Capability-v860ext











UE-GANSSPositioning-Capability-v860ext-IEs
OPTIONAL

}

UE-GANSSPositioning-Capability-v860ext-IEs ::= SEQUENCE {


networkAssistedGANSS-supportedList
NetworkAssistedGANSS-Supported-List-v860ext
OPTIONAL

}

-- Each element in the NetworkAssistedGANSS-Supported-List-v860ext provides extension information

-- to the corresponding element (position) in the NetworkAssistedGANSS-Supported-List
NetworkAssistedGANSS-Supported-List-v860ext ::= SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


sbas-Ids






BIT STRING (SIZE (8))



OPTIONAL,


gANSS-SignalIds





BIT STRING (SIZE (8))



OPTIONAL,


non-native-AD-choices-supported

ENUMERATED { true }




OPTIONAL

}

MeasurementCapability-v860ext ::=
SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-v860ext

}

MeasurementCapabilityTDD ::=

SEQUENCE {


idleIntervalMeasCapabEUTRAList

IdleIntervalMeasCapabEUTRAList

OPTIONAL

}
CompressedModeMeasCapability-v860ext ::= SEQUENCE {


adjacentFrequencyMeasurements

ENUMERATED { true }




OPTIONAL

}

IdleIntervalMeasCapabEUTRA ::=

SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRA,


idleInterval





BOOLEAN

}

IdleIntervalMeasCapabEUTRAList ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF











IdleIntervalMeasCapabEUTRA

RadioFrequencyBandEUTRA ::=


INTEGER (1..64)

UE-RadioAccessCapabBandFDDList3 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD3
UE-RadioAccessCapabBandFDD3 ::=

SEQUENCE {


-- UE may omit both IEs if this IE indicates the same compressed 


-- mode capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


measurementCapability3



MeasurementCapabilityExt3

}

MeasurementCapabilityExt3 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

CompressedModeMeasCapabEUTRAList ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF












CompressedModeMeasCapabEUTRA

CompressedModeMeasCapabEUTRA ::=
SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRA,


compressedMode





BOOLEAN

}
UE-RadioAccessCapability-v860ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList3


UE-RadioAccessCapabBandFDDList3

}

UE-RadioAccessCapabilityComp2-v860ext ::= SEQUENCE {

hsdsch-physical-layer-category-ext2

HSDSCH-physical-layer-category-ext2

OPTIONAL,


supportOfMACiis






ENUMERATED { true }





OPTIONAL

}

HSDSCH-physical-layer-category-ext2 ::=
INTEGER (21..24)






















�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





